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WIFI Audio LAN

Workstation

Gigabyte C246-WU4 NA  Rp         3.388.000 

C
2

4
6

ATX 

 30.5cm x 

24.4cm

LGA 

1151

Gen 9

Intel® Xeon® E series processors

9th and 8th Generation Intel® 

Core™ processors/Intel® 

Pentium® processors/Intel® 

Celeron® processors

4x DDR4 

DIMM Sockets 

supporting up 

to 128GB 

2x 

Display

Port

4 n/a 1 8 1 n/a 1 8 4 n/a n/a Yes n/a n/a Yes n/a

Realtek® ALC1220-VB 

codec

* The back panel line 

out jack supports DSD 

audio.

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

2 x Intel® GbE 

LAN chips 

(10/100/1000 

Mbit)

4 PCIe x16 slots for multi cards, support for AMD Quad-GPU CrossFire™ and 4-Way/3-

Way/2-Way AMD CrossFire™ technologies

Dual Intel® Server GbE LAN support Intel® vPro Technology

Large storage capacity: 10 SATA3 Ports

Dual M.2 support Intel® Optane™ Memory Ready

Next-gen transfer speeds: USB 3.1 Type-A and Type-C connections

ALC1220 120dB SNR HD Audio with Smart Headphone AMP and WIMA audio capacitors

MBI C246M-WU4 NA  Rp         2.992.000 

C
2

4
6

Micro ATX 

24.4cm x 

24.4cm

LGA 

1151

Gen 9

Intel® Xeon® E series processors

9th and 8th Generation Intel® 

Core™ processors/Intel® 

Pentium® processors/Intel® 

Celeron® processors

4x DDR4 

DIMM Sockets 

supporting up 

to 128GB 

D-Sub

DVI-D

Display 

Port

2 2 1 8 n/a n/a n/a 8 4 2 n/a Yes n/a n/a Yes n/a

Realtek® ALC892 

codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

2 x Intel® GbE 

LAN chips 

(10/100/1000 

Mbit)

Supports Intel®1151 Xeon® E Processors and 9th/8th Gen. Intel® Core™ / Pentium® / 

Celeron® Processors LGA1151

Supports DDR4 ECC & Non-ECC Un-buffered memory

2 PCIe x16 Slots & 2 PCIe x1 Slots

Dual Intel® Server GbE LAN support Intel® vPro Technology

Large storage capacity: 8 SATA3 Ports

Dual M.2 support Intel® Optane™ Memory

Next-gen transfer speeds: USB 3.1 Type-A connection

Supports up to Three Monitor Displays

Monitor HDDs status by SGPIO
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WIFI Audio LAN

Server / Workstation

Gigabyte X299-WU8 NA  Rp         8.970.000 

X
2

9
9

CEB 

30.5cm x 

26.7cm

LGA 

2066

Support for Intel® Core™ X series 

processors (6-core or above) in 

the LGA2066 package

8 x DDR4 

DIMM sockets 

supporting up 

to 256 GB

n/a 7 n/a n/a 8 1 n/a 1 11 2 n/a n/a Yes n/a yes yes n/a

Realtek® ALC1220-VB 

codec

* The back panel line 

out jack supports DSD 

audio.

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

2 x Intel® GbE 

LAN chips 

(10/100/1000 

Mbit)

Dual Intel® Server LAN

Intel® Optane™ Memory Ready

Next-gen transfer speeds: PCIe x4 M.2, USB 3.1 Type-A and Type-C connections

Smart Fan 5 features Multiple Temperature Sensors and Hybrid Fan Headers with FAN 

STOP

Two RGBW Pin Headers support digital LED & RGB LED strips

ALC1220 120dB SNR HD Audio with Smart Headphone AMP and WIMA audio capacitors

Powerful heatsink design: an efficient thermal cooling design to provide absolute 

maximum performance

Lightning-Fast Intel® Thunderbolt™ 3 AIC Support

Intel® VROC ready

Gaming

MBI X299X Aorus Master C  Rp         8.090.000 

X
2

9
9

E-ATX 

 30.5cm x 

26.9cm

LGA 

2066

Support for Intel® Core™ i7-

7800X and above X series 

processors/ Intel® Core™ i9 X 

series processors in the 

LGA2066 package

8 x DDR4 

DIMM Sockets 

supporting up 

to 256 GB

n/a 6 n/a n/a 8 3 n/a 2 11 8 n/a n/a Yes Yes Yes Yes

Wi-Fi 

802.11a/b/g/n/ac

/ax, supporting 

2.4/5 GHz Dual-

Band

Realtek® ALC1220-VB 

codec

* The front panel line 

out jack supports DSD 

audio.

ESS SABRE9218 DAC 

chip

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

1 x Aquantia 

5GbE LAN chip (5 

Gbit/2.5 

Gbit/1000 

Mbit/100 Mbit) 

(LAN1)

1 x Intel® GbE 

LAN chip 

(10/100/1000 

Mbit) (LAN2)

Supports Intel® Core™ X-series Processor Family

Quad Channel Non-ECC Unbuffered DDR4, 8 DIMMs

Intel® Optane™ Memory Ready

12 Phases IR Digital VRM Solution with 70A Power Stage

Onboard Intel® WiFi 6 802.11ax 2T2R & BT 5 with AORUS Antenna

130dB SNR AMP-UP Audio with High-End ESS SABRE 9218 DAC, ALC1220 and WIMA 

Audio Capacitors

Onboard AQUANTIA 5GbE BASE-T LAN and Intel® Gigabit LAN with cFosSpeed

Triple Ultra-Fast NVMe PCIe 3.0 x4 M.2 with Triple Thermal Guards

USB TurboCharger for Mobile Device Fast Charge Support

RGB FUSION 2.0 supported with Multi-Zone Addressable LED Light Show Design, support 

Addressable LED & RGB LED Strips
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Intel Chipset Z690 DDR5
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WIFI Audio LAN

Gaming

Z690 Aorus Master C  Rp         7.990.000 

Z6
9

0 E.ATX
LGA 

1700
Intel Core Gen-12

4x DIMM 

DDR5 

6400(O.C.) / 

6200(O.C.) / 

6000(O.C.) / 

5800(O.C.) / 

5600(O.C.) / 

5400(O.C.) / 

5200(O.C.) / 

4800 / 4000

DisplayPo

rt
3 N/A N/A 6 5 N/A 2 13 4 N/A N/A Yes Yes N/A Yes

Intel® Wi-Fi 6E 

AX210

Realtek® ALC1220-VB 

CODEC

1 x Marvell® 

AQtion AQC113C 

10GbE LAN chip

(10 Gbps/5 

Gbps/2.5 Gbps/1 

Gbps/100 Mbps)

Support 12th Gen Intel® Series Processors

Dual Channel Non-ECC Unbuffered DDR5, 4 DIMMs

Direct 19+1+2 Phases VRM Design with 105A Power Stage* and Tantalum Polymer 

Capacitor

DDR5 XTREME MEMORY Design with SMD DIMM and Shielded Memory Routing

Advanced Thermal Solution with NanoCarbon Fins-Array III Heatsink, Direct-Touch 

Heatpipe II and NanoCarbon Baseplate

Intel® WIFI 6E 802.11ax 2T2R & BT5 with AORUS Antenna

Audio Slution with ESS Sabre ES9118 125dB on Rear Audio​

AQUANTIA® 10GbE BASE-T LAN

5 x Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with Thermal Guards

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP 

and Noise Detection

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Z690 Aorus PRO C  Rp         5.990.000 

Z6
9

0 ATX
LGA 

1700
Intel Core Gen-12

DDR5 

6200(O.C.) / 

6000(O.C.) / 

5800(O.C.) / 

5600(O.C.) / 

5400(O.C.) / 

5200(O.C.) / 

4800 / 4000 

MHz memory 

modules

DisplayPo

rt
3 N/A N/A 6 4 N/A 2 10 8 N/A N/A Yes N/A N/A Yes N/A

Realtek® ALC4080 

CODEC

1x Intel® 2.5GbE 

LAN chip (2.5 

Gbps/1 

Gbps/100 Mbps)

Supports 12th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR5, 4 DIMMs

16+1+2 Direct Digital VRM Design with 90A Power Stage* and Tantalum Polymer 

Capacitor

DDR5 XTREME MEMORY Design with SMD DIMM and Shielded Memory Routing

Fully Covered Thermal Design with High Coverage MOSFET Heatsinks

Intel® WIFI 6 802.11ax 2T2R & BT5 with AORUS Antenna

Hi-Fi Audio with ALC4080 and WIMA Audio Capacitors

Fast 2.5GbE LAN with Bandwidth Management

4x Ultra-Fast NVMe PCIe 4.0*/3.0 x4 M.2 with Enlarged Thermal Guard

SuperSpeed USB 3.2 Gen2x2 TYPE-C delivers up to 20Gb/s transfer speeds

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Z690 Aorus ELITE R  Rp         5.360.000 

Z6
9

0 ATX
LGA 

1700
Intel Core Gen-12

4x DIMM 

DDR5 

6000(O.C.) / 

5800(O.C.) / 

5600(O.C.) / 

5400(O.C.) / 

5200(O.C.) / 

4800 / 4000 

MHz memory 

modules

HDMI+Di

splayPort
3 N/A N/A 6 4 N/A 2 10 8 N/A N/A Yes N/A N/A Yes N/A

Realtek® ALC1220-VB 

CODEC

1xRealtek® 

2.5GbE LAN chip 

(2.5 Gbps/1 

Gbps/100 Mbps)

Supports 12th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR5, 4 DIMMs

16+1+2 Twin Hybrid Digital VRM Design with 60A DrMOS and Tantalum Polymer 

Capacitor

DDR5 XTREME MEMORY Design with SMD DIMM and Shielded Memory Routing

Fully Covered Thermal Design with High Coverage MOSFET Heatsinks

AMP-UP Audio with ALC1220 and WIMA Audio Capacitors

Fast 2.5GbE LAN with Bandwidth Management

4x Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with Enlarged Thermal Guards

SuperSpeed USB 3.2 Gen2x2 TYPE-C® delivers up to 20Gb/s transfer speeds

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Unique Features
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WIFI Audio LAN

Gaming

Z690I Aorus Ultra DDR4 NA  Rp         5.590.000 

Z6
9

0 Mini ITX
LGA1

700
Intel Core Gen-12

2x DDR4 

5333(O.C.

DisplayPo

rt + HDMI
1 N/A N/A 4 2 N/A 2 7 6 N/A N/A Yes Yes N/A N/A

Intel® Wi-Fi 6 

AX201

Realtek® ALC4080 

CODEC

1 x Intel® 2.5GbE 

LAN chip (2.5 

Gbps/1 

Gbps/100 Mbps)

Supports 12th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

Intel® Optane™ Memory Ready

Direct 10+2+1 Phases Digital VRM Solution with 105A Power Stage*

Advanced Thermal Design with Fins-Array II, Thermal Guard III and Heatpipe

Blazing Fast Intel® 2.5GbE LAN with cFosSpeed

Intel® WIFI 6 802.11ax 2T2R & BT5 with AORUS Antenna

AMP-UP Audio with ALC4080 and WIMA for Rear 120dB SNRHDMI 2.0 supports Premium 

4K

Dual Ultra-Fast NVMe PCIe 4.0* x4 M.2 with Thermal Guard III

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strip

Smart Fan 6 Features Multiple Temperature Sensors, Hybrid Fan Headers with FAN STOP 

and Noise Detection

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Z690 Aorus Elite AX DDR4 NA  Rp         4.990.000 

Z6
9

0 ATX
LGA1

700
Intel Core Gen-12

4x DDR4 

5333(O.C.)

DisplayPo

rt + HDMI
3 N/A N/A 6 4 N/A 2 7 8 N/A N/A Yes Yes N/A Yes

Intel® Wi-Fi 6 

AX201

Realtek® ALC1220-VB 

CODEC

1 x Realtek® 

2.5GbE LAN chip 

(2.5 Gbps/1 

Gbps/100 Mbps)

Supports 12th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

Direct 16+1+2 Digital VRM Design with 70A Power Stage* and Tantalum Polymer 

Capacitor

Shielded Memory Routing to Avoid Interference

Fully Covered Thermal Design with High Coverage MOSFET Heatsinks

Onboard WIFI 6 802.11ax 2T2R & BT5 with AORUS Antenna

AMP-UP Audio with ALC1220 and WIMA Audio Capacitors

Fast 2.5GbE LAN with Bandwidth Management

4x Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with Enlarged Thermal Guards

SuperSpeed USB 3.2 Gen2x2 TYPE-C® delivers up to 20Gb/s transfer speeds

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Z690 Aorus Elite DDR4 NA  Rp         4.485.000 

Z6
9

0 ATX
LGA1

700
Intel Core Gen-12

4x DDR4 

5333(O.C.)

DisplayPo

rt + HDMI
3 N/A N/A 6 4 N/A 2 7 8 N/A N/A Yes N/A N/A Yes N/A

Realtek® ALC1220-VB 

CODEC

1 x Realtek® 

2.5GbE LAN chip 

(2.5 Gbps/1 

Gbps/100 Mbps)

Supports 12th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

Direct 16+1+2 Digital VRM Design with 70A Power Stage* and Tantalum Polymer 

Capacitor

Shielded Memory Routing to Avoid Interference

Fully Covered Thermal Design with High Coverage MOSFET Heatsinks

AMP-UP Audio with ALC1220 and WIMA Audio Capacitors

Fast 2.5GbE LAN with Bandwidth Management

4x Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with Enlarged Thermal Guards

SuperSpeed USB 3.2 Gen2x2 TYPE-C® delivers up to 20Gb/s transfer speeds

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Z690M Aorus EliteDDR4 NA  Rp         3.690.000 

Z6
9

0 Micro ATX
LGA1

700
Intel Core Gen-12

4x DDR4 

5333(O.C.)

DisplayPo

rt + HDMI
2 N/A N/A 6 4 N/A 2 7 8 N/A N/A Yes N/A N/A Yes N/A Realtek® Audio CODEC

1x Intel® 2.5GbE 

LAN chip (2.5 

Gbps/1 

Gbps/100 Mbps)

Supports 12th Gen Intel®  Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

Direct 12+1+2 Digital VRM Design with 60A Power Stage* and Tantalum Polymer 

Capacitor

Shielded Memory Routing to Avoid Interference

Fully Covered Thermal Design with High Coverage MOSFET Heatsinks

Fast Intel® 2.5GbE LAN with Bandwidth Management

3 x Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with Thermal Guard

SuperSpeed USB 3.2 Gen2x2 TYPE-C® delivers up to 20Gb/s transfer speeds

Pre-installed IO Shield for easy and quick installation

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card
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Z690 Gaming X DDR4 NA  Rp         3.999.000 

Z6
9

0 ATX
LGA1

700
Intel Core Gen-12

4x DDR4 

5333(O.C.)

DisplayPo

rt + HDMI
3 N/A N/A 6 4 N/A 2 7 8 N/A N/A Yes N/A N/A Yes N/A

Realtek® ALC1220-VB 

CODEC

1x Realtek® 

2.5GbE LAN chip 

(2.5 Gbps/1 

Gbps/100 Mbps)

Supports 12th Gen Intel® Core™ Series Processors​

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs​

Direct 16+1+2 Digital VRM Design with 60A Power Stage* and Tantalum Polymer 

Capacitor​

Shielded Memory Routing to Avoid Interference

Fully Covered Thermal Design with High Coverage MOSFET Heatsinks​

AMP-UP Audio with ALC1220 and WIMA Audio Capacitors

Fast 2.5GbE LAN with Bandwidth Management​

4 x Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with Enlarged Thermal Guards

SuperSpeed USB 3.2 Gen2x2 TYPE-C® delivers up to 20Gb/s transfer speeds​

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips​

Smart Fan 6 Features Multiple Temperature Sensors, Hybrid Fan Headers with FAN STOP​

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Ultra Durable

Z690 Aero G DDR4 NA  Rp         5.490.000 

Z6
9

0 ATX
LGA1

700
Intel Core Gen-12

2x DDR4 

5333(O.C.

USB 

TypeC + 

HDMI

3 N/A N/A 6 4 N/A 3 8 6 N/A N/A Yes Yes N/A N/A
Intel® Wi-Fi 6 

AX201

Realtek® ALC4080 

CODEC

1 x Intel® 2.5GbE 

LAN chip (2.5 

Gbps/1 

Gbps/100 Mbps)

• Supports 12th Gen Intel® Core™ Series Processors​

• Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

• PCle 5.0 x16 slot design can be ready for PCle 5.0 GPU or NVMe storage

• Go further without more cables by VisionLINK I/O design

• Brings a speed network experience with Intel® 2.5GbE LAN

• WIFI6 2x2 802.11ax 2T2R & BT5 with new antenna for better signal

• No Hassle Connection with front USB 3.2 Gen 2x2 Type-C®

• 4 x Ultra-Fast NVMe PCIe 4.0 x4 M.2 connectors with enlarged thermal guards

• Advanced thermal architecture design for the better thermal dissipation

• Smart Fan 6 features hybrid fan headers and numerous temperature sensors for fan 

mode configuration

• Q-Flash Plus Updates BIOS without Installing the CPU, Memory and Graphics Card

Z690 UD DDR4 L  Rp         3.599.000 

Z6
9

0 ATX
LGA1

700
Intel Core Gen-12

4x DDR4 

5333(O.C.)

DisplayPo

rt + HDMI
3 2 N/A 6 3 N/A 2 7 8 N/A N/A Yes N/A N/A Yes N/A Realtek® Audio CODEC

1 x Realtek® 

2.5GbE LAN chip 

(2.5 Gbps/1 

Gbps/100 Mbps)

Supports 12th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

Direct 16+1+2 Digital VRM Design with 60A Power Stage* and Tantalum Polymer 

Capacitor​

Ultra Performance VRM Heatsinks

Fast 2.5GbE LAN with Bandwidth Management

3 x Ultra-Fast NVMe PCIe 4.0 x4 M.2 with Enlarged Thermal Guards

SuperSpeed USB 3.2 Gen 2x2 TYPE-C® delivers up to 20Gb/s transfer speeds

RGB FUSION 2.0, supports Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Intel Chipset B660 DDR4
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WIFI Audio LAN

Gaming

B660M Aorus PRO DDR4 R  Rp         2.990.000 

B
6

6
0 Micro ATX

LGA1

700
Intel Core Gen-12 4x DDR4 3200

DisplayPo

rt + HDMI
2 N/A N/A 4 2 N/A 2 6 8 N/A N/A Yes N/A N/A N/A N/A Realtek® Audio CODEC

Intel®2.5GbE LAN 

chip (2.5 Gbps/1 

Gbps/100 Mbps)

Supports 12th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

12+1+1 Twin Hybrid Digital VRM Design with 60A DrMOS

Shielded Memory Routing for Better Memory Overclocking

Fully Covered Thermal Design with High Coverage MOSFET Heatsinks

Blazing Fast Intel® 2.5GbE LAN with Bandwidth Management

Dual Ultra-Fast NVMe PCIe 4.0 x4 M.2 with Thermal Guard

SuperSpeed USB 3.2 Gen 2x2 Type-C® delivers up to 20Gb/s transfer speeds

Pre-installed IO Shield for easy and quick installation

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors, Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card
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B660 GAMING X DDR4 R  Rp         3.155.000 

B
6

6
0 Micro ATX

LGA1

700
Intel Core Gen-12 4x DDR4 3200

DisplayPo

rt + HDMI
2 N/A N/A 4 2 N/A 1 5 9 N/A N/A Yes N/A N/A N/A N/A Realtek® Audio CODEC

2.5GbE LAN chip 

(2.5 Gbps/1 

Gbps/100 Mbps)

Supports 12th Gen Intel® Core™ Series Processors​​

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs​​

8+1+1 Hybrid Digital VRM Design with DrMOS*​

Fully Covered Thermal Design with High Coverage VRM Heatsinks​

Fast 2.5 GbE GAMING LAN with Bandwidth Management​​

Dual Ultra-Fast NVMe PCIe 4.0 x4 M.2 with Thermal Guard

USB 3.2 Gen1 Type-C® for Fast and Versatile Connections​

Pre-installed IO Shield for easy and quick installation​

High Quality Audio Capacitors and Audio Noise Guard​

RGB FUSION 2.0 supports Addressable LED & RGB LED Strips​

Smart Fan 6 Features Multiple Temperature Sensors, Hybrid Fan Headers with FAN STOP​​

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card​​

Ultra Durable

B660M DS3H DDR4 L  Rp         2.199.000 

B
6

6
0 ATX

LGA1

700
Intel Core Gen-12 4x DDR4 3200

2x 

DisplayPo

rt + 

HDMI + 

DSUB

1 1 N/A 4 2 N/A 1 5 8 N/A N/A Yes N/A N/A N/A N/A
Realtek® Audio CODEC

Realtek® 2.5GbE 

LAN chip (2.5 

Gbps/1 

Gbps/100 Mbps)

Supports 12th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

Direct 16+1+2 Digital VRM Design with 70A Power Stage* and Tantalum Polymer 

Capacitor

Shielded Memory Routing to Avoid Interference

Fully Covered Thermal Design with High Coverage MOSFET Heatsinks

Onboard WIFI 6 802.11ax 2T2R & BT5 with AORUS Antenna

AMP-UP Audio with ALC1220 and WIMA Audio Capacitors

Fast 2.5GbE LAN with Bandwidth Management

4x Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with Enlarged Thermal Guards

SuperSpeed USB 3.2 Gen2x2 TYPE-C® delivers up to 20Gb/s transfer speeds

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Intel Chipset H610
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WIFI Audio LAN

Ultra Durable

H610M S2H DDR4 NA  Rp         1.720.000 

H
6

1
0 Micro ATX

LGA1

700
Intel Core Gen-12 2x DDR4 3200

DisplayPo

rt + 

HDMI + 

DIVI-D + 

DSUB

1 1 N/A 4 2 N/A N/A 4 8 N/A N/A N/A N/A N/A N/A N/A
Realtek® Audio CODEC

Realtek® GbE 

LAN chip (1 

Gbps/100 Mbps)

SSupports 12th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

6+1+1 Hybrid Digital VRM Design

GIGABYTE Gaming LAN with Bandwidth Management

NVMe PCIe 3.0 x4 M.2

HDMI / DVI-D / D-Sub Ports for Multiple Display

High Quality Audio Capacitors and Audio Noise Guard

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

GIGABYTE APP Center, Simple and Easy Use

Anti-Sulfur Resistors Design

H610M H DDR4 L  Rp         1.599.000 

H
6

1
0 Micro ATX

LGA1

700
Intel Core Gen-12 2x DDR4 3200

HDMI + 

DSUB
1 1 N/A 4 2 N/A N/A 4 6 N/A N/A N/A N/A N/A N/A N/A

Realtek® Audio CODEC

Intel® GbE LAN 

chip (1 Gbps/100 

Mbps)

Supports 12th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

6+1+1 Hybrid Digital VRM Design

Intel® GbE LAN with cFosSpeed Internet Accelerator Software

NVMe PCIe 3.0 x4 M.2

High Quality Audio Capacitors and Audio Noise Guard

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

GIGABYTE APP Center, Simple and Easy Use

Anti-Sulfur Resistors Design

H610M S2 DDR4 R  Rp         1.565.000 

H
6

1
0 Micro ATX

LGA1

700
Intel Core Gen-12 2x DDR4 3200 D-SUB 1 1 N/A 4 2 N/A N/A 4 8 N/A N/A N/A N/A N/A N/A N/A

Realtek® Audio CODEC

Intel® GbE LAN 

chip (1 Gbps/100 

Mbps)

Supports 12th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

6+1+1 Hybrid Digital VRM Design

GIGABYTE Gaming LAN with Bandwidth Management

NVMe PCIe 3.0 x4 M.2

High Quality Audio Capacitors and Audio Noise Guard

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

GIGABYTE APP Center, Simple and Easy Use

Anti-Sulfur Resistors Design
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Gaming

Z590 AORUS TACHYON C  Rp         8.120.000 

Z5
9

0 E.ATX
LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

 2x DDR4 

DIMM sockets 

supporting up 

to 64GB

HDMI 4 N/A N/A 8 3 N/A 2 10 4 N/A N/A Yes Yes N/A Yes Yes Realtek® ALC1220-VB

Intel® 2.5GbE 

LAN chip (2.5 

Gbit/1 Gbit/100 

Mbit)

Supports 11th and 10th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

12+1 Phases Digital VRM Solution with 100A DrMOS and Tantalum Polymer Capacitors 

Matrix

XTREME MEMORY with 2-DIMM Design and Shielded Memory Routing

Exclusive onboard Overclocking Kit for extreme overclocking

Onboard Intel® WiFi 6E 802.11ax 2T2R & BT 5 with AORUS Antenna

Amp-Up Audio with ALC1220 and WIMA Audio Capacitors

Blazing Fast Intel® 2.5GbE LAN with cFosSpeed

Triple Ultra-Fast NVMe PCIe 4.0*/3.0 x4 M.2 with Thermal Guards

SuperSpeed USB 3.2 Gen2x2 TYPE-C® delivers up to 20Gb/s transfer speeds

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP 

and Noise Detection

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Z590 Aorus Master L  Rp         6.200.000 

Z5
9

0 ATX
LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

DisplayPo

rt
3 N/A N/A 6 3 N/A 2 13 4 N/A N/A Yes Yes N/A Yes Yes Realtek® ALC1220-VB

Aquantia 10GbE 

LAN chip (10 

Gbit/5 Gbit/2.5 

Gbit/1 Gbit/100 

Mbit)

Supports 11th and 10th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

Intel® Optane™ Memory Ready

18+1 Phases Digital VRM Solution with 90A Smart Power Stage and Tantalum Polymer 

Capacitors Array

Shielded Memory Routing to Avoid Interference

Advanced Thermal Solution with Fins-Array II, Direct Touch Heatpipe II and NanoCarbon 

Baseplate

Onboard Intel® WiFi 6E 802.11ax 2T2R & BT 5 with AORUS Antenna

125dB SNR AMP-UP Audio with High-End ESS SABRE 9118 DAC, ALC1220 and WIMA 

Audio Capacitors

AQUANTIA® 10GbE BASE-T LAN with cFosSpeed

Triple Ultra-Fast NVMe PCIe 4.0*/3.0 x4 M.2 with Thermal Guards II

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP 

and Noise Detection

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Z590i Aorus Ultra L  Rp         3.999.000 

Z5
9

0

Mini-ITX 

17.0cm x 

17.0cm

LGA

1200

11th and 10th Gen Intel® Core™ 

Series Processors

 2x DDR4 

DIMM sockets 

supporting up 

to 64 GB

HDMI

Display 

Port

1 n/a n/a 4 2 n/a 2 7 6 n/a n/a Yes Yes n/a n/a Yes Realtek® ALC1220-VB 

Intel® 2.5GbE 

LAN chip (2.5 

Gbit/1 Gbit/100 

Mbit)

Supports 11th and 10th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

Intel® Optane™ Memory Ready

Direct 10+1 Phases Digital VRM Solution with 90A Smart Power Stage

Fins- Array II and Multi-Layered PCH / M.2 Heatsink with Two Heatpipes

Blazing Fast Intel® 2.5GbE LAN with cFosSpeed

Intel® WiFi 6 802.11ax 2T2R & BT5 with AORUS Antenna

AMP-UP Audio with ALC1220 for Rear 120dB SNR

HDMI 2.0 supports Premium 4K

Dual Ultra-Fast NVMe PCIe 4.0*/3.0 x4 M.2 with Thermal Guard

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP 

and Noise Detection

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Z590 Gaming X R  Rp         3.398.000 

Z5
9

0 ATX
LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

DisplayPo

rt
2 2 N/A 6 2 N/A 2 8 6 N/A N/A Yes N/A N/A Yes No Realtek® Audio codec

Realtek® 2.5GbE 

LAN chip ( 2.5 

Gbit/ 1 Gbit/100 

Mbit)

Supports 11th and 10th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

Direct 12+1 Phases Digital VRM Solution with 60A DrMOS

Shielded Memory Routing for Better Memory Overclocking

Fully Covered Thermal Design with High Coverage MOSFET Heatsinks

Fast 2.5GbE LAN with Bandwidth Management

Triple Ultra-Fast NVMe PCIe 4.0*/3.0 x4 M.2 with Thermal Guards

Rear USB 3.2 Gen2 Type-C® and Front USB3.2 Gen1 Type-C® for Connecting Devices

Pre-installed IO Shield for Easy and Quick Installation

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card
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VISION

Z590 Vision G C  Rp         4.339.000 

Z5
9

0 ATX
LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

HDMI + 

USB 

Type C

3 N/A N/A 6 4 N/A 3 8 6 N/A N/A Yes N/A N/A Yes No Realtek® ALC4080

Intel® 2.5GbE 

LAN chip (2.5 

Gbit/1 Gbit/100 

Mbit

Powerful performance support 11th and 10th Gen Intel® Core™ series processors

Dual Channel Non-ECC Unbuffered DDR4 memory, 4 DIMMs

Go further without more cables by VisionLINK I/O design

High-bandwidth and low-latency network support by Intel® 2.5GbE LAN

Comprehensive connectivity by front and rear USB3.2 Gen 2x2 Type-C® connectors

PCIe 4.0 hardware design and maximum memory capacity up to 128GB for empowering 

real-time workload

4 Ultra-Fast NVMe PCIe x4 M.2 connectors with unique thermal guards

Effective cooling solution design for the better thermal dissipation

Smart Fan 6 features hybrid fan headers and numerous temperature sensors for fan 

mode configuration

Q-Flash Plus Updates BIOS without Installing the CPU, Memory and Graphics Card

Ultra Durable

Z590 UD R  Rp         2.928.000 

Z5
9

0 ATX
LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

DisplayPo

rt
2 2 N/A 6 3 N/A 1 8 6 N/A N/A Yes N/A N/A Yes No Realtek® audio 

Realtek® 2.5GbE 

LAN chip (2.5 

Gbit/1 Gbit/100 

Mbit)

Supports 11th and 10th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

Direct 12+1 Phases Digital VRM Solution with 50A DrMOS

Shielded Memory Routing for Better Memory Overclocking

Enlarged VRM Heatsink with Air-Flow Grooving to Increased Surface Contact

Fast 2.5GbE LAN with Bandwidth Management

Triple Ultra-Fast NVMe PCIe 4.0*/3.0 x4 M.2 with Thermal Guard

USB 3.2 Gen2 and Front USB Type-C® for Fast and Versatile Connections

Pre-installed IO Shield for Easy and Quick Installation

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Z590 D NA  Rp         2.730.000 

Z5
9

0 ATX
LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

DisplayPo

rt
3 2 N/A 6 2 N/A N/A 8 4 N/A N/A Yes N/A N/A Yes No Realtek® Audio codec

Realtek® GbE 

LAN chip (1 

Gbit/100 Mbit)

Supports 11th and 10th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

Direct 12+1 Phases Digital VRM Solution with Low RDS(on) MOSFETs

Shielded Memory Routing for Better Memory Overclocking

Enlarged VRM Heatsink with Multi-Cut to increased surface contact

Dual Ultra-Fast NVMe PCIe 4.0*/3.0 x4 M.2

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

RGB FUSION 2.0 Supports Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Z590M NA  Rp         2.670.000 

Z5
9

0 Micro ATX
LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

DisplayPo

rt + 

HDMI 

+DVI-D

2 1 N/A 6 2 N/A Yes 7 4 N/A N/A Yes N/A N/A Yes No Realtek® Audio codec

Intel® GbE LAN 

chip (1000 

Mbit/100 Mbit)

Supports 11th and 10th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

Direct 8+1 Phases Digital VRM Solution with 50A DrMOS

Shielded Memory Routing for Better Memory Overclocking

Enlarged VRM Heatsink with Air-Flow Grooving to increased surface contact

Dual Ultra-Fast NVMe PCIe 4.0*/3.0 x4 M.2

Intel® GbE LAN with cFosSpeed Internet Accelerator Software

USB 3.2 Gen2 and USB Type-C® for Fast and Versatile Connections

Pre-installed IO Shield for easy and quick installation

RGB FUSION 2.0 Supports Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card
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B560 Aorus PRO AX C  Rp         3.295.000 

B
5

6
0 ATX

LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

DisplayPo

rt + HDMI
3 N/A N/A 6 3 N/A 2 5 10 N/A N/A Yes Yes N/A Yes Yes Realtek® audio 

Intel®2.5GbE LAN 

chip (2.5 Gbit/1 

Gbit/100 Mbit)

Supports 11th and 10th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

Direct 12+1 Phases Digital VRM Solution with 50A DrMOS

Shielded Memory Routing for Better Memory Overclocking

Fully Covered Thermal Design with High Coverage MOSFET Heatsinks

Onboard Intel® WiFi 6 802.11ax 2T2R & BT5 with AORUS Antenna

Blazing Fast Intel® 2.5GbE LAN

Triple Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with Thermal Guards

SuperSpeed USB 3.2 Gen2x2 TYPE-C delivers up to 20Gb/s transfer speeds

Front USB3.2 Gen1 Type-C® for Connecting device

Pre-installed IO Shield for easy and quick installation

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

B560M Aorus Elite C  Rp         2.288.000 

B
5

6
0 M.ATX

LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

DisplayPo

rt + HDMI
2 1 N/A 6 2 N/A 1 5 10 N/A N/A Yes N/A N/A N/A N/A Realtek® audio 

Realtek®2.5GbE 

LAN chip (2.5 

Gbit/1 Gbit/100 

Mbit)

Supports 11th and 10th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

Direct 12+1 Phases Digital VRM with Low RDS(on) MOSFETs

Shielded Memory Routing for Better Memory Overclocking

Fully Covered Thermal Design with High Coverage MOSFET Heatsinks

Fast 2.5GbE LAN with Bandwidth Management

Dual Ultra-Fast NVMe PCIe 4.0*/3.0 x4 M.2 with Thermal Guard

Rear USB 3.2 Gen2 Type-C® and Front USB3.2 Gen1 Type-C® for Connecting Devices

Pre-installed IO Shield for Easy and Quick Installation

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Ultra Durable

B560M GAMING HD R  Rp         1.596.000 

B
5

6
0 M.ATX

LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

 2x DDR4 

DIMM sockets 

supporting up 

to 64 GB

DisplayPo

rt + HDMI
2 1 N/A 6 2 N/A 1 5 10 N/A N/A Yes N/A N/A N/A N/A Realtek® audio 

Realtek®2.5GbE 

LAN chip (2.5 

Gbit/1 Gbit/100 

Mbit)

Supports 11th and 10th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

Direct 6+2 Phases Digital VRM Solution with Low RDS(on) MOSFETs

Dual Ultra-Fast NVMe PCIe 4.0* /3.0 x4 M.2

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

High Quality Audio Capacitors and Audio Noise Guard with LED Trace Path Lighting

RGB FUSION 2.0 Supports Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

B560M DS3H V2 R  Rp         1.733.000 

B
5

6
0 M.ATX

LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

DisplayPo

rt + 

HDMI + 

DVI-D + 

DSUB

1 1 N/A 6 2 N/A 1 5 6 N/A N/A N/A N/A N/A Yes N/A Realtek® audio 

Realtek® GbE 

LAN chip 

(1000/100 Mbit)

Supports 11th and 10th Gen Intel®  Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

Direct 6+2 Phases Digital VRM Solution with Low RDS(on) MOSFETs

Dual Ultra-Fast NVMe PCIe 4.0/3.0* x4 M.2

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

USB 3.2 Gen1 Type-C® for Fast and Versatile Connections

High Quality Audio Capacitors and Audio Noise Guard with LED Trace Path Lighting

RGB FUSION 2.0 Supports Addressable LED & RGB LED Strips

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card
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Ultra Durable

Q570M D3H C  Rp         3.490.000 

Q
5

7
0 Micro ATX

LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

4x DDR4 

DIMM sockets 

supporting up 

to 128GB

2x 

DisplayPo

rt + 

HDMI +  

D-SUB

2 1 1 6 2 N/A 1 7 6 N/A N/A Yes N/A N/A N/A N/A
Realtek® Audio CODEC 2 x Intel® GbE 

LAN chips 

Supports 11th and 10th Gen Intel® Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

Direct 6+2 Phases Digital VRM Solution with Low RDS(on) MOSFETs

Dual Ultra-Fast NVMe PCIe 4.0* /3.0 x4 M.2

Dual Intel® GbE LAN with cFosSpeed Internet Accelerator Software

High Quality Audio Capacitors

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

Anti-Sulfur Resistors Design

Support Intel® vPro™ Technology

* Actual support may vary by CPU.

Intel Chipset H510
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Ultra Durable

H510M S2H NA  Rp         1.212.000 

H
5

1
0 Micro ATX

LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

2x DDR4 

DIMM sockets 

supporting up 

to 64GB

DisplayPo

rt + 

HDMI + 

DVI-D + 

D-SUB

1 2 N/A 4 1 N/A N/A 4 8 N/A N/A N/A N/A N/A N/A N/A
Realtek® Audio CODEC

Realtek® GbE 

LAN chip (1 

Gbit/100 Mbit)

Supports 11th and 10th Gen Intel®  Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

Ultra-Fast M.2 with PCIe Gen3 X4 & SATA Interface

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

4 Display Interfaces Support

High Quality Audio Capacitors and Audio Noise

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

GIGABYTE APP Center, Simple and Easy Use

Anti-Sulfur Resistors Design

H510M S2 R  Rp         1.135.000 

H
5

1
0 Micro ATX

LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

2x DDR4 

DIMM sockets 

supporting up 

to 64GB

D-SUB 1 1 N/A 4 1 N/A N/A 4 6 N/A N/A N/A N/A N/A N/A N/A
Realtek® Audio CODEC

Realtek® GbE 

LAN chip (1 

Gbit/100 Mbit)

Supports 11th and 10th Gen Intel®  Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

Ultra-Fast M.2 with PCIe Gen3 X4 & SATA Interface

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

4 Display Interfaces Support

High Quality Audio Capacitors and Audio Noise

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

GIGABYTE APP Center, Simple and Easy Use

Anti-Sulfur Resistors Design

H510M H R  Rp         1.157.000 

H
5

1
0 Micro ATX

LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

2x DDR4 

DIMM sockets 

supporting up 

to 64GB

HDMI+D-

SUB
1 2 N/A 4 1 N/A N/A 4 6 N/A N/A N/A N/A N/A N/A N/A

Realtek® Audio CODEC
Realtek® GbE 

LAN chip (1 

Gbit/100 Mbit)

Supports 11th and 10th Gen Intel®  Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

Ultra-Fast M.2 with PCIe Gen3 X4 & SATA Interface

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

4 Display Interfaces Support

High Quality Audio Capacitors and Audio Noise

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

GIGABYTE APP Center, Simple and Easy Use

Anti-Sulfur Resistors Design

Model Name

R
e

m
ark

 MSRP 

Standard Features

Unique Features
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H510M DS2 NA  Rp         1.179.000 

H
5

1
0 Micro ATX

LGA1

200

11th and 10th Gen Intel® Core™ 

Series Processors

2x DDR4 

DIMM sockets 

supporting up 

to 64GB

D-SUB 1 2 N/A 4 1 N/A N/A 4 6 N/A N/A N/A N/A N/A N/A N/A
Realtek® Audio CODEC

Realtek® GbE 

LAN chip (1 

Gbit/100 Mbit)

Supports 11th and 10th Gen Intel®  Core™ Series Processors

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

Ultra-Fast M.2 with PCIe Gen3 X4 & SATA Interface

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

4 Display Interfaces Support

High Quality Audio Capacitors and Audio Noise

Smart Fan 6 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP

GIGABYTE APP Center, Simple and Easy Use

Anti-Sulfur Resistors Design

H410M-H V3 R  Rp         1.082.000 

H
5

1
0 Micro ATX

LGA1

200

10th Gen Intel® Core™ Series 

Processors

2x DDR4 

DIMM sockets 

supporting up 

to 64GB

D-

SUB/HD

MI

1 1 N/A 4 1 N/A N/A 4 6 N/A N/A N/A N/A N/A N/A N/A
Realtek® Audio CODEC

Gigabit Ethernet 

Chip (1 Gbps/100 

Mbps)

Supports 10th Gen Intel®Core™ Processors

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

8-Channel HD Audio with High Quality Audio Capacitors

NVMe PCIe Gen3 x4 2280 M.2 Connector

GIGABYTE Gaming GbE LAN with Bandwidth Management

Smart Fan 5 features Multiple Temperature Sensors and Hybrid Fan Headers with FAN 

STOP

GIGABYTE APP Center, Simple and Easy Use

Anti-Sulfur Resistors Design

H410M-S2 V3 R  Rp         1.038.000 

H
5

1
0 Micro ATX

LGA1

200

10th Gen Intel® Core™ Series 

Processors

2x DDR4 

DIMM sockets 

supporting up 

to 64GB

D-SUB 1 1 N/A 4 1 N/A N/A 4 6 N/A N/A N/A N/A N/A N/A N/A
Realtek® Audio CODEC

Gigabit Ethernet 

Chip (1 Gbps/100 

Mbps)

Supports 10th Gen Intel®Core™ Processors

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

8-Channel HD Audio with High Quality Audio Capacitors

NVMe PCIe Gen3 x4 2280 M.2 Connector

GIGABYTE Gaming GbE LAN with Bandwidth Management

Smart Fan 5 features Multiple Temperature Sensors and Hybrid Fan Headers with FAN 

STOP

GIGABYTE APP Center, Simple and Easy Use

Anti-Sulfur Resistors Design

Intel Chipset Z490
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Gaming

MBI Z490 Aorus Xtreme L  Rp         7.330.000 

Z4
9

0

E-ATX 

30.5cm x 

27.1cm

LGA

1200

Support for 10th Generation 

Intel® Core™ i9 / i7 / i5 / i3 

processors/Intel® Pentium® 

processors/Intel® Celeron® 

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

HDMI 3 n/a n/a 6 3 2 1 8 6 n/a n/a Yes yes Yes Yes

Intel® Wi-Fi 6 

AX201

WIFI a, b, g, n, ac 

with wave 2 

features, ax, 

supporting 2.4/5 

GHz Dual-Band

Realtek® ALC1220-VB 

codec+ESS ES9218P 

DAC (front panel 

audio)

Realtek® ALC1220-VB 

codec+ESS 

ES9018K2M DAC+TI 

OPA1622 operational 

amplifier (rear panel 

audio)

Support for DTS:X® 

Ultra

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

1 x Aquantia 

10GbE LAN chip 

(10 Gbit/5 

Gbit/2.5 Gbit/1 

Gbit/100 Mbit) 

(LAN1)

1 x Intel® 2.5GbE 

LAN chip (2.5 

Gbit/1 Gbit/100 

Mbit) (LAN2)

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

Intel® Optane™ Memory Ready

16 Phases Digital VRM Solution with 90A Smart Power Stage and Tantalum Polymer 

Capacitors Array

XTREME MEMORY with SMT DIMM and Shielded Memory Routing

Thermal Reactive Armor with Fins-Array II Heatsink, Direct Touch Heatpipe II and 

NanoCarbon Baseplate

Intel® Thunderbolt™ 3 Onboard

Exclusive ESSential USB DAC

Onboard Intel® WiFi 6 802.11ax 2T2R & BT 5 with 2X AORUS Antenna

127dB SNR AMP-UP Audio with High-End ESS SABRE 9018K2M DAC, LME 49720 and 

OPA1622 OP-AMP, WIMA Audio Capacitors

AQUANTIA® 10GbE BASE-T LAN and Intel® 2.5GbE LAN with cFosSpeed

Triple Ultra-Fast NVMe PCIe 3.0 x4 M.2 with Thermal Guards II

USB TurboCharger for Mobile Device Fast Charge Support

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP 

and Noise Detection

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

MBI Z490 Aorus Master C  Rp         4.867.000 

Z4
9

0

ATX 

30.5cm x 

24.4cm

LGA

1200

Support for 10th Generation 

Intel® Core™ i9 / i7 / i5 / i3 

processors/Intel® Pentium® 

processors/Intel® Celeron® 

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

HDMI 3 n/a n/a 6 3 n/a 2 7 8 n/a n/a Yes yes Yes Yes

Intel® Wi-Fi 6 

AX201

WIFI a, b, g, n, ac 

with wave 2 

features, ax, 

supporting 2.4/5 

GHz Dual-Band

Realtek® ALC1220-VB 

codec

* The front panel line 

out jack supports DSD 

audio.

ESS ES9118EQ DAC 

chip

Support for DTS:X® 

Ultra

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Intel® 2.5GbE 

LAN chip (2.5 

Gbit/1 Gbit/100 

Mbit)

Intel® Optane™ Memory Ready

14 Phase Digital VRM Solution with 90A Smart Power Stage and Tantalum Polymer 

Capacitors Array

Shielded Memory Routing for Better Memory Overclocking

Newly Invented Thermal Design with Fins-Array II Heatsink and Direct Touch Heatpipe II

Onboard Intel® WiFi 6 802.11ax 2T2R & BT5 with AORUS Antenna

125dB SNR AMP-UP Audio with High-End ESS SABRE 9118 DAC, ALC1220 and WIMA 

Audio Capacitors

Blazing Fast Intel® 2.5GbE LAN with cFosSpeed

USB TurboCharger for Mobile Device Fast Charge Support

Triple Ultra-Fast NVMe PCIe 3.0 x4 M.2 with Thermal Guards II

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP 

and Noise Detection

Unique Features

C
h
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t

Form Factor
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t

CPU 

Support
 MSRP 

Standard Features

Model Name

R
e

m
ark



Ultra Durable

 MBI B460M DS3H V2 R  Rp         1.466.000 

H
4

7
0

Micro ATX 

24.4cm x 

24.4cm

LGA

1200

Support for 10th Generation 

Intel® Core™ i9 / i7 / i5 / i3 

processors/Intel® Pentium® 

processors/Intel® Celeron® 

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

HDMI 

DVI-D

D-SUB

1 2 n/a 6 1 n/a n/a 8 4 n/a n/a Yes n/a n/a No n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek® GbE 

LAN chip (1000 

Mbit/100 Mbit)

Supports 10th Gen Intel® Core™ Processors and 11th Gen Intel® Core™ Processors*

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

NVMe PCIe Gen3 X4 M.2 Connectors

Smart Fan 5 Features Multiple Temperature Sensors,Hybrid Fan Headers with FAN STOP

Intel® Optane™ Memory Ready

Intel® GbE LAN with cFosSpeed Internet Accelerator Software

3 Display Interfaces Support

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Anti-Sulfur Resistors Design

Q-Flash Plus Update BIOS without Installing the CPU、Memory and Graphics Card

MBI B460M D2V C  Rp         1.098.000 

B
4

6
0

Micro ATX 

24.4cm x 

24.4cm

LGA

1200

Support for 10th Generation 

Intel® Core™ i9 / i7 / i5 / i3 

processors/Intel® Pentium® 

processors/Intel® Celeron® 

 2x DDR4 

DIMM sockets 

supporting up 

to 64 GB

DVI-D

D-SUB
1 2 n/a 6 1 n/a n/a 6 6 n/a n/a Yes n/a n/a No n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Realtek® GbE 

LAN chip (1000 

Mbit/100 Mbit)

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

Hybrid Digital PWM Design

High Quality Audio Capacitors and Audio Noise Guard with LED Trace Path Lighting

Ultra-Fast M.2 with PCIe Gen3 X4 & SATA Interface

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

Smart Fan 5 features Multiple Temperature Sensors and Hybrid Fan Headers with FAN 

STOP

Anti-Sulfur Resistors Design

Ultra Durable™ 15KV Surge LAN Protection

Intel® Optane™ Memory Ready

intel H310
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WIFI Audio LAN

Ultra Durable

MBI H310M H 2.0 NA  Rp             981.000 

H
3

1
0

Micro ATX 

22.6cm x 

17.4cm

LGA

1151

Gen 9

Support for 9th and 8th 

Generation Intel® Core™ i9 

processors/ Intel® Core™ i7/ i5/ 

i3/ Pentium®/ Celeron®

2 x DDR4 

DIMM sockets 

supporting up 

to 32 GB

D-Sub

HDMI
1 2 n/a 4 n/a n/a n/a 4 6 n/a n/a n/a n/a n/a n/a n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek® GbE 

LAN chip 

(10/100/1000 

Mbit)

8-Channel HD Audio with High Quality Audio Capacitors

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

CEC 2019 Ready, Save Power With a Simple Click

Smart Fan 5 features Multiple Temperature Sensors and Hybrid Fan Headers with FAN 

STOP

All new GIGABYTE™ APP Center, simple and easy use

Anti-Sulfur Resistors Design

H310M H 1.0 R  Rp             959.000 
Micro ATX 

22.6cm x 

17.4cm

LGA

1151

Gen 9

Support for 9th and 8th 

Generation Intel® Core™ i9 

processors/ Intel® Core™ i7/ i5/ 

i3/ Pentium®/ Celeron®

2 x DDR4 

DIMM sockets 

supporting up 

to 32 GB

D-Sub

HDMI
1 2 n/a 4 n/a n/a n/a 4 6 n/a n/a n/a n/a n/a n/a n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek® GbE 

LAN chip 

(10/100/1000 

Mbit)

8-Channel HD Audio with High Quality Audio Capacitors

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

CEC 2019 Ready, Save Power With a Simple Click

Smart Fan 5 features Multiple Temperature Sensors and Hybrid Fan Headers with FAN 

STOP

All new GIGABYTE™ APP Center, simple and easy use

Anti-Sulfur Resistors Design

MBI H310M DS2 2.0 NA  Rp             939.000 ##
Micro ATX 

22.6cm x 

17.4cm

LGA

1151

Gen 9

Support for 9th and 8th 

Generation Intel® Core™ i9 

processors/ Intel® Core™ i7/ i5/ 

i3/ Pentium®/ Celeron®

2 x DDR4 

DIMM sockets 

supporting up 

to 32 GB

D-Sub 1 2 n/a 4 n/a n/a n/a 4 6 Yes Yes n/a n/a n/a n/a n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Realtek® GbE 

LAN chip 

(10/100/1000 

Mbit)

Dual Channel Non-ECC Unbuffered DDR4

8-Channel HD Audio with High Quality Audio Capacitors

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

CEC 2019 Ready, Save Power With a Simple Click

Smart Fan 5 features Multiple Temperature Sensors and Hybrid Fan Headers with FAN 

STOP

All new GIGABYTE™ APP Center, simple and easy use

Anti-Sulfur Resistors Design

MBI H310M DS2 R  Rp             939.000 

H
3

1
0

Micro ATX 

22.6cm x 

17.4cm

LGA

1151

Gen 9

Support for 9th and 8th 

Generation Intel® Core™ i9 

processors/ Intel® Core™ i7/ i5/ 

i3/ Pentium®/ Celeron®

2 x DDR4 

DIMM sockets 

supporting up 

to 32 GB

D-Sub 1 2 n/a 4 n/a n/a n/a 4 6 Yes Yes n/a n/a n/a n/a n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Realtek® GbE 

LAN chip 

(10/100/1000 

Mbit)

Dual Channel Non-ECC Unbuffered DDR4

8-Channel HD Audio with High Quality Audio Capacitors

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

CEC 2019 Ready, Save Power With a Simple Click

Smart Fan 5 features Multiple Temperature Sensors and Hybrid Fan Headers with FAN 

STOP

All new GIGABYTE™ APP Center, simple and easy use

Anti-Sulfur Resistors Design

Intel Chipset H110
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Ultra Durable

MBI GA-H110M-DS2 R  Rp         1.082.000 

H
1

1
0

Micro ATX 

22.6cm x 

17.4cm

LGA

1151

Gen 7

Intel Core 4th & 5th Generation 

Core i7/i5/i3

2 x DDR4 

DIMM sockets 

supporting up 

to 32 GB

D-Sub 1 2 n/a 4 n/a n/a n/a 4 6 Yes Yes n/a n/a n/a n/a n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek® GbE 

LAN chip 

(10/100/1000 

Mbit)

8-channel HD Audio with High Quality Audio Capacitors

Audio Noise Guard with LED Trace Path Lighting

Realtek® GbE LAN with cFosSpeed Internet Accelerator Software

All new GIGABYTE™ APP Center, simple and easy use

GIGABYTE UEFI DualBIOS™ Technology

Support Intel® Small Business Basics

Model Name

R
e

m
ark

 MSRP 

Model Name

R
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Intel Chipset H81
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Ultra Durable

MBI GA-H81M-S2PH C  Rp         1.065.000 

H
8

1

Micro ATX 

22.6cm x 

17.4cm

LGA

1150

Intel® Core™ i7/i5 /i3 /Intel® 

Pentium® /Intel® Celeron® 

LGA1150

2 x 1.5V DDR3 

DIMM sockets 

supporting up 

to 16 GB

D-Sub 1 n/a 2 4 n/a n/a n/a n/a n/a Yes Yes n/a n/a n/a n/a n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek® GbE 

LAN chip 

(10/100/1000 

Mbit)

GIGABYTE Ultra Durable™ 4 Plus Technology

GIGABYTE UEFI DualBIOS™

USB 3.0 ports with GIGABYTE 3x USB power

GIGABYTE On/Off Charge™ for USB devices

LAN with high ESD Protection

HDMI, D-SUB, LPT, COM port on rear panel

All solid capacitors design

MBI GA-H81M-DS2 R  Rp             999.000 

H
8

1

Micro ATX 

22.6cm x 

17.4cm

LGA

1150

Intel® Core™ i7/i5 /i3 /Intel® 

Pentium® /Intel® Celeron® 

LGA1150

2 x 1.5V DDR3 

DIMM sockets 

supporting up 

to 16 GB

D-Sub 1 2 n/a 4 n/a n/a n/a n/a n/a Yes Yes n/a n/a n/a n/a n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek® GbE 

LAN chip 

(10/100/1000 

Mbit)

Unique On/Off Charge delivers the best recharging capability to iPad, iPhone and iPod 

Touch

Supports 3rd generation PCI-Express interface

Industry's Leading All Solid Capacitor Design

Enhanced Intel HD Graphics 2000/3000 integrated with the processor

Innovative Smart 6 technology for smarter PC management

Dual UEFI BIOS protection with 3TB+ HDD boot up capability

Socket 1155
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Ultra Durable

MBI GA-H61M-DS2 R  Rp         1.166.000 

H
6

1

Micro ATX 

22.6cm x 

17.4cm

LGA

1155
In

2 x 1.5V DDR3 

DIMM sockets 

supporting up 

to 16 GB

D-Sub 1 2 n/a 4 n/a n/a n/a n/a 8 Yes Yes n/a n/a n/a n/a n/a
Realtek ALC887 codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek GbE LAN 

chip 

(10/100/1000 

Mbit)

Unique On/Off Charge delivers the best recharging capability to iPad, iPhone and iPod 

Touch

Supports 3rd generation PCI-Express interface

Industry's Leading All Solid Capacitor Design

Enhanced Intel HD Graphics 2000/3000 integrated with the processor

Innovative Smart 6 technology for smarter PC management

Dual UEFI BIOS protection with 3TB+ HDD boot up capability
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AMD WRX80
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WRX80-SU8-IPMI C  Rp         14.990.000 

W
R

X
80

CEB 

30.5cm x 

26.7cm

Single 

 

sWRX

8 

4094

AMD Ryzen 

Threadripper Pro

8x DDR4 DIMM 

sockets 

supporting up 

to 2TB

D-SUB 7
N/

A

n/

a
4 2

n/

a
2 8 2

n/

a

n/

a

Ye

s

N/

A

N/

A

N/

A
N/A

Realtek® ALC1220-VB 

codec

Dual Intel® X550 

10GbE LAN

Dual Intel® 

i210AT GbE LAN 

(NCSI MLAN)

AMD Ryzen™ Threadripper™ PRO 3000WX Series Processors, sWRX8 4094 Socket

8-Channel DDR4 RDIMM 8 x DIMMs

Aspeed® AST2500 BMC

Dual Intel® Server 10G LAN and GbE LAN

7 PCIe 4.0 x16 Slots for Multi-GPU, supports for DirectX® 12

Multiple storage interface: 4 SATA3 Ports, 3 SlimSAS ports (NVMe and SATA are 

available)

Next-gen transfer speeds: Dual M.2 (NVMe and SATA mode) and 6 USB 3.2 Gen2 

including 1 Type-C

Q-Flash Plus Updates BIOS without Installing the CPU, Memory and Graphics Card

120dB SNR AMP-UP Audio with ALC1220

AMD TRX40
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TRX40 AORUS XTREME NA  Rp         15.880.000 

TR
X

40

XL-ATX 

32.5cm x 

26.9cm

sTRX

4

3rd Generation 

AMD Ryzen™ 

Threadripper™ 

processors

AMD Socket 

sTRX4

8x DDR4 DIMM 

sockets 

supporting up 

to 256 GB

n/a 4 1
n/

a
8 4

n/

a
2 10 6

n/

a

n/

a

Ye

s

Ye

s

Ye

s

ye

s

Intel® Wi-Fi 6 

AX200

Wi-Fi 

802.11a/b/g/n/ac/a

x, supporting 2.4/5 

GHz Dual-Band

Support for 11ax 

160MHz wireless 

standard and up to 

2.4 Gbps data rate

Realtek® ALC4050H 

codec+Realtek® 

ALC1220-VB codec 

(rear panel audio)

Realtek® ALC4050H 

codec+ESS 

SABRE9218 DAC 

(front panel audio)

Support for DTS:X® 

Ultra

High Definition Audio

2/4/5.1/7.1-channel

2x Intel® 10GbE 

LAN chip (10 

Gbit/5 Gbit/2.5 

Gbit/1 Gbit/100 

Mbit)

Thermal Reactive Armor Design with Fins-Array Heatsink, 8mm Mega-Heatpipe and 

NanoCarbon Baseplate

Intel® X550-AT2 Dual 10GbE BASE-T LAN with cFosSpeed

4 Ultra-Fast NVMe PCIe 4.0 x4 M.2 with Thermal Guards

Onboard Intel® WiFi 6 802.11ax 2T2R & BT 5 with 2X AORUS Antenna

130dB SNR AMP-UP Audio with High-End ESS SABRE 9218 DAC, ALC1220-VB and WIMA 

Audio Capacitors

Exclusive AORUS Gen4 AIC Adaptor for Extra 4 NVMe PCIe 4.0/3.0 x4 M.2

USB TurboCharger for Mobile Device Fast Charge Support

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 5 features Multiple Temperature Sensors, Hybrid Fan Headers with FAN STOP 

and Noise Detection

Front & Rear USB 3.2 Gen2 Type-C™ Header

Q-Flash Plus Update BIOS Without Installing CPU, Memory and Graphics Card

TRX40 AORUS MASTER NA  Rp            8.998.000 

TR
X

40

XL-ATX 

32.5cm x 

26.9cm

sTRX

4

3rd

Generation AMD 

Ryzen™ 

Threadripper™ 

processors

AMD Socket 

sTRX4

8x DDR4 DIMM 

sockets 

supporting up 

to 256 GB

n/a 4 1
n/

a
8 3

n/

a
2 8 6

n/

a

n/

a

Ye

s

Ye

s

Ye

s

ye

s

Intel® Wi-Fi 6 

AX200

Wi-Fi 

802.11a/b/g/n/ac/a

x, supporting 2.4/5 

GHz Dual-Band

Support for 11ax 

160MHz wireless 

standard and up to 

2.4 Gbps data rate

1 x Realtek® 

ALC4050H codec+1 x 

Realtek® ALC1220-VB 

codec (Rear audio)

1 x Realtek® 

ALC4050H codec+1 x 

ESS SABRE9218 DAC 

chips (Front audio)

1 x Aquantia 

5GbE LAN chip (5 

Gbit/2.5 Gbit/1 

Gbit/100 Mbit) 

(5GLAN)

1 x Intel® GbE 

LAN chip 

(10/100/1000 

Mbit) (LAN)

Quad Channel ECC/ Non-ECC Unbuffered DDR4, 8 DIMMs

16+3 Phases Infineon Digital VRM Solution with 70A Power Stage

Advanced Thermal Design with Fins-Array Heatsink, Heatpipe with Extended Heatsink 

and NanoCarbon Baseplate

AQUANTIA® 5GbE LAN and Intel® GbE LAN with cFosSpeed

3 Ultra-Fast NVMe PCIe 4.0 x4 M.2 with Thermal Guards

Onboard Intel® WiFi 6 802.11ax 2T2R & BT 5

130dB SNR AMP-UP Audio with High-End ESS SABRE 9218 DAC, ALC1220-VB and WIMA 

Audio Capacitors

USB TurboCharger for Mobile Device Fast Charge Support

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors, Hybrid Fan Headers with FAN 

STOP and Noise Detection

Front & Rear USB 3.2 Gen 2 Type-C™ Header

Q-Flash Plus Update BIOS Without Installing CPU, Memory and Graphics Card
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TRX40 AORUS PRO WIFI NA  Rp            7.288.000 

TR
X

40

XL-ATX 

32.5cm x 

26.9cm

sTRX

4

3rd

Generation AMD 

Ryzen™ 

Threadripper™ 

processors

AMD Socket 

sTRX4

8x DDR4 DIMM 

sockets 

supporting up 

to 256 GB

n/a 4 1
n/

a
8 3

n/

a
2 7 8

n/

a

n/

a

Ye

s

Ye

s

Ye

s

ye

s

Intel® Wi-Fi 6 

AX200

Wi-Fi 

802.11a/b/g/n/ac/a

x, supporting 2.4/5 

GHz Dual-Band

Support for 11ax 

160MHz wireless 

standard and up to 

2.4 Gbps data rate

Realtek® ALC4050H 

codec+ ALC1220-VB 

codec

Support for DTS:X® 

Ultra

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Intel® GbE LAN 

chip 

(10/100/1000 

Mbit)

Quad Channel ECC/ Non-ECC Unbuffered DDR4, 8 DIMMs

12+2 Phases Infineon Digital VRM Solution with 70A Power Stage

Advanced Thermal Design with Fins-Array Heatsink

Intel® GbE LAN with cFosSpeed Internet Accelerator

3 Ultra-Fast NVMe PCIe 4.0 x4 M.2 with Thermal Guards

Onboard Intel® WiFi 6 802.11ax 2T2R & BT 5

120dB SNR AMP-UP Audio with ALC1220-VB and WIMA Audio Capacitors

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors, Hybrid Fan Headers with FAN STOP

Front & Rear USB 3.2 Gen 2 Type-C™ Header

Q-Flash Plus Update BIOS Without Installing CPU, Memory and Graphics Card

AMD X399

Memory 
Output

Display

P
C

IEx16

P
C
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C
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X399 AORUS Pro L  Rp            2.375.000 

A
M

D
 X

399

ATX 

 30.5cm x 

24.4cm

TR4

AMD Ryzen™ 

Threadripper™ 

processor

8 x DDR4 

DIMM sockets 

supporting up 

to 128 GB of 

system 

memory

n/a 5 n/a n/a 8 3 n/a 2 10 4 n/a n/a Yes n/a Yes Yes N/a

Realtek® ALC1220 

codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Intel® GbE LAN 

chip 

(10/100/1000 

Mbit)

Quad Channel ECC/ Non-ECC Unbuffered DDR4, 8 DIMMs, 3600MHz+(OC)

Fast Front and Rear USB 3.1 Type-C™ Interface

4-Way Graphics Support with Dual Armor and Ultra Durable™ Design

Server-Class Digital Power Design & Gold Plated Solid Power Connectors

ALC1220 120dB SNR HD Audio with Smart Headphone AMP and WIMA audio capacitor

Intel® GbE LAN with cFosSpeed Internet Accelerator Software

RGB FUSION 2.0 with Multi-Zone LED Light Show design, support Addressable LED & 

RGB LED strips

Smart Fan 5 features Multiple Temperature Sensors and Hybrid Fan Headers

Triple Ultra-Fast M.2 with PCIe Gen3 x4 interface Direct from CPU

USB DAC-UP 2 with Adjustable Voltage

Precise Digital USB Fuse Design for Stronger Protection

Ultra Durable™ 25KV ESD and 15KV Surge LAN Protection

GIGABYTE UEFI DualBIOS™

Ultra Durable

X399 DESIGNARE EX L  Rp            3.590.000 

A
M

D
 X

3
99

ATX 

 30.5cm x 

24.4cm

TR4

Support for 

Intel® Core™ i7-

7800X and above 

X series 

processors/ 

Intel® Core™ i9 X 

series processors 

in the LGA2066 

package

8 x DDR4 

DIMM Sockets 

supporting up 

to 256 GB

n/a 5 n/a n/a 8 3 n/a 2 10 4 n/a n/a Yes Yes Yes Yes

Intel® Wi-Fi 802.11 

a/b/g/n/ac, 

supporting 2.4/5 

GHz Dual-Band

Realtek® ALC1220 

codec

Support for Sound 

BlasterX 720°

High Definition Audio

2/4/5.1/7.1-channel

2 x Intel® GbE 

LAN chips 

(10/100/1000 

Mbit) 

Supports Intel® Core™ X-series Processor Family

Quad Channel Non-ECC Unbuffered DDR4, 8 DIMMs

12 Phases IR Digital VRM Solution with 70A Power Stage

Advanced Fins-Array Thermal Design with Extended Heatpipes and Back Plate

Intel® Thunderbolt™ 3 - The USB-C that Does it All

Server-class Intel® X550-AT2 Dual 10GbE with cFosSpeed

Onboard Intel® WiFi 6 AX200 802.11ax 2T2R & BT5 with 2X AORUS Antenna

ALC1220-VB Enhance 114dB(Rear) / 110dB(Front) SNR in Microphone with WIMA Audio 

Capacitor

Exclusive AORUS Gen4 AIC Adaptor for Extra 4*PCIe 3.0 x4 NVMe M.2 Sockets

USB TurboCharger for Mobile Device Fast Charge Support

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show design, support 

Addressable LED & RGB LED strips

Smart Fan 5 features Multiple Temperature Sensors , Hybrid Fan Headers with FAN 

STOP and Noise Detection

Q-Flash Plus Update BIOS without Installing CPU, Memory and Graphics Card

Intel® Optane™ Memory Ready
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AMD X570
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X570 AORUS XTREME 2.0 L  Rp         11.310.000 

A
M

D
 X

570

E-ATX 

Form 

Factor; 

30.5cm x 

27.0cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support fo

4x DDR4 

5400(O.C.)
N/A 3 N/AN/A 6 N/A 2 NA 2 9 6 NA NA Yes Yes Yes Yes

Intel® Wi-Fi 6E 

AX210

Realtek® ALC1220-VB 

codec

1 x Aquantia GbE 

LAN chip (10 

Gbit/5 Gbit/2.5 

Gbit/1000 

Mbit/100 Mbit) 

(LAN1)

1 x Intel® GbE 

LAN phy 

(10/100/1000 

Mbit) (LAN2)

Supports AMD Ryzen™ 5000 Series/ Ryzen™ 5000 G-Series/ Ryzen™ 4000 G-Series/ 3rd Gen 

Ryzen™/ 2nd Gen Ryzen™/ 2nd Gen Ryzen™ with Radeon™ Vega Graphics/ Ryzen™ with 

Radeon™ Vega Graphics Processors

Active OC Tuner features Dynamic Change Between P.B.O. and Manual OC Settings

Dual Channel ECC/ Non-ECC Unbuffered DDR4, 4 DIMMs

Direct 16 Phases Infineon Digital VRM Solution with 70A Power Stage

Thermal Reactive Armor Design with Fins-Array Heatsink, Direct Touch Heatpipe and 

NanoCarbon Baseplate

Triple Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with Triple Thermal Guards

Onboard Intel® WiFi 6E 802.11ax 2T2R & BT 5.2 with 2X AORUS Antenna

Rear 130dB SNR AMP-UP Audio with ALC1220-VB & ESS SABRE 9218 DAC with WIMA Audio 

Capacitors

AQUANTIA® 10GbE BASE-T LAN + Intel® Gigabit LAN with cFosSpeed

Exclusive RGB FAN COMMANDER for Professional Casemoders

USB TurboCharger for Mobile Device Fast Charge Support

RGB FUSION with Multi-Zone Addressable LED Light Show Design, Support Addressable LED & 

RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN STOP and 

Noise Detection

Front & Rear USB 3.2 Gen 2 Type-C™ Headers

Q-Flash Plus Update BIOS Without Installing CPU, Memory and Graphics Card

X570 AORUS ULTRA NA  Rp            5.898.000 

A
M

D
 X

570

ATX 

 30.5cm x 

24.4cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 4400(O.C.)

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

n/a 3 n/a n/a 6 4 n/a 2 8 8 n/a n/a Yes Yes Yes Yes

Wi-Fi 

802.11a/b/g/n/ac/a

x, supporting 2.4/5 

GHz Dual-Band

Realtek® ALC1220-VB 

codec

* The back panel line 

out jack supports DSD 

audio.

High Definition Audio

2/4/5.1/7.1-channel

Intel® GbE LAN 

chip 

(10/100/1000 

Mbit)

Dual Channel ECC/ Non-ECC Unbuffered DDR4, 4 DIMMs

12+2 Phases IR Digital VRM Solution with PowIRstage

Advanced Thermal Design with Fins-Array Heatsink and Direct Touch Heatpipe

Triple Ultra-Fast NVMe PCIe 4.0/3.0 M.2 with Triple Thermal Guards

Intel® WiFi 6 802.11ax 2T2R & BT 5

ALC1220-VB Enhance 114dB(Rear)/ 110dB(Front) SNR in Microphone with WIMA Audio 

Capacitors

Intel® Gigabit LAN with cFosSpeed Internet Accelerator Networking

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Supports 

Addressable LED & RGB LED Strips

Smart Fan 5 features Multiple Temperature Sensors, Hybrid Fan Headers with FAN STOP

Front & Rear USB 3.1 Gen2 Type-C™ Header & HDMI 2.0 support

Adopts a high quality ball bearing fan which guarantees 60,000 working hours.

Integrated I/O Shield Armor

Q-Flash Plus update BIOS Without Installing CPU, Memory and Graphics card

X570S AORUS PRO AX R  Rp            4.995.000 

A
M

D
 X

5
70

ATX 

 30.5cm x 

24.4cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 5100O.C.)

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

HDMI 3 n/a n/a 6 3 n/a 1 10 8 n/a n/a Yes n/a n/a Yes

Intel® Wi-Fi 6 

AX200

WIFI a, b, g, n, ac, 

ax, supporting 

2.4/5 GHz Dual-

Band

BLUETOOTH 5.1

Support for 11ax 

160MHz wireless 

standard and up to 

2.4 Gbps data rate

Realtek® ALC1220-VB 

Audio CODEC

Intel® 2.5GbE 

LAN chip (2.5 

Gbps/1 Gbps/100 

Mbps)

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

12+2 Phases Digital VRM Solution with DrMOS

Advanced Heatsink Design with Enlarge Heatsink

Dual Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with Single Thermal Guard

High Quality Audio Capacitors and Audio Noise Guard with LED Trace Path Lighting

Intel® Gigabit LAN with cFosSpeed Internet Accelerator

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Supports 

Addressable LED & RGB LED Strips

Smart Fan 5 features Multiple Temperature Sensors, Hybrid Fan Headers with FAN STOP

Front USB 3.1 Gen2 Type-C™ Header & HDMI 2.0 support

Integrated I/O Shield Armor

Q-Flash Plus update BIOS Without Installing CPU, Memory and Graphics card

Unique Features

C
h

ip
set

Form 

Factor
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cket

CPU 

Support

Standard Features

Model Name

R
em

ark

 MSRP 



X570 Aorus Elite L  Rp            3.998.000 

A
M

D
 X

570

ATX 

 30.5cm x 

24.4cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 4400(O.C.)

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

HDMI 2 2 n/a 6 3 n/a 1 10 8 n/a n/a Yes n/a n/a Yes n/a

Realtek® ALC1200 

codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Intel® GbE LAN 

chip 

(10/100/1000 

Mbit)

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

12+2 Phases Digital VRM Solution with DrMOS

Advanced Heatsink Design with Enlarge Heatsink

Dual Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with Single Thermal Guard

High Quality Audio Capacitors and Audio Noise Guard with LED Trace Path Lighting

Intel® Gigabit LAN with cFosSpeed Internet Accelerator

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Supports 

Addressable LED & RGB LED Strips

Smart Fan 5 features Multiple Temperature Sensors, Hybrid Fan Headers with FAN STOP

Front USB 3.1 Gen2 Type-C™ Header & HDMI 2.0 support

Integrated I/O Shield Armor

Q-Flash Plus update BIOS Without Installing CPU, Memory and Graphics card

X570 I Aorus Pro WIFI NA  Rp            4.565.000 

A
M

D
 X

570

Mini-ITX 

17.0cm x 

17.0cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 4400(O.C.)

 2x DDR4 

DIMM sockets 

supporting up 

to 64 GB

Display 

Port

HDMI

1 n/a n/a 4 2 n/z 1 7 2 n/a n/a yes n/a n/a Yes

Wi-Fi 

802.11a/b/g/n/ac/a

x, supporting 2.4/5 

GHz Dual-Band

Realtek® ALC1220-VB 

codec

* The back panel line 

out jack supports DSD 

audio.

High Definition Audio

2/4/5.1/7.1-channel

Intel® GbE LAN 

chip 

(10/100/1000 

Mbit)

Dual Channel ECC/ Non-ECC Unbuffered DDR4, 2 DIMMs

Direct 8 Phases IR Digital VRM Solution with PowIRstage

Advanced Thermal Design with Extended & Multi-Layered Heatsink

Dual Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with one Thermal Guard

Intel® WiFi 6 802.11ax 2T2R & BT 5

ALC1220-VB Enhance 114dB(Rear)/ 110dB(Front) SNR in Microphone with Nichicon 

Audio Capacitors

Intel® GbE LAN with cFosSpeed Internet

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Supports 

Addressable LED & RGB LED Strips

Smart Fan 5 features Multiple Temperature Sensors and Hybrid Fan Headers with FAN 

STOP

Rear USB 3.1 Gen2 Type-C™ Header & HDMI 2.0 support

Adopts a high quality ball bearing fan which guarantees 60,000 working hours.

Integrated Base Plate & I/O Shield Armor

Ultra Durable

X570 UD NA  Rp            2.860.000 

A
M

D
 X

570

ATX 

 30.5cm x 

24.4cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 4400(O.C.)

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

HDMI 2 2 n/a 6 2 n/a n/a 8 6 n/a n/a Yes n/a n/a Yes n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Realtek® GbE LAN 

chip (1000 

Mbit/100 Mbit)

Intel® Optane™ Memory Ready

Direct 11+1 Phases Digital VRM Solution with Low RDS(on) MOSFETs

Enlarged VRM Heatsink with Increased Surface contact Air-Flow Grooving

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

Multi-Way Graphics Support with PCIe Armor and Ultra Durable™ Design

Dual Ultra-Fast M.2 with PCIe Gen3 X4 & One Supports SATA protocol

Intel® Native USB 3.2 Gen2 Type-A with Speed Up To 10Gbps

RGB FUSION 2.0 Support Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN 

STOP

Q-Flash PLUS Updates BIOS without Installing the CPU, Memory and Graphics Card

Rear IO Armor with Pre-Installed I/O Shield

CEC 2019 Ready, Save the Power as Easy as One Click

AMD B550
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MBA B550 Aorus Master L  Rp            5.350.000 

A
M

D
 B

5
50

ATX 

 30.5cm x 

24.4cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 5200(O.C.)

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

HDMI 3 n/a n/a 6 3 n/a 1 7 10 n/a n/a Yes yes N/AN/A

Intel® Wi-Fi 6 

AX200

WIFI a, b, g, n, ac 

with wave 2 

features, ax, 

supporting 2.4/5 

GHz Dual-Band

BLUETOOTH 5

Realtek® ALC1220-VB 

codec

* The back panel line 

out jack supports DSD 

audio.

Support for DTS:X® 

Ultra

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Realtek® 2.5GbE 

LAN chip (2.5 

Gbit/1 Gbit/100 

Mbit)

Dual Channel ECC/ Non-ECC Unbuffered DDR4, 4 DIMMs

Direct 16 Phases Digital VRM Solution with 70A Power Stage

Advanced Thermal Design with Fins-Array Heatsink, Direct Touch Heatpipe and Thermal 

Baseplate

Ultra Durable™ PCIe 4.0 Ready x16 Slot

Triple Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with Thermal Guards

Onboard Intel® WiFi 6 802.11ax 2T2R & BT5 with AORUS Antenna

AMP-UP Audio with ALC1220-VB and WIMA Capacitors for Rear 120dB SNR

Blazing Fast 2.5GbE LAN with Bandwidth Management

USB 3.2 Gen2 Type-C™ & HDMI Support

RGB FUSION 2.0 Supports Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN 

STOP and Noise Detection

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Pre-installed IO Shield for Easy and Quick Installation

Model Name
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ark

 MSRP Unique Features

C
h

ip
se

t

Form 

Factor

So
cket

CPU 

Support

Standard Features



MBA B550 Aorus Pro AC R  Rp            3.693.000 

A
M

D
 B

550

ATX 

 30.5cm x 

24.4cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 5200(O.C.)

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

HDMI 3 2 n/a 6 2 n/a 1 7 10 n/a n/a Yes YesN/AN/A

Intel® Wi-Fi 3168

WIFI 

802.11a/b/g/n/ac, 

supporting 2.4/5 

GHz Dual-Band

BLUETOOTH 4.2

Realtek® ALC1220-VB 

codec

* The back panel line 

out jack supports DSD 

audio.

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Realtek® 2.5GbE 

LAN chip (2.5 

Gbit/1 Gbit/100 

Mbit)

Dual Channel ECC/ Non-ECC Unbuffered DDR4, 4 DIMMs

True 12+2 Phases Digital VRM Solution with 50A DrMOS

Advanced Thermal Design with Fins-Array Heatsink and Direct Touch Heatpipe

Ultra Durable™ PCIe 4.0 Ready x16 Slot

Dual Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with Thermal Guards

Onboard Intel® Dual Band 802.11ac & BT 4.2 Wireless with AORUS Antenna

AMP-UP Audio with ALC1220-VB and WIMA Capacitors for Rear 120dB SNR

Blazing Fast 2.5GbE LAN with Bandwidth Management

USB 3.2 Gen2 Type-C™ & HDMI Support

RGB FUSION 2.0 Supports Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN 

STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Pre-installed IO Shield for Easy and Quick Installation

MBA B550 AORUS PRO AX L  Rp            3.988.000 

A
M

D
 B

551

ATX 

 30.5cm x 

24.4cm

AMD 

AM4 

Ryzen

4th Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 5200(O.C.)

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

HDMI 3 2 n/a 6 2 n/a 1 7 10 n/a n/a Yes YesN/AN/A

WIFI a, b, g, n, ac 

with wave 2 

features, ax, 

supporting 2.4/5 

GHz Dual-Band

BLUETOOTH 5

Support for 11ax 

160MHz wireless 

standard and up to 

2.4 Gbps data rate

Realtek® ALC1220-VB 

codec

* The back panel line 

out jack supports DSD 

audio.

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Realtek® 2.5GbE 

LAN chip (2.5 

Gbit/1 Gbit/100 

Mbit)

Dual Channel ECC/ Non-ECC Unbuffered DDR4, 4 DIMMs

True 12+2 Phases Digital VRM Solution with 50A DrMOS

Advanced Thermal Design with Fins-Array Heatsink and Direct Touch Heatpipe

Ultra Durable™ PCIe 4.0 Ready x16 Slot

Dual Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with Thermal Guards

Onboard Intel® Dual Band 802.11ac & BT 4.2 Wireless with AORUS Antenna

AMP-UP Audio with ALC1220-VB and WIMA Capacitors for Rear 120dB SNR

Blazing Fast 2.5GbE LAN with Bandwidth Management

USB 3.2 Gen2 Type-C™ & HDMI Support

RGB FUSION 2.0 Supports Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN 

STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Pre-installed IO Shield for Easy and Quick Installation

MBA B550I Aorus Pro AX R  Rp            3.215.000 

A
M

D
 B

550

Mini ITX

17.0cm x 

17.0cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 4866(O.C.)

 2x DDR4 

DIMM sockets 

supporting up 

to 64 GB

DisplayPo

rt

HDMI

1 n/a n/a 4 2 n/a 1 7 2 n/a n/a Yes Yes n/a n/a

Intel® Wi-Fi 6 

AX200

WIFI a, b, g, n, ac 

with wave 2 

features, ax, 

supporting 2.4/5 

GHz Dual-Band

BLUETOOTH 5

Realtek® ALC1220-VB 

codec

* The back panel line 

out jack supports DSD 

audio.

High Definition Audio

2/4/5.1/7.1-channel

Realtek® 2.5GbE 

LAN chip (2.5 

Gbit/1 Gbit/100 

Mbit)

Dual Channel ECC/ Non-ECC Unbuffered DDR4, 2 DIMMs

Direct 8 Phases Digital VRM Solution with 90A Smart Power Stage (SPS)

Advanced Thermal Design with Extended & Multi-Layered Heatsink and Thermal 

Baseplate

Ultra Durable™ PCIe 4.0 Ready x16 Slot

Dual Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with Thermal Guard

Onboard Intel® WiFi 6 802.11ax 2T2R & BT5 with AORUS Antenna

AMP-UP Audio with ALC1220-VB and Nichicon Audio Capacitors for Rear 120dB SNR

Blazing Fast 2.5GbE LAN with Bandwidth Management

USB 3.2 Gen2 Type-C™ & DisplayPort + Dual HDMI Support

RGB FUSION 2.0 Supports Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN 

STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Pre-installed IO Shield for Easy and Quick Installation

MBA B550 Aorus Elite V2 R  Rp            2.958.000 

A
M

D
 B

5
5

0

ATX 

 30.5cm x 

24.4cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 4733(O.C.)

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

DisplayPo

rt

HDMI

3 1 n/a 4 2 n/a Yes 8 6 n/a n/a YesN/AN/AN/A N/A

Realtek® ALC1200 

codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Realtek® 2.5GbE 

LAN chip (2.5 

Gbit/1 Gbit/100 

Mbit)

Dual Channel ECC/ Non-ECC Unbuffered DDR4, 4 DIMMs

12+2 Phases Digital Twin Power Design with 50A DrMOS

Advanced Thermal Design with Enlarged Surface Heatsinks

Ultra Durable™ PCIe 4.0 x16 Slot

Dual Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 with One Thermal Guard

AMP-UP Audio with ALC1200 and WIMA Capacitors

Blazing Fast 2.5GbE LAN with Bandwidth Management

Front USB 3.2 Gen1 Type-C™ and DisplayPort & HDMI for Multiple Display

RGB FUSION 2.0 Supports Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors, Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Pre-installed IO Shield for Easy and Quick Installation

Pre-installed IO Shield for Easy and Quick Installation



B550M AORUS PRO-P R  Rp            2.488.000 

A
M

D
 B

550

ATX 

 30.5cm x 

24.4cm

AMD 

AM4 

Ryzen

3rd Gen AMD 

Ryzen™ 

Processors:

Support for 

DDR4 4000(O.C.)

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

HDMI

DVI-D
2 3 n/a 4 1 n/a n/a 6 6 n/a n/a YesN/AN/AN/A N/A

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Realtek® 2.5GbE 

LAN chip (2.5 

Gbit/1 Gbit/100 

Mbit)

Supports AMD Ryzen™ 5000 Series/ 3rd Gen Ryzen™ and 3rd Gen Ryzen™ with 

Radeon™ Graphics Processors

Dual Channel ECC/ Non-ECC Unbuffered DDR4, 4 DIMMs

10+3 Phases Digital Twin Power Design with Low RDS(on) MOSFETs

Ultra Durable™ PCIe 4.0 Ready x16 Slot

Dual Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 Connectors

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

Front USB 3.2 Gen1 Type-C™ and HDMI & DVI-D for Multiple Display

High Quality Audio Capacitors and Audio Noise Guard for Ultimate Audio Quality

RGB FUSION 2.0 support Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN 

STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Anti-Sulfur Resistors Design

B550GAMING X V2 R  Rp            2.350.000 

A
M

D
 B

550

ATX 

 30.5cm x 

24.4cm

AMD 

AM4 

Ryzen

3rd Gen AMD 

Ryzen™ 

Processors:

Support for 

DDR4 4000(O.C.)

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

HDMI

DVI-D
2 3 n/a 4 1 n/a n/a 6 6 n/a n/a YesN/AN/AN/A N/A

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Realtek® GbE LAN 

chip (1000 

Mbit/100 Mbit)

Supports AMD Ryzen™ 5000 Series/ 3rd Gen Ryzen™ and 3rd Gen Ryzen™ with 

Radeon™ Graphics Processors

Dual Channel ECC/ Non-ECC Unbuffered DDR4, 4 DIMMs

10+3 Phases Digital Twin Power Design with Low RDS(on) MOSFETs

Ultra Durable™ PCIe 4.0 Ready x16 Slot

Dual Ultra-Fast NVMe PCIe 4.0/3.0 x4 M.2 Connectors

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

Front USB 3.2 Gen1 Type-C™ and HDMI & DVI-D for Multiple Display

High Quality Audio Capacitors and Audio Noise Guard for Ultimate Audio Quality

RGB FUSION 2.0 support Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN 

STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Anti-Sulfur Resistors Design

MBA B550M GAMING R  Rp            1.699.000 

A
M

D
 B

550

Micro ATX 

Form 

Factor; 

24.4cm x 

20.5cm

AMD 

AM4 

Ryzen

3rd Gen AMD 

Ryzen™ Processors:

Support for DDR4 

5000(O.C.)

 2 x DDR4 DIMM 

sockets 

supporting up to 

64 GB

HDMI

DVI-D

D-SUB

1 1 n/a 4 1 n/a n/a 6 4 n/a n/a Yes N/A N/A N/A N/A

Realtek® ALC887 codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF Out

Realtek® GbE LAN 

chip (1000 Mbit/100 

Mbit)

Dual Channel ECC/ Non-ECC Unbuffered DDR4, 2 DIMMs

5+3 Phases Pure Digital VRM Solution with Low RDS(on) MOSFETs

Ultra Durable™ PCIe 4.0 Ready x16 Slot

Ultra-Fast NVMe PCIe 4.0/3.0 M.2 Connector

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

HDMI, DVI-D, D-sub Ports for Multiple Display

High Quality Audio Capacitors and Audio Noise Guard with LED Trace Path Lighting

RGB FUSION 2.0 Supports Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN 

STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Anti-Sulfur Resistors Design

Ultra Durable

B550 VISION D-P R  Rp            4.995.000 

A
M

D
 B

550

ATX 

 30.5cm x 

24.4cm

AMD 

AM4 

Ryzen

3rd Gen AMD 

Ryzen™ 

Processors:

Support for 

DDR4 4000(O.C.)

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

2x 

Thunderb

olt + 

HDMI

3 n/a n/a 4 2 2 2 2 8 6 n/a n/a Yes YesN/AYes

Intel® Wi-Fi 6 

AX200

WIFI a, b, g, n, ac 

with wave 2 

features, ax, 

supporting 2.4/5 

GHz Dual-Band

Realtek® ALC1220-VB 

codec

* The back panel line 

out jack supports DSD 

audio.

Support for DTS:X® 

Ultra

High Definition Audio

2/4/5.1/7.1-channel

2 x Intel® GbE 

LAN chips (1000 

Mbit/100 Mbit)

Supports AMD Ryzen™ 5000 Series / 3rd Gen Ryzen™ and 3rd Gen Ryzen™ with 

Radeon™ Graphics Processors

Reliability ensuring by DDR4 ECC & Non-ECC memory with 4 physical DIMM slots

Multi-graphics configurations offer by dual PCIe 4.0/3.0 x16 and one PCIe 3.0 x16 slots

Fully Quadro® QVL Tested

The limitless connectivity by Thunderbolt™ 3

High-bandwidth and low-latency network support by dual 2.5GbE Ethernet

Intel® Wi-Fi 6 802.11ax makes latency a thing of the past

Effective cooling solution design for the better thermal dissipation

Smart Fan 5 features hybrid fan headers and numerous temperature sensors for fan 

mode configuration

Ultra-Fast NVMe PCIe 4.0/3.0 x4 and PCIe 3.0 x4 interface M.2 connectors with Thermal 

Guards

Comprehensive connectivity with USB3.2 Gen 2 Type-A and Type-C™ connection

Q-Flash Plus Updates BIOS without Installing the CPU, Memory and Graphics Card



MBA B550M-DS3H R  Rp            1.660.000 

A
M

D
 B

550

Micro 

ATX 

24.4cm x 

24.4cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 4733(O.C.)

 4x DDR4 

DIMM sockets 

supporting up 

to 128 GB

HDMI

DVI-D
2 1 n/a 4 2 n/a n/a 6 6 n/a n/a YesN/AN/AN/A N/A

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Realtek® GbE LAN 

chip (1000 

Mbit/100 Mbit)

Dual Channel ECC/ Non-ECC Unbuffered DDR4, 4 DIMMs

5+3 Phases Pure Digital VRM Solution with Low RDS(on) MOSFETs

Ultra Durable™ PCIe 4.0 Ready x16 Slot

Dual Ultra-Fast NVMe PCIe 4.0/3.0 M.2 Connectors

High Quality Audio Capacitors and Audio Noise Guard for Ultimate Audio Quality

GIGABYTE Exclusive 8118 Gaming GbE LAN with Bandwidth Management

Rear HDMI & DVI Support

RGB FUSION 2.0 with Multi-Zone Addressable LED Light Show Design, Support 

Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN 

STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Anti-Sulfur Resistors Design

AMD A520

Memory 
Output

Display

P
C

IEx16

P
C

IEx1

P
C

I

SA
TA

SSD
 M

.2 

N
V

M
E M

.2

Th
u

n
d

erb
o

l
t

Typ
e C

U
SB

 3.xx

U
SB

 2

C
o

m
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LP
T

R
A

ID

B
lu

eto
o

th

SLI

C
ro

ssfire

WIFI Audio LAN

Gaming

MBA A520M Aorus Elite R  Rp            1.397.000 

A
520

Micro ATX 

24.4cm x 

24.4cm

AMD 

AM4 

Ryzen

3rd Gen AMD 

Ryzen™ Processors:

Support for DDR4 

4400(O.C.)

 4x DDR4 DIMM 

sockets 

supporting up to 

128 GB

HDMI

DVI-D
1 2 n/a 4 1 n/a n/a 6 4 n/a n/a Yes N/A N/A N/A N/A

Realtek® ALC887 codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF Out

Realtek® GbE LAN 

chip (1000 Mbit/100 

Mbit)

Dual Channel ECC/ Non-ECC Unbuffered DDR4, 4 DIMMs

5+3 Phases Pure Digital VRM Solution with Low RDS(on) MOSFETs

Ultra-Fast NVMe PCIe 3.0 x4 M.2 Connector

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

HDMI, DVI-D Ports for Multiple Display

Features High Quality Audio Capacitors

RGB FUSION 2.0 Supports Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN 

STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Ultra Durable

MBA A520I AC R  Rp            1.775.000 

A
520

Mini-ITX 

Form 

Factor; 

17.0cm x 

17.0cm

AMD 

AM4 

Ryzen

3rd Gen AMD 

Ryzen™ Processors:

Support for DDR4 

5100(O.C.)

2 x DDR4 DIMM 

sockets 

supporting up to 

64 GB

2x HDMI

1x 

DisplayPort

1 n/a n/a 4 1 n/a n/a 6 4 n/a n/a Yes Yes N/A N/A Yes

Realtek® ALC887 codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF Out

Realtek® GbE LAN 

chip (1000 Mbit/100 

Mbit)

Dual Channel ECC/ Non-ECC Unbuffered DDR4, 2 DIMMs

Direct 6 Phases Digital VRM Solution with 55A DrMOS

Ultra-Fast NVMe PCIe 3.0 x4 M.2

Onboard Intel® Dual Band 802.11ac WIFI & BT 4.2 with Ultra Durable™ Antenna

GIGABYTE Exclusive 8118 Gaming GbE LAN with Bandwidth Management

DisplayPort, Dual HDMI for for Multiple Display

RGB FUSION 2.0 with Addressable LED & RGB LED Strips Support

Smart Fan 5 Features Multiple Temperature Sensors, Hybrid Fan Headers with FAN STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Anti-Sulfur Resistors Design

A520M DS3H L  Rp            1.199.000 

A
520

Micro ATX 

Form 

Factor; 

24.4cm x 

20.5cm

AMD 

AM4 

Ryzen

3rd Gen AMD 

Ryzen™ Processors:

Support for DDR4 

5000(O.C.)

 2 x DDR4 DIMM 

sockets 

supporting up to 

64 GB

HDMI

DVI-D

D-SUB

1 2 n/a 4 1 n/a n/a 6 4 n/a n/a yes n/a n/a n/a N/A

Realtek® ALC887 codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF Out

Realtek® GbE LAN 

chip (1000 Mbit/100 

Mbit)

AMD A520 Motherboard with Pure Digital VRM Solution, High Quality Audio, GIGABYTE 

Gaming LAN with Bandwidth Management, PCIe 3.0 x4 M.2, RGB FUSION 2.0, Smart Fan 

5, Q-Flash Plus

MBA A520M S2H R  Rp            1.079.000 

A
520

Micro ATX 

Form 

Factor; 

24.4cm x 

20.5cm

AMD 

AM4 

Ryzen

3rd Gen AMD 

Ryzen™ Processors:

Support for DDR4 

5000(O.C.)

 2 x DDR4 DIMM 

sockets 

supporting up to 

64 GB

HDMI

DVI-D

D-SUB

1 2 n/a 4 1 n/a n/a 6 6 n/a n/a Yes N/A N/A N/A N/A

Realtek® ALC887 codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF Out

Realtek® GbE LAN 

chip (1000 Mbit/100 

Mbit)

Dual Channel ECC/ Non-ECC Unbuffered DDR4, 2 DIMMs

4+3 Phases Pure Digital VRM Solution with Low RDS(on) MOSFETs

Ultra-Fast NVMe PCIe 3.0 x4 M.2 Connector

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

HDMI, DVI-D, D-sub Ports for Multiple Display

RGB FUSION 2.0 Supports Addressable LED & RGB LED Strips

Smart Fan 5 Features Multiple Temperature Sensors , Hybrid Fan Headers with FAN 

STOP

Q-Flash Plus Update BIOS without Installing the CPU, Memory and Graphics Card

Anti-Sulfur Resistors Design

Model Name

R
e

m
ark

 MSRP Unique Features

C
h

ip
set

Form 

Factor

So
cket

CPU 

Support

Standard Features



AMD B450

Memory 
Output

Display

P
C

IEx16

P
C
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P
C

I
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e C
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o
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T

R
A
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B
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o

th

SLI

C
ro

ssfire

WIFI Audio LAN

Gaming

GBT MBA B450 AORUS ELITE 

V2
NA  Rp            1.822.000 

B
450

ATX 

30.5cm x 

24.4cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 3200(O.C.)

4 x DDR4 

DIMM sockets 

supporting up 

to 64GB

DVI-D

HDMI
2 2 6 2 n/a n/a 6 8 yes n/a n/a n/a n/a Yes n/a

Realtek® ALC892 

codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Realtek® GbE LAN 

chip 

(10/100/1000 

Mbit)

Supports AMD 3rd Gen Ryzen™/ 2nd Gen Ryzen™/ 1st Gen Ryzen™/ 2nd Gen Ryzen™ 

with Radeon™ Vega Graphics/ 1st Gen Ryzen™ with Radeon™ Vega Graphics/ Athlon™ 

with Radeon™ Vega Graphics Processors

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

8+2 Phases Digital Twin Power Design with Low RDS(on) MOSFETs

HDMI, DVI-D Ports for Multiple Display

Integrated I/O Shield of Ultra Durable™ Design

Dual Ultra-Fast NVMe PCIe Gen3 M.2 (x4, x2) with One Thermal Guard

B450 AORUS ELITE R  Rp            1.653.000 

B
450

ATX 

30.5cm x 

24.4cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 3200(O.C.)

4 x DDR4 

DIMM sockets 

supporting up 

to 64GB

DVI-D

HDMI
2 2 n/a 6 2 n/a n/a 6 8 yes n/a n/a n/a n/a Yes n/a

Realtek® ALC892 

codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Realtek® GbE LAN 

chip 

(10/100/1000 

Mbit)

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

HDMI, DVI-D Ports for Multiple Display

Integrated I/O Shield of Ultra Durable™ Design

Dual Ultra-Fast NVMe PCIe Gen3 M.2 (x4, x2) with One Thermal Guard

High Quality Audio Capacitors and Audio Noise Guard with LED Trace Path Lighting

RGB FUSION 2.0 with Multi-Zone LED Light Show Design, Supports Digital LED & RGB LED 

Strips

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

Smart Fan 5 Features 6 Temperature Sensors and 4 Hybrid Fan Headers with FAN STOP

APP Center Including EasyTune™ and Cloud Station™ Utilities

CEC 2019 Ready, Save Power with a Simple Click

B450M GAMING R  Rp            1.179.000 

B
450

Micro ATX

24.4cm x 

21.5cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 3200(O.C.)

2x DDR4 DIMM 

sockets 

supporting up 

to 32GB

D-Sub

DVI-D

HDMI

1 1 n/a 4 1 n/a n/a 6 6 yes n/a n/a n/a n/a n/a n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek® GbE LAN 

chip 

(10/100/1000 

Mbit)

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

HDMI, DVI-D, D-sub Ports for Multiple Display

Ultra-Fast PCIe Gen3 x4 M.2 with PCIe NVMe & SATA mode support

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

RGB Fusion supports RGB LED Strips in 7-Colors

High Quality Audio Capacitors and Audio Noise Guard with LED Trace Path Lighting

Smart Fan 5 features 5 Temperature Sensors and 3 Hybrid Fan Headers

APP Center Including EasyTune™ and Cloud Station™ Utilities

Ultra Durable

B450M DS3H V2 NA  Rp            1.220.000 

B
450

Micro ATX

24.4cm x 

21.5cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 3200(O.C.)

4 x DDR4 

DIMM sockets 

supporting up 

to 128GB

DVI-D

HDMI
2 1 n/a 4 1 n/a n/a 6 8 Yes n/a Yes n/a n/a Yes n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek® GbE LAN 

chip 

(10/100/1000 

Mbit)

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

HDMI, DVI-D Ports for Multiple Display

Ultra-Fast PCIe Gen3 x4 M.2 with PCIe NVMe & SATA mode support

High Quality Audio Capacitors and Audio Noise Guard with LED Trace Path DIMM 

sockets supporting up to 128 GB (32 GB single DIMM capacity) of system memory

B450M-DS3H R  Rp            1.220.000 

B
450

Micro ATX

24.4cm x 

21.5cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 3200(O.C.)

4 x DDR4 

DIMM sockets 

supporting up 

to 64GB

DVI-D

HDMI
2 1 n/a 4 1 n/a n/a 6 8 Yes n/a Yes n/a n/a Yes n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek® GbE LAN 

chip 

(10/100/1000 

Mbit)

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

HDMI, DVI-D Ports for Multiple Display

Ultra-Fast PCIe Gen3 x4 M.2 with PCIe NVMe & SATA mode support

High Quality Audio Capacitors and Audio Noise Guard with LED Trace Path Lighting

RGB Fusion supports RGB LED Strips in 7-Colors

Realtek® Gigabit LAN with cFosSpeed Internet Accelerator Software

Smart Fan 5 Features 5 Temperature Sensors and 2 Hybrid Fan Headers with FAN STOP

APP Center Including EasyTune™ and Cloud Station™ Utilities

B450M S2H R  Rp            1.134.000 

B
450

Micro ATX

24.4cm x 

21.5cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 3200(O.C.)

2x DDR4 DIMM 

sockets 

supporting up 

to 32GB

D-Sub

DVI-D

HDMI

1 2 n/a 4 1 n/a n/a 6 6 yes n/a n/a n/a n/a n/a n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek® GbE LAN 

chip 

(10/100/1000 

Mbit)

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

HDMI, DVI-D, D-sub Ports for Multiple Display

Ultra-Fast PCIe Gen3 x4 M.2 with PCIe NVMe & SATA mode support

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

RGB Fusion supports RGB LED Strips in 7-Colors

High Quality Audio Capacitors and Audio Noise Guard Design

Smart Fan 5 features 5 Temperature Sensors and 2 Hybrid Fan Headers

APP Center Including EasyTune™ and Cloud Station™ Utilities

Model Name

R
em

ark

 MSRP 

C
h

ip
set

Form 

Factor
Unique Features

So
cket

CPU 

Support

Standard Features



AMD B350
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Ultra Durable

GA-A320M-S2H-V2 R  Rp               932.000 

B
350

Micro ATX

24.4cm x 

21.5cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 3200(O.C.)

2x DDR4 DIMM 

sockets 

supporting up 

to 32GB

D-Sub

DVI-D

HDMI

1 2 n/a 4 1 n/a n/a n/a 6 6 Yes n/a Yes n/a n/a Yes n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek® GbE LAN 

chip 

(10/100/1000 

Mbit)

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

HDMI, DVI-D Ports for Multiple Display

Ultra-Fast PCIe Gen3 x4 M.2 with PCIe NVMe & SATA mode support

High Quality Audio Capacitors and Audio Noise Guard with LED Trace Path Lighting

RGB Fusion supports RGB LED Strips in 7-Colors

Realtek® Gigabit LAN with cFosSpeed Internet Accelerator Software

Smart Fan 5 Features 5 Temperature Sensors and 2 Hybrid Fan Headers with FAN STOP

APP Center Including EasyTune™ and Cloud Station™ Utilities

GA-A320M-S2H 3.1 R  Rp               905.000 

A
320

Micro ATX

24.4cm x 

21.5cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 3200(O.C.)

2x DDR4 DIMM 

sockets 

supporting up 

to 32GB

D-Sub

DVI-D

HDMI

1 2 n/a 4 1 n/a n/a n/a 6 6 Yes n/a Yes n/a n/a Yes n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek® GbE LAN 

chip 

(10/100/1000 

Mbit)

Dual Channel Non-ECC Unbuffered DDR4, 4 DIMMs

HDMI, DVI-D Ports for Multiple Display

Ultra-Fast PCIe Gen3 x4 M.2 with PCIe NVMe & SATA mode support

High Quality Audio Capacitors and Audio Noise Guard with LED Trace Path Lighting

RGB Fusion supports RGB LED Strips in 7-Colors

Realtek® Gigabit LAN with cFosSpeed Internet Accelerator Software

Smart Fan 5 Features 5 Temperature Sensors and 2 Hybrid Fan Headers with FAN STOP

APP Center Including EasyTune™ and Cloud Station™ Utilities

GA-A320M-S2H L  Rp               883.000 

B
350

Micro ATX

24.4cm x 

21.5cm

AMD 

AM4 

Ryzen

3rd Generation 

AMD Ryzen™ 

processors:

Support for 

DDR4 3200(O.C.)

2x DDR4 DIMM 

sockets 

supporting up 

to 32GB

D-Sub

DVI-D

HDMI

1 2 n/a 4 1 n/a n/a n/a 6 6 n/a n/a Yes n/a n/a n/a n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Support for S/PDIF 

Out

Realtek® GbE LAN 

chip 

(10/100/1000 

Mbit)

Dual Channel Non-ECC Unbuffered DDR4, 2 DIMMs

HDMI, DVI-D, D-sub Ports for Multiple Display

Ultra-Fast PCIe Gen3 x4 M.2 with PCIe NVMe & SATA mode support

GIGABYTE Exclusive 8118 Gaming LAN with Bandwidth Management

RGB Fusion supports RGB LED Strips in 7-Colors

High Quality Audio Capacitors and Audio Noise Guard Design

Smart Fan 5 features 5 Temperature Sensors and 2 Hybrid Fan Headers

APP Center Including EasyTune™ and Cloud Station™ Utilities

AMD A68H

GA-F2A68HM-DS2 R  Rp               733.000 

A
M

D
 A

68
H

Micro ATX

24.4cm x 

21.5cm

FM2+

Support for 9th 

and 8th 

Generation 

Intel® Core™ i9 

processors/ 

Intel® Core™ i7/ 

i5/ i3/ Pentium®/ 

Celeron®

2 x DDR3 

DIMM sockets 

supporting up 

to 64 GB

D-Sub

DVI-D
1 1 1 4 n/a n/a n/a 2 8 n/a n/a Yes n/a n/a n/a n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek® GbE LAN 

chip 

(10/100/1000 

Mbit)

Socket FM2+ supports AMD FM2+/FM2 A-series APU

GIGABYTE Ultra Durable™ 4 Plus Technology

Audio Noise Guard with High Quality Audio Capacitors

Dual-link DVI for high resolution display of up to 2560 x 1600 pixels

Native USB 3.0 and SATA3 ports with RAID support

GIGABYTE UEFI DualBIOS™

GIGABYTE On/Off Charge™ for USB devices

All solid capacitors design

GA-F2A68HM-H R  Rp               758.000 

A
M

D
 A

68H

Micro ATX

24.4cm x 

21.5cm

FM2+

Support for 9th 

and 8th 

Generation 

Intel® Core™ i9 

processors/ 

Intel® Core™ i7/ 

i5/ i3/ Pentium®/ 

Celeron®

2 x DDR3 

DIMM sockets 

supporting up 

to 32 GB

D-Sub

HDMI
1 1 1 4 n/a n/a n/a 2 8 n/a n/a Yes n/a n/a n/a n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek® GbE LAN 

chip 

(10/100/1000 

Mbit)

GIGABYTE Ultra Durable™ Technology

Dedicated audio hardware zone with Audio Noise Guard design

HDMI 1.4, D-sub ports for multi-display support

Native USB 3.0 and SATA3 ports with RAID support

GIGABYTE UEFI BIOS

GIGABYTE On/Off Charge™ for USB devices

Solid capacitors for APU VRM design

Memory 
Output

Display

P
C

IE

P
C

IE

P
C

I

SA
TA

SSD
 

N
V

M

Th
u

n

Typ
e 

U
SB

 

U
SB

 

C
o

m
 

LP
T

R
A

ID

B
lu

et

SLI

C
ro

ss WIFI Audio LAN

Ultra Durable

GA-AM1M-S2P R  Rp               175.000 

A
PU

Micro ATX

24.4cm x 

21.5cm

FS1b

AMD Athlon™ 

series processors

AMD Sempron™ 

series processors

2 x 1.5V DDR3 

DIMM sockets 

supporting up 

to 32 GB

D-Sub 1 1 1 6 n/a n/a n/a 2 6 Yes Yes n/a n/a n/a n/a n/a

Realtek® ALC887 

codec

High Definition Audio

2/4/5.1/7.1-channel

Realtek﻿® GbE LAN 

chip 

(10/100/1000 

Mbit)

Socket FS1b supports AMD AM1 Athlon/Sempron-series APU

GIGABYTE Ultra Durable™ 4 Plus Technology

GIGABYTE UEFI DualBIOS™

GIGABYTE On/Off Charge™ for USB devices

2 USB 3.0 ports with GIGABYTE 3x USB power

High ESD Protection on GbE LAN and USB ports

Model Name

R
em

ark

 MSRP Unique Features

C
h

ip
set

Form 

Factor

So
cket

CPU 

Support

Standard Features

Unique Features

C
h

ip
set

Form 

Factor

So
cke

t

CPU 

Support

Standard Features

Model Name

R
em

ark

 MSRP 



GPU

Clock 

Mem

Clock

Mem

Size

Mem

Type

Bus 

(Bit)

CUDA 

Proc

D
-Su

b

D
V

I 

U
SB

 Typ
e

 -c

D
isp

lay 
P

o
rt

H
D

M
I

GBT VGA GV-N3090AORUS X-

24GD
L  Rp      42.995.000 

RTX

3090
1 860 MHz 1 9500 MHz 2 4 GB GDDR6X 3 84 bit 1 0496 N/A N/A

N
/A 3 2 Yes 4

1 2 

ULT

2
  -w

ay N
V

ID
IA

 N
V

LIN
K

™

High 3
Unique Blade Stack 

Fan

GBT VGA GV-N3090 AORUS M-

24GD
NA  Rp      40.850.000 

RTX

3090
1 785 MHz 1 9500 MHz 2 4 GB GDDR6X 3 84 bit 1 0496 N/A N/A

N
/A Yes 4 1 2  ULT

2
  -w

ay N
V

ID
IA

 N
V

LIN
K

™

High 3
Unique Blade Stack 

Fan

GBT VGA GV-N3090VISION OC-

24G
NA  Rp      40.140.000 

RTX

3090
1 755 MHz 1 9500 MHz 2 4 GB GDDR6X 3 84 bit 1 0496 N/A N/A

N
/A 3 2 Yes 4 1 2  ULT

2
  -w

ay N
V

ID
IA

 N
V

LIN
K

™

High 3
WINDFORCE 3X 

Cooling

GBT VGA GV-N3090GAMING OC-

24GD
C  Rp      38.400.000 RTX 3090 (TBD) 1 9500 MHz 2 4 GB GDDR6X 3 84 bit 1 0496 N/A N/A

N
/A 3 2 Yes 4 12

Yes High 3 Wind force 3X

GBT VGA GV-N3090EAGLE OC-

24GD
NA  Rp      36.450.000 RTX 3090 (TBD) 1 9500 MHz 2 4 GB GDDR6X 3 84 bit 1 0496 N/A N/A

N
/A 3 2 Yes 4 12

Yes High 3 Wind force 3X

Effective Date : 10 Februari 2022

NVIDIA SERIES

GPU

Specification Connectivity V
R

 R
e

ad
y

M
u

lti D
isp

lay

Model Name R  MSRP 

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3090

Integrated with 24GB GDDR6X 384-bit memory interface

MAX-COVERED cooling

LCD Edge View

RGB Fusion 2.0

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3090

Integrated with 24GB GDDR6X 384-bit memory interface

MAX-COVERED cooling

LCD Edge View

RGB Fusion 2.0

6 video outputs

Protection metal back plate

4 years warranty (Online registration required)

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3090

Integrated with 24GB GDDR6X 384-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3090

IRGB Fusion 2.0

Protection metal back plate

4 Years Warranty (Online registration required)

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3090

IRGB Fusion 2.0

Protection metal back plate

Direct

X
SLI

Porfile

High/L

ow

Fan
Cooling

System
Bundle / Feature



GBT VGA GV-N3090 EAGLE-24G NA  Rp      35.270.000 
RTX

3090
1 695 MHz 1 9000 MHz 1 0 GB GDDR6X 3 20 bit 8 704 N/A N/A

N
/A 3 2 Yes 4 1 2  ULT

2
  -w

ay N
V

ID
IA

 N
V

LIN
K

™

High 3 Wind force 3X

GBT VGA GV-N3090TURBO-24GD R  Rp      40.530.000 
RTX

3090
1 695 MHz 1 9500 MHz 2 4 GB GDDR6X 3 84 bit 1 0496 N/A N/A

N
/A 2 2 Yes 4 1 2  ULT

2
  -w

ay N
V

ID
IA

 N
V

LIN
K

™

High 1
Turbo Fan Cooling 

System

GV-N308TAORUSX WB-12GD C  Rp      34.990.000 RTX 3080 Ti 1770 MHz 1 9000 MHz 12 GB GDDR6X 384 bit 10240 N/A N/A

N
/A 3 3 N/A 4

1 2

ULT

N
o High 4

WaterForce 

Waterblock

GV-N308TAORUS X-12GD NA  Rp      34.070.000 RTX 3080 Ti 1830 MHz 1 9000 MHz 12 GB GDDR6X 384 bit 10240 N/A N/A

N
/A 3 3 N/A 4

1 2

ULT

N
o High 4

MAX-COVERED 

COOLING

GV-N308TAORUS M-12GD R  Rp      33.050.000 RTX 3080 Ti 1770 MHz 1 9000 MHz 12 GB GDDR6X 384 bit 10240 N/A N/A

N
/A 3 3 N/A 4

1 2

ULT

N
o High 4

MAX-COVERED 

COOLING

GV-N308TGAMING OC-12GD R  Rp      29.900.000 RTX 3080 Ti 1710 MHz
19000 MHz

12 GB
GDDR6X

384 bit 10240 N/A N/A

N
/A 2 2 N/A 4 12

N
o High 3 Wind force 3X

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3090

IRGB Fusion 2.0

Protection metal back plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3090

Integrated with 24GB GDDR6X 384-bit memory interface

Turbo Fan Cooling System

Vapor chamber direct touch GPU

Copper Heat Sink

Double ball bearing fan

Metal cover and metal back plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3080 Ti

Integrated with 12GB GDDR6X 384-bit memory interface

WATERFORCE Water Block cooling system

Leak detection

RGB Fusion 2.0

6 Outputs

Protection metal back plate

4 Years Warranty (Online registration required)

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3080 Ti

Integrated with 12GB GDDR6X 384-bit memory interface

MAX-Covered cooling

LCD Edge View

RGB Fusion 2.0

6 video outputs

Protection metal back plate

4 years warranty (Online registration required)

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3080 Ti

Integrated with 12GB GDDR6X 384-bit memory interface

MAX-Covered cooling

LCD Edge View

RGB Fusion 2.0

6 video outputs

Protection metal back plate

4 years warranty (Online registration required)

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3080 Ti

Integrated with 12GB GDDR6X 384-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

4 Years Warranty (Online registration required)



GV-N308TVISION OC-12GD R  Rp      31.090.000 RTX 3080 Ti 1710 MHz
19000 MHz

12 GB
GDDR6X

384 bit 10240 N/A N/A

N
/A 2 2 N/A 4 12

N
o High 3 Wind force 3X

GV-N3080GAMING OC-12GD 1.0 R  Rp      28.050.000 RTX 3080
 

1755 MHz
1 9000 MHz 1 2 GB GDDR6X 3 20 bit

	

8 960
N/A N/A

N
/A 3 2 Yes 4 12

Yes High 3 Wind force 3X

GV-N3080TURBO-10GD NA  Rp      22.800.000 
RTX

3080
1 710 MHz 1 9000 MHz 1 0 GB GDDR6X 3 20 bit 	8 704 N/A N/A

N
/A 2 2 Yes 4 12

2
  -w

ay N
V

ID
IA

 N
V

LIN
K

™

High 3
Turbo Fan Cooling 

System

GV-N308TEAGLE-12GD NA  Rp      27.100.000 RTX 3080 Ti 1665 MHz 1 9000 MHz 12 GB GDDR6X 384 bit 10240 N/A N/A

N
/A 3 2 N/A 4

1 2

ULT

N
o High 4 Wind force 3X

GV-N3080AORUS M-10GD 3.0 L  Rp      25.500.000 
RTX

3080
1 845 MHz 1 9000 MHz 1 0 GB GDDR6X 3 20 bit

	

8 704
N/A N/A

N
/A 3 2 Yes 4 12

Yes High 3
MAX-COVERED 

COOLING

GV-N3080GAMING OC-10GD 2.0 R  Rp      19.660.000 RTX 3080 1 800 MHz 1 9000 MHz 1 0 GB GDDR6X 3 20 bit
	

8 704
N/A N/A

N
/A 3 2 Yes 4 12

Yes High 3 Wind force 3X

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3080

Integrated with 10GB GDDR6X 320-bit memory interface

MAX-COVERED cooling

LCD Edge View

RGB Fusion 2.0

6 video outputs

Protection metal back plate

4 years warranty (Online registration required)

LHR (Lite Hash Rate) version

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3080 Ti

Integrated with 12GB GDDR6X 384-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3080

Integrated with 12GB GDDR6X 384-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

4 Years Warranty (Online registration required)

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3080

Integrated with 10GB GDDR6X 320-bit memory interface

Turbo Fan Cooling System

Vapor chamber direct touch GPU

Copper Heat Sink

Double ball bearing fan

Metal cover and metal back plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3080 Ti

Integrated with 12GB GDDR6X 384-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plateNVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3080 Ti

Integrated with 12GB GDDR6X 384-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plateNVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3080 Ti

Integrated with 12GB GDDR6X 384-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plateNVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3080 Ti

Integrated with 12GB GDDR6X 384-bit memory interface

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3090

IRGB Fusion 2.0

Protection metal back plate

4 Years Warranty (Online registration required)

LHR (Lite Hash Rate) version



GV-N3080VISION OC-10GD 2.0 L  Rp      20.900.000 
RTX

3080
1 800 MHz 1 9000 MHz 1 0 GB GDDR6X 3 20 bit

	

8 704
N/A N/A

N
/A 3 2 Yes 4 12

Yes High 3 Wind force 3X

GBT VGA GV-N3080EAGLE OC-

10GD
NA  Rp      19.110.000 RTX 3080 1 755 MHz 1 9000 MHz 1 0 GB GDDR6X 3 20 bit

	

8 704
N/A N/A

N
/A 3 2 Yes 4 12

Yes High 3 Wind force 3X

GV-N3080EAGLE-10GD 2.0 NA  Rp      18.549.000 
RTX

3080
1 710 MHz 1 9000 MHz 1 0 GB GDDR6X 3 20 bit 	8 704 N/A N/A

N
/A 3 2 Yes 4 12

2
  -w

ay N
V

ID
IA

 N
V

LIN
K

™

High 3 Wind force 3X

GV-N307TAORUS M-8GD R  Rp      18.240.000 RTX 3070 Ti 1875 MHz 8 GB
GDDR6X 256 bit 6144

N/A N/A

N
/A 3 3 N/A 4 12

Yes High 4
MAX-Covered 

cooling

N307TGAMING OC-8GD R  Rp      16.230.000 RTX 3070 Ti 1830 MHz 8 GB
GDDR6X 256 bit 6144

N/A N/A

N
/A 2 2 N/A 4 12

Yes High 4 Wind Force 3X

GV-N307TVISION OC-8GD R  Rp      16.450.000 RTX 3070 Ti 1830 MHz 8 GB GDDR6X 256 Bit 6144 N/A N/A

N
/A 2 2 N/A 4 12

N
o High 4 Wind Force 3X

GV-N307TEAGLE-8GD NA  Rp      13.990.000 RTX 3070 Ti 1770 MHz 8 GB
GDDR6X 256 bit 6144

N/A N/A

N
/A 2 2 N/A 4 12

Yes High 4 Wind Force 3X

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3070 Ti

Integrated with 8GB GDDR6X 256-bit memory interface

MAX-Covered cooling

LCD Edge View

RGB Fusion 2.0

6 video outputs

Protection metal back plate

4 years warranty (Online registration required)

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3070 Ti

Integrated with 8GB GDDR6X 256-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

4 Years Warranty (Online registration required)

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3070 Ti

Integrated with 8GB GDDR6X 256-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3070 Ti

Integrated with 8GB GDDR6X 256-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3080

Integrated with 10GB GDDR6X 320-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

Lite Hash Rate (LHR) Version

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3090

IRGB Fusion 2.0

Protection metal back plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3090

IRGB Fusion 2.0

Protection metal back plate

LHR (Lite Hash Rate) version



GV-N3070AORUS M-8GD 2.0 R  Rp      16.700.000 
RTX

3070
1 845 MHz 1 4000 MHz 8  GB GDDR6 2 56 bit 5 888 N/A N/A

N
/A 3 2 N/A 4 12

Yes High 3
Unique Blade Stack 

Fan

GV-N3070GAMING OC-8GD 2.0 R  Rp      14.190.000 
RTX

3070
1 815 MHz 1 4000 MHz 8  GB GDDR6 2 56 bit 5 888 N/A N/A

N
/A 2 2 N/A 4 12

Yes High 3 Wind force 3X

GV-N3070EAGLE OC-8GD 2.0 NA  Rp      14.170.000 
RTX

3070
1 770 MHz 1 4000 MHz 8  GB GDDR6 2 56 bit 5 888 N/A N/A

N
/A 2 2 N/A 4 12

Yes High 3 Wind force 3X

GBT VGA GV-N3070EAGLE-8GD NA  Rp      13.545.000 
RTX

3070
1 725 MHz 1 4000 MHz 8  GB GDDR6 2 56 bit 5 888 N/A N/A

N
/A 2 2 N/A 4 12

Yes High 3 Wind force 3X

GV-N306TVISION OC-8GD NA  Rp      12.400.000 RTX 3060 Ti 1 755 MHz 1 4000 MHz 8  GB GDDR6 256 bit
4864

N/A N/A

N
/A 2 2 N/A 6 12

Yes High 3 Wind force 3X

GV-N306TAORUS E-8GD 2.0 R  Rp      14.930.000 RTX 3060 Ti 1785 MHz
1 4000 MHz

8GB GDDR6
1 92 bit 4864

N/A N/A

N
/A 2 2 Yes 4 12

N
/A High 3 Wind force 3X

GV-N306TGAMINGOCPRO-8GD 

3.0
L  Rp      12.180.000 RTX 3060 Ti 1 770 MHz 1 4000 MHz 8  GB GDDR6 256 bit

4864
N/A N/A

N
/A 2 2 N/A 4 12

Yes High 3 Wind force 3X

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3070

Integrated with 8GB GDDR6 256-bit memory interface

MAX-COVERED cooling

LCD Edge View

RGB Fusion 2.0

6 video outputs

Protection metal back plate

4 years warranty (Online registration required)

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3060 Ti

Integrated with 8GB GDDR6 256-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

LHR (Lite Hash Rate) version

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3070

Integrated with 8GB GDDR6 256-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3060 Ti

Integrated with 8GB GDDR6 256-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3060 Ti

Integrated with 8GB GDDR6 256-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

4 years warranty (Online registration required)

LHR (Lite Hash Rate) version

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3070

Integrated with 8GB GDDR6 256-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

4 Years Warranty (Online registration required)

LHR (Lite Hash Rate) version

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3070

Integrated with 8GB GDDR6 256-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate



GV-N306TGAMING OC-8GD 2.0 L  Rp      11.620.000 RTX 3060 Ti 1 740 MHz 1 4000 MHz 8  GB GDDR6 256 bit
4864

N/A N/A

N
/A 2 2 N/A 4 12

Yes High 3 Wind force 3X

GBT VGA GV-N306TEAGLE OC-

8GD
NA  Rp      11.260.000 RTX 3060 Ti 1 695 MHz 1 4000 MHz 8  GB GDDR6 256 bit

4864
N/A N/A

N
/A 2 2 N/A 4 12

Yes High 3 Wind force 2X

GBT VGA GV-N306TEAGLE-8GD 

2.0
NA  Rp      11.000.000 RTX 3060 Ti 1 665 MHz 1 4000 MHz 8  GB GDDR6 256 bit

4864
N/A N/A

N
/A 2 2 N/A 4 12

Yes High 3 Wind force 2X

GV-N3060AORUS E-12GD 2.0 R  Rp      10.530.000 RTX 3060 1 867 MHz
1 5000 MHz

12GB GDDR6
1 92 bit

3 584 N/A N/A

N
/A 2 2 Yes 4 12

N
/A High 3 Wind force 3X

GV-N3060GAMING OC-12GD NA  Rp      10.270.000 RTX 3060 1 837 MHz
1 5000 MHz

12GB GDDR6
1 92 bit

3 584 N/A N/A

N
/A 2 2 Yes 4 12

N
/A High 3 Wind force 3X

GV-N3060VISION OC-12GD NA  Rp      10.400.000 RTX 3060 1 837 MHz
1 5000 MHz

12GB GDDR6
1 92 bit

3 584 N/A N/A

N
/A 2 2 Yes 4 12

N
/A High 3 Wind force 3X

GV-N3060EAGLE OC-12GD NA  Rp         9.140.000 RTX 3060 1 807 MHz
1 5000 MHz

12GB GDDR6
1 92 bit

3 584 N/A N/A

N
/A 2 2 Yes 4 12

N
/A High 3 Wind force 2X

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3060 Ti

Integrated with 8GB GDDR6 256-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

100mm unique blade fans

RGB Fusion 2.0

Protection back plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3060 Ti

Integrated with 8GB GDDR6 256-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

100mm unique blade fans

RGB Fusion 2.0

Protection back plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3060

Integrated with 12GB GDDR6 192-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

4 years warranty (Online registration required)

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3060 Ti

Integrated with 8GB GDDR6 256-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3060

Integrated with 12GB GDDR6 192-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

NVIDIA Ampere Streaming Multiprocessors

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3060

Integrated with 12GB GDDR6 192-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3060

Integrated with 12GB GDDR6 192-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

100mm unique blade fans

RGB Fusion 2.0

Protection back plate



GV-N3060EAGLE-12GD 2.0 NA  Rp         8.990.000 RTX 3060 1 777 MHz
1 5000 MHz

12GB GDDR6
1 92 bit

3 584 N/A N/A

N
/A 2 2 Yes 4 12

N
/A High 3 Wind force 2X

GV-N3050GAMING OC-8GD R  Rp         7.990.000 RTX 3050
 

1822 MHz
14000 MHz 8GB GDDR6 128 bit 2560 N/A N/A

N
/A 2 2 Yes 4 12

N
/A High 3 Wind force 3X

GV-N2060WF2OC-12GD R  Rp      11.165.000 RTX 2060 1680 MHz
1 4000 MHz

12 GB GDDR6 192 bit 1920 N/A N/A

N
/A 3 1 Yes 4 12

N
o High 2 Wind force 2X

GV-N2060D6-12GD L  Rp      11.165.000 RTX 2060 1650 MHz
1 4000 MHz

12 GB GDDR6 192 bit 1920 N/A N/A

N
/A 3 1 Yes 4 12

N
o High 2 Wind force 2X

GV-N206SWF2OC-8GD L  Rp      10.800.000 RTX 2060 1680 MHz 14000 MHz 8GB GDDR6 256 bit 2176 No No 1 3 1 Yes 4 12 No High Dual
WINDFORCE 2X 

cooling system

GV-N2060D6-6GD 2.0 R  Rp         8.993.000 RTX 2060 1 680 MHz
1 4000 MHz

6GB GDDR6 192 bit 1920 N/A N/A 3 1 Yes 4 12
N

o High 2 Wind force 2X

GV-N166SOC-6GD R  Rp         8.420.000 
GTX 1660 

SUPER™
1830 MHz 14000 MHz 6GB GDDR6 192 bit

 

1408
No No No 3 1 Yes 4 12 No High Dual

WINDFORCE 2X 

Cooling System

GV-N166SD6-6GD L  Rp         8.420.000 
GTX 1660 

SUPER™
1 785 MHz 14000 MHz 6GB GDDR6 192 bit

 

1408
No No No 3 1 Yes 4 12 No High Dual

WINDFORCE 2X 

Cooling System

Powered by GeForce RTX™ 2060

Integrated with 6GB GDDR6 192-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

90mm unique blade fans

Protection back plate

Powered by GeForce® GTX 1660 SUPER™

Integrated with 6GB GDDR6 192-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

90 mm unique blade fans

Protection Back Plate

Features

Powered by GeForce RTX™ 2060

Integrated with 12GB GDDR6 192-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

100mm unique blade fans

Protection back plate

Features

Powered by GeForce RTX™ 2060

Integrated with 12GB GDDR6 192-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

90mm unique blade fans

Protection back plate

Features

Powered by GeForce® RTX 2060 SUPER™

Integrated with 8GB GDDR6 256-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

100mm unique blade fans

Protection Back Plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3060

Integrated with 12GB GDDR6 192-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

100mm unique blade fans

RGB Fusion 2.0

Protection back plate

Powered by GeForce® GTX 1660 SUPER™

NVIDIA Turing™ architecture and GeForce Experience™

Integrated with 6GB GDDR6 192-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

90 mm unique blade fans

Protection Back Plate

NVIDIA Ampere Streaming Multiprocessors

2nd Generation RT Cores

3rd Generation Tensor Cores

Powered by GeForce RTX™ 3050

Integrated with 8GB GDDR6 128-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

RGB Fusion 2.0

Protection metal back plate



GV-N166TOC-6GD R  Rp         8.575.000 GTX 1060Ti 1800 MHz 12000 MHz 6GB GDDR6 192 bit 1536 No No 3 1 Yes 4 12,1 Yes High Dual

WINDFORCE 2X 

with Blade Fan 

Design

GV-N1660OC-6GD R  Rp         7.329.000  GTX 1660 1830 MHz 8002 MHz 6GB GDDR5 192 bit 1408 No No 3 1 Yes 4 12,1 Yes High Dual
WINDFORCE 2X 

with Blade Fan 

Design

GV-N1656WF2OC-4GD 2.0 R  Rp         4.392.000 GTX1 1650 1650 MHz
12000 MHz

4 GB GDDR6
 

128 bit
1280 No No 1 1 1 Yes 3 12,1 No High Dual

WINDFORCE 2X 

with Blade Fan 

Design

GV-N165SWF2OC-4GD NA  Rp         4.530.000 GTX1 1650 1755 MHz 12000 MHz 4 GB GDDR6
 

128 bit
1280 No No 1 1 1 Yes 3 12,1 No High Dual

WINDFORCE 2X 

with Blade Fan 

Design

GV-N165SOC-4GD NA  Rp         4.298.000 GTX 1650
1740 MHz

12000 MHz 5 GB GDDR6
 

128 bit
1280 No No 1 1 1 Yes 3 12,1 No High Single

a 90mm unique 

blade fan

GV-N165SD6-4GD NA  Rp         4.178.000 GTX 1650 Super 1725MHz 12000 MHz 4GB GDDR6 128 bit 1280 No 1

N
/A 1 1 Yes 3 12,1 N o High Single

90mm unique blade 

fan

GBT VGA GV-N1656OC-4GD NA  Rp         4.260.000 GTX 1650 1635 MHz 12000 MHz 4GB GDDR6 128 bit 896 No 1 1 1 3 12,1 N o High Single
80mm unique blade 

fan

GV-N1656D6-4GD 2.0 R  Rp         4.148.000 GTX 1650 1590 MHz 12000 MHz 4GB GDDR6 128 bit 896 No 1 1 1 3 12,1 N o High Single
90mm unique blade 

fan

GV-N1650IXOC-4GD R  Rp         4.280.000 GTX 1650 1680 MHz 8002 MHz 4GB GDDR5 128 Bit 896 No No 2 1 Yes 4 12,1 Yes High Single
80mm unique blade 

fan

GV-N1650IX-4GD R  Rp         3.820.000 GTX 1650 1665 MHz 8002 MHz 4GB GDDR5 128 Bit 896 No No 2 1 Yes 4 12,1 Yes High Single
80mm unique blade 

fan

Powered by GeForce® GTX 1650

NVIDIA Turing™ architecture and GeForce Experience™

Integrated with 4GB GDDR6 128bit memory interface

80mm unique blade fan

170 mm compact card size

Powered by GeForce® GTX 1650

NVIDIA Turing™ architecture and GeForce Experience™

Integrated with 4GB GDDR6 128bit memory interface

90mm unique blade fan

172 mm compact card size

Features

Powered by GeForce® GTX 1650

NVIDIA Turing™ architecture and GeForce Experience™

Integrated with 4GB GDDR5 128bit memory interface

80mm unique blade fan

170 mm compact card size

Features

Powered by GeForce® GTX 1650 SUPER™

Integrated with 4GB GDDR6 128-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

90 mm unique blade fans

Protection Back Plate

Features

Powered by GeForce® GTX 1650 SUPER™

Integrated with 4GB GDDR6 128-bit memory interface

90 mm unique blade fans

170mm compact card size

Features

Powered by GeForce® GTX 1650 SUPER™

NVIDIA Turing™ architecture and GeForce Experience™

Integrated with 4GB GDDR6 128-bit memory interface

90 mm unique blade fans

172mm compact card size

Features

Powered by GeForce® GTX 1660 Ti 

Integrated with 6GB GDDR6 192-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

90mm unique blade fans

Protection back plate

Features

Powered by GeForce® GTX 1660

Integrated with 6GB GDDR5 192-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

90mm unique blade fans

Protection back plate

Features

Powered by GeForce® GTX 1650

NVIDIA Turing™ architecture and GeForce Experience™

Integrated with 4GB GDDR6 128-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

80 mm unique blade fans

Features

Powered by GeForce® GTX 1650

NVIDIA Turing™ architecture and GeForce Experience™

Integrated with 4GB GDDR5 128bit memory interface

80mm unique blade fan

170 mm compact card size



GV-N1650OC-4GD R  Rp         3.986.000 GTX 1650 1710 MHz 8002 MHz 4GB GDDR5 128 Bit 896 No No 3 1 Yes 4 12,1 Yes High Dual

WINDFORCE 2X 

with Blade Fan 

Design

GV-N105TD5-4GD R  Rp         3.720.000 GTX1050 1430MHz 7008 MHz 4GB GDDR5 128Bit 768 1 1 1 3 12,1 No High single 90mm Fan Design

GV-N1030OC-2GI L  Rp         1.570.000 GT 1030 1290 MHz 6008 MHz 2GB GDDR5 64 Bit 384 No 1 n/a 1 2 12,1 No High Single Fansink

GV-N1030D5-2GL NA  Rp         1.603.000 GT 1030 1252 MHz 6008 MHz 2GB GDDR5 64 Bit 384 No 1 n/a 1 2 12,1 No LOW Single Fansink

GV-N1030D4-2GL NA  Rp         1.493.000 GT 1030 1417MHz 2 100 MHz 4GB GDDR4 64 Bit 384 No 1 n/a 1 2 12,1 No LOW Single Fansink

GV-N730D3-2GI 3.0 NA  Rp         1.197.000 GT 730 902 MHz 1600 MHz 2GB
GDDR3

64 Bit 96 1 1 No 1 2 12,1 No LOW Single Fansink

GV-N710D5-2GIL NA  Rp         1.120.000 GT 710 954 MHz 5010 MHz 2 GB GDDR5 64 bit 192 1 1 No 1 2 12,1 No LOW Single Fansink

GV-N980X3WA-4GD C  Rp         8.840.000 GTX 980 1228 MHz 7100 MHz 4GB GDDR5 256 Bit 2048 Yes* Yes yes Yes 4 12,1 Yes High Triple WindForce 3X 600W

GV-N730D5-2GL R  Rp         1.230.000 GT 730 902MHz 5000 Mhz 2GB GDDR5 64Bit 96 N/A 1 No 1 2 12,1 No LOW Single Fansink

GV-N710D3-2GL 2.0 NA  Rp            955.000 GT 710 954 MHz 1600 MHz 2GB GDDR3 64 bit 192 N/A 1 No 1 2 12,1 No LOW Single Fansink

GV-N710D5-1GL NA  Rp            780.000 GT 710 954 MHz 5010 MHz 1 GB GDDR5 64 bit 192 N/A 1 No 1 2 12,1 No LOW Single Fansink

Keterangan : * = by adapter | ** = by Software | SLI = Scalable Link Interface

Powered by GeForce® GT 1030 

Integrated with 2GB GDDR5 64bit memory 

Low profile design with 150 mm card length 

One-click overclocking via AORUS Graphics Engine

Powered by GeForce® GT 1030

Integrated with 2GB DDR4 64bit memory

Low profile design with 150 mm card length

One-click overclocking via AORUS Graphics Engine

Powered by NVIDIA GeForce GT 730 GPU

Integrated with the first 2048MB DDR3 memory and 64-bit memory interface

Core Clock: 902 MHz

Features Dual-Link DVI-D / HDMI / D-Sub

Support PCI Express 2.0 x8 bus interface

System power supply requirement: 300W

Powered by NVIDIA GeForce GT 710 GPU

Integrated with 2GB GDDR5 64bit memory interface

Core clock： 954MHz

Features Dual-Link DVI-D/ HDMI/ D-SUB

Support PCI Express 2.0 x8 bus interface

WATERCOOLING BOX : 504 x 215x 153 mm 

3-WAY SLI Bridge : 109 x 50 x 23 mm  Graphics Card: 285 x 128 x 43 mm 

Radiator: 166 x 120 x 27 mm, Pipe: 1300 mm Radiator 

Fan: 120 x 120 x 25 mm VGA JACK: Max 535 / Min 310 mm 

CD-ROM BOX: 148 x 44 x 94 mm

Powered by NVIDIA GeForce GT 730 GPU

Integrated with 2GB GDDR5 64bit memory interface

Core clock： 902MHz

Features Dual-link DVI-I / HDMI

Support PCI Express 2.0 x8 bus interface

Powered by NVIDIA GeForce GT 710 GPU

Integrated with the first 2048MB DDR3 memory and 64-bit memory interface

Core Clock: 954MHz

Features Dual-link DVI-D / D-Sub / HDMI

Support PCI Express 2.0 x8 bus interface

Recommended system power supply requirement: 300W

Powered by NVIDIA GeForce GT 710 GPU

Integrated with 1GB GDDR5 64bit memory interface

Core clock： 954MHz

Features Dual-Link DVI-D/ HDMI

Support PCI Express 2.0 x8 bus interface

Features

Powered by GeForce® GTX 1650

Integrated with 4GB GDDR5 128-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

80 mm unique blade fan

Powered by GeForce® GTX 1050 Ti, Integrated with 4GB GDDR5 128bit memory

90mm Fan Design, Support up to 8K display @60Hz

Powered by GeForce® GT 1030 

Integrated with 2GB GDDR5 64bit memory 

Supports HDMI 4K@60Hz 

Smooth 4K video playback and HTML5 web browsing
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GV-R69XTAORUSX WB-16GD L  Rp      30.750.000 
AMD Radeon™ 

RX 6900 XT
2525 MHz 1 6000 MHz

1 6 GB GDDR6 2 56 bit
5120 N/A N/A N/A 2 2 Yes 4

1 2 

Ultimat

e
N/A High N/A WaterBlock

GV-R69XTAORUS M-16GD L  Rp      28.550.000 
AMD Radeon™ 

RX 6900 XT
2365 MHz 1 6000 MHz

1 6 GB GDDR6 2 56 bit
5120 N/A N/A 1 2 1 Yes 4

1 2 

Ultimat

e
N/A High Triple

Max Covered 

Cooling

GV-R69XTGAMING OC-16GD R  Rp      28.300.000 
AMD Radeon™ 

RX 6900 XT
2285 MHz

1 6000 MHz 1 6 GB GDDR6 2 56 bit
5120 N/A N/A N/A 2 2 Yes 4

1 2 

Ultimat

e
N/A High Triple

WINDFORCE 3X 

Cooling System

GV-R68XTAORUS M-16GD L  Rp      24.900.000 
Radeon RX 

6800XT
2310MHz

1 6000 MHz
16GB

GDDR6
256 bit 4608 N/A N/A N/A 2 2 Yes 4 12 N/A High Triple

Max Covered 

Cooling

GV-R68XTGAMING OC-16GD R  Rp      22.500.000 
Radeon RX 

6800XT
2285MHz

1 6000 MHz
16GB

GDDR6
256 bit 34608 N/A N/A 2 2 Yes 4 12 N/A High Triple

WINDFORCE 3X 

Cooling System

AMD SERIES

Model Name R  MSRP DirectX

C
ro
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Powered by RDNA2 Radeon™ RX 6800XT

Integrated with 16GB GDDR6 256-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

Screen cooling

Graphene nano lubricant

RGB Fusion 2.0

Dual BIOS

Protection metal back plate

Powered by RDNA2 Radeon™ RX 6900 XT

Integrated with 16GB GDDR6 256-bit memory interface

WATERFORCE Water Block cooling system

Leak detection

RGB Fusion 2.0

Protection metal back plate

4 Years Warranty (Online registration required)

Powered by RDNA2 Radeon™ RX 6900 XT

Integrated with 16GB GDDR6 256-bit memory interface

MAX-Covered cooling

LCD Edge View

RGB Fusion 2.0

Dual BIOS

Protection metal back plate

4 years warranty (Online registration required)

FEATURES

Powered by RDNA2 Radeon™ RX 6900 XT

Integrated with 16GB GDDR6 256-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

Graphene nano lubricant

RGB Fusion 2.0

Dual BIOS

Protection metal back plate

KEY FEATURE

Powered by RDNA2 Radeon™ RX 6800 XT

Integrated with 16GB GDDR6 256-bit memory interface

MAX-Covered cooling

LCD Edge View

RGB Fusion 2.0

Dual BIOS

Protection metal back plate

4 years warranty (Online registration required)



GV-R68AORUS M-16GD L  Rp      21.500.000 Radeon RX 6800 2310 MHz
1 6000 MHz

16GB
GDDR6

256 bit 3 840 N/A N/A 1 1 2 Yes 4 12 N/A High Triple
Max Covered 

Cooling

GBT VGA GV-R68GAMING OC-

16GD
R  Rp      19.690.000 Radeon RX 6800 2155 MHz

1 6000 MHz
16GB

GDDR6
256 bit 3 840 N/A N/A 2 2 Yes 4 12 N/A High Triple

WINDFORCE 3X 

Cooling System

GV-R67XTAORUS E-12GD L  Rp      18.130.000 
Radeon RX 

6700XT
 2622 MHz

1 6000 MHz
12GB

GDDR6
192 Bit

2560
N/A N/A 2 2 Yes 4 12 N/A High Triple

WINDFORCE 3X 

Cooling System

GV-R67XTGAMING OC-12GD R  Rp      15.990.000 
Radeon RX 

6700XT
2622 MHz

16000 MHz
12GB

GDDR6
192 Bit

2560
N/A N/A 2 2 Yes 4 12 N/A High Triple

WINDFORCE 3X 

Cooling System

GV-R67XTEAGLE-12GD R  Rp      14.990.000 
Radeon RX 

6700XT
2581 MHz

16000 MHz GDDR6
192 Bit

2560
N/A N/A 2 2 Yes 4 12 N/A High Triple

WINDFORCE 3X 

Cooling System

GV-R66XTGAMING OC PRO-8GD L  Rp      10.210.000 
Radeon RX 

6600XT
TBD

16000 MHz
8GB

GDDR6
128 Bit 2048 N/A N/A 2 2 Yes 4 12 N/A High Triple

WINDFORCE 3X 

Cooling System

Powered by AMD RDNA™ 2 Radeon™ RX 6600 XT

Integrated with 8GB GDDR6 128-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

Screen cooling

Graphene nano lubricant

RGB Fusion 2.0

Protection metal back plate

KEY FEATURE

Powered by RDNA2 Radeon™ RX 6800 XT

Integrated with 16GB GDDR6 256-bit memory interface

MAX-Covered cooling

LCD Edge View

RGB Fusion 2.0

Dual BIOS

Protection metal back plate

4 years warranty (Online registration required)

Powered by RDNA2 Radeon™ RX 6800

Integrated with 16GB GDDR6 256-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

Screen cooling

Graphene nano lubricant

RGB Fusion 2.0

Dual BIOS

Protection metal back plate

Powered by AMD RDNA™ 2 Radeon™ RX 6700 XT

Integrated with 12GB GDDR6 192-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

Screen cooling

Graphene nano lubricant

RGB Fusion 2.0

Protection metal back plate

4 years warranty (Online registration required)

Powered by AMD RDNA™ 2 Radeon™ RX 6700 XT

Integrated with 12GB GDDR6 192-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

Screen cooling

Graphene nano lubricant

RGB Fusion 2.0

Protection metal back plate

Powered by AMD RDNA™ 2 Radeon™ RX 6700 XT

Integrated with 12GB GDDR6 192-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

Screen cooling

Graphene nano lubricant

RGB Fusion 2.0

Protection metal back plate



GV-R66XTGAMING OC-8GD R  Rp      10.190.000 
Radeon RX 

6600XT
2593 MHz

16000 MHz
8GB

GDDR6
128 Bit 2048 N/A N/A 2 2 Yes 4 12 N/A High Triple

WINDFORCE 3X 

Cooling System

GV-R66XTEAGLE-8GD R  Rp         9.990.000 
Radeon RX 

6600XT
TBD

16000 MHz
8GB

GDDR6
128 Bit 2048 N/A N/A 2 2 Yes 4 12 N/A High Triple

WINDFORCE 3X 

Cooling System

GV-R66EAGLE-8GD R  Rp         8.450.000 Radeon RX 6600 TBD
16000 MHz

8GB
GDDR6

128 Bit 1792 N/A N/A 2 2 Yes 4 12 N/A High Triple
WINDFORCE 3X 

Cooling System

GV-R65XTGAMING OC-4GD R  Rp         4.750.000 

Radeon RX 6500 

XT TBD
18000 MHz

4 GB GDDR6 64 bit 1024 N/A N/A N/A 1 1 Yes 2 12 N/A High Triple
WINDFORCE 3X 

Cooling System

GV-R65XTEAGLE-4GD R  Rp         4.500.000 

Radeon RX 6500 

XT TBD
18000 MHz

4 GB GDDR6 64 bit 1024 N/A N/A N/A 1 1 Yes 2 12 N/A High Dual
WINDFORCE 2X 

Cooling System

GV-R55XTD6-4GD 2.0 C  Rp         3.945.000 
AMD Radeon™ RX 

5500 XT
1845 MHz 14000 MHz 8 GB GDDR6 128 bit 1408 N/A N/A 3 1 Yes 4 12 Yes High Dual

WINDFORCE 2X 

Cooling System

Keterangan : * = by adapter | CF = CrossFire

Harga dan spesifikasi dapat berubah sewaktu waktu tanpa pemberitahuan terlebih dahulu

Powered by AMD Radeon™ RX 5500 XT

Integrated with 4GB GDDR6 128-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

Protection Back Plate

PCI-Express 4.0 Support

Powered by AMD RDNA™ 2 Radeon™ RX 6600 XT

Integrated with 8GB GDDR6 128-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

Screen cooling

Graphene nano lubricant

RGB Fusion 2.0

Protection metal back plate

Powered by AMD RDNA™ 2 Radeon™ RX 6600 XT

Integrated with 8GB GDDR6 128-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

Screen cooling

Graphene nano lubricant

Protection back plate

Powered by AMD RDNA™ 2 Radeon™ RX 6600

Integrated with 8GB GDDR6 128-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

Screen cooling

Graphene nano lubricant

Protection back plate

FEATURES

Powered by AMD RDNA™ 2 Radeon™ RX 6500 XT

Integrated with 4GB GDDR6 64-bit memory interface

WINDFORCE 3X Cooling System with alternate spinning fans

Screen cooling

Graphene nano lubricant

Protection back plate

FEATURES

Powered by AMD RDNA™ 2 Radeon™ RX 6500 XT

Integrated with 4GB GDDR6 64-bit memory interface

WINDFORCE 2X Cooling System with alternate spinning fans

Graphene nano lubricant



CUDA 

Proc

Mem

Size

Mem

Type

Mem

interface

Memory

Bandwith

Max 

Power

D
-Su

b

D
V

I 

D
isp

l
ay 

H
D

M
I

QUADRO RTX A5000-NV

L  Rp     49.999.000 24GB  

GDDR6 

with 

error-

correcti

on 

code 

(ECC)

384-bit 768 GB/s 230W No No 4 No

4x 4096 x 2160 @ 

120 Hz,

4x 5120 x 2880 @ 60 

Hz,

2x 7680 x 4320 @ 60 

Hz

4

CUDA, 

DirectComp

ute, 

OpenCL™

Active

Microsoft Windows 10 (64-bit and 

32-bit)

Microsoft Windows 8 and 8.1 (64-

bit and 32-bit)

Microsoft Windows 7 (64-bit and 

32-bit)

Linux ® - Full OpenGL 

implementation, complete with 

NVIDIA and ARB extensions (64-bit 

and 32-bit)

QUADRO RTX5000

C  Rp     34.300.000 3072 16GB GDDR6 256 bit 448.0 GB/s 265W No No 4 No

4x 4096x2160 @ 

120Hz 

4x 5120x2880 @ 

60Hz

CUDA, 

DirectComp

ute, 

OpenCL ™

Active

Microsoft Windows 10 (64-bit and 

32-bit)

Microsoft Windows 8 and 8.1 (64-

bit and 32-bit)

Microsoft Windows 7 (64-bit and 

32-bit)

Linux ® - Full OpenGL 

implementation, complete with 

NVIDIA and ARB extensions (64-bit 

and 32-bit)

QUADRO RTX A4000-NV

NA  Rp     24.880.000 6144
16GB 

ECC
GDDR6 256 bit

448 GB/s
140W No No No

4x 4096 x 2160 @ 

120 Hz, 

4x 5120 x 2880 @ 60 

Hz, 

2x 7680 x 4320 @ 60 

Hz

CUDA, 

DirectComp

ute, 

OpenCL™

Active

Microsoft Windows 10 (64-bit and 

32-bit)

Microsoft Windows 8 and 8.1 (64-

bit and 32-bit)

Microsoft Windows 7 (64-bit and 

32-bit)

Linux ® - Full OpenGL 

implementation, complete with 

NVIDIA and ARB extensions (64-bit 

and 32-bit)

Effective Date : 10 Februari 2022

Model Name R  MSRP 

Specification Connectivity
Display 

Resolution

M
u

lti 
D

isp
lay

Compute 

APIs

Thermal 

Solution
Supported Platforms Bundle / Feature

DirectX 

12.078

, Shader 

Model 

5.178,

OpenGL 

4.689

, Vulkan 

1.29

Graphics 

API

Shader 

Model 5.1, 

OpenGL 

4.5, DirectX 

12.0, 

Vulkan 1.0

Built on the 12 nm process, and based on the TU104 graphics processor, in its 

TU104-875-A1 variant, the card supports DirectX 12.0. The TU104 graphics 

processor is a large chip with a die area of 545 mm² and 13,600 million 

transistors. It features 3072 shading units, 192 texture mapping units and 64 

ROPs. Also included are 384 tensor cores which help improve the speed of 

machine learning applications. The card also has 48 raytracing acceleration 

cores. NVIDIA has placed 16,384 MB GDDR6 memory on the card, which are 

connected using a 256-bit memory interface. The GPU is operating at a 

frequency of 1620 MHz, which can be boosted up to 1815 MHz, memory is 

running at 1750 MHz. 

DirectX 

12.075

, Shader 

Model 

5.175

, 

OpenGL 

4.686

, Vulkan 

1.26

 PCI Express Gen 4

Four DisplayPort 1.4a connectors

AV1 decode support

DisplayPort with audio

3D stereo support with stereo  connector 

NVIDIA GPUDirect® for Video support

NVIDIA Quadro® Sync II1 compatibility

NVIDIA RTX Experience™

NVIDIA RTX Desktop Manager software

NVIDIA RTX IO support

HDCP 2.2 support

NVIDIA Mosaic2 technology



QUADRO RTX4000 NV 1.0

NA  Rp     14.550.000 2304 8GB GDDR6 256 bit  416 GB/s 160W No No 4

5120 x 2880 at 60 Hz

4096 x 2160 or 3840 

x 2160 at 120 Hz

2560 x 1600 at 60 Hz 

1920 x 1200 at 60 Hz 

CUDA, 

DirectComp

ute, 

OpenCL ™

Active

Microsoft Windows 10 (64-bit and 

32-bit)

Microsoft Windows 8 and 8.1 (64-

bit and 32-bit)

Microsoft Windows 7 (64-bit and 

32-bit)

Linux ® - Full OpenGL 

implementation, complete with 

NVIDIA and ARB extensions (64-bit 

and 32-bit)

QUADRO T600-NV 1.0

NA  Rp       3.945.000 640 4 GB  GDDR6 128-bit

Up to 160 

GB/s 40W No No

4 

MiniD

P

No

Support up to four 

5K monitors @ 

60Hz, or dual 8K 

displays per card. 

NVIDIA T600 

supports 4x displays 

natively, HDR color 

for 4K @ 120Hz for 

10/12b HEVC 

decode and up to 4K 

@ 60Hz for 10b 

HEVC encode. Each 

DisplayPort 

4

NVIDIA® 

CUDA® 

Parallel 

Computing 

Platform

Active

Microsoft Windows 10 (64-bit and 

32-bit)

Microsoft Windows 8 and 8.1 (64-

bit and 32-bit)

Microsoft Windows 7 (64-bit and 

32-bit)

Linux ® - Full OpenGL 

implementation, complete with 

NVIDIA and ARB extensions (64-bit 

and 32-bit)

QUADRO P4000

NA  Rp     13.675.000 1792 8GB GDDR5 256-bit 243 GB/s 105 W No No 4 No

4x 4096x2160 @ 

120Hz 

4x 5120x2880 @ 

60Hz

4

CUDA, 

DirectComp

ute, 

OpenCL ™

Active

Microsoft Windows 10 (64-bit and 

32-bit)

Microsoft Windows 8 and 8.1 (64-

bit and 32-bit)

Microsoft Windows 7 (64-bit and 

32-bit)

Linux ® - Full OpenGL 

implementation, complete with 

NVIDIA and ARB extensions (64-bit 

and 32-bit)

Quadro P2200 NV 2.0

NA  Rp       7.390.000 
 

1280
5GB GDDR5X 160-bit 200 GB/s 75 W No No 4 No

4x 4096x2160 @ 

120Hz

4x 5120x2880 @ 

60Hz

4

CUDA, 

DirectComp

ute, 

OpenCL™

Active

Microsoft Windows 10 64-bit

Microsoft Windows 8 and 8.1 (64-

bit)

Microsoft Windows 7 64-bit

Linux® - Full OpenGL 

implementation, complete with 

NVIDIA and ARB extensions (64-bit)

QUADRO P1000

NA  Rp       6.230.000 640 5GB GDDR5 128-Bit 82 GB/s 47W No No 4 No

4x 4096x2160 @ 

60Hz

4x 5120x2880 @ 

60Hz

4

CUDA, 

DirectComp

ute, 

OpenCL™

Active Fan

Single Slot

Low Profile

Microsoft Windows 10 (64-bit and 

32-bit)

Microsoft Windows 8 and 8.1 (64-

bit and 32-bit)

Microsoft Windows 7 (64-bit and 

32-bit)

Linux® - Full OpenGL 

implementation, complete with 

NVIDIA and ARB extensions (64-bit 

and 32-bit)

Shader 

Model 5.1, 

OpenGL 

4.5, DirectX 

12.0, 

Vulkan 1.0

The Quadro RTX 4000 is designed, built, and tested for demanding professional 

visual computing workflows. Validated in OEM workstations and certified for 

professional software applications, Quadro provides the performance, stability, 

and reliability required by professionals.

Shader 

Model 5.1, 

OpenGL 

4.5, DirectX 

12.0, 

Vulkan 1.0

The NVIDIA® T600, built on the NVIDIA Turing™ GPU architecture, delivers 

amazing performance and capabilities for a range of professional workflows. 

With 640 CUDA Cores, 4 GB of GDDR6 memory, and the ability to drive up to 

four 5K displays, the NVIDIA T600 enables complex multi-application 

workloads, such as the creation of 2D and 3D models or HD video editing. Take 

advantage of a flexible, single-slot, low-profile package that’s suitable for the 

most space and power-constrained workstation chassis.

Shader 

Model 5.1, 

OpenGL 

4.5, DirectX 

12.0, 

Vulkan 1.0

The NVIDIA Quadro P4000 includes a 1792 CUDA core Pascal GPU, large 8 GB 

GDDR5 memory and advanced display technologies to deliver the performance 

and features that are demanding by demanding professional applications. The 

ability to create an expansive visual workspace of up to four 5K displays 

(5120x2880 @ 60Hz) with HDR color support lets you view your creations in 

stunning detail. The P4000 is designed with the performance that is necessary 

to drive immersive VR environments. Plus, you can create massive digital 

signage solutions up to thirty-two 4K displays per system by connecting 

multiple P4000s via Quadro Sync II.

Shader 

Model 5.1, 

OpenGL 

4.63 , 

DirectX 

12.04 , 

Vulkan 1.13

Microsoft Windows 10 64-bit

Microsoft Windows 8 and 8.1 (64-bit)

Microsoft Windows 7 64-bit

Linux® - Full OpenGL implementation, complete with NVIDIA and ARB 

extensions (64-bit)

Shader 

Model 5.1, 

OpenGL 

4.53, 

DirectX 

12.04, 

Vulkan 1.03

The Quadro P1000 combines a 640 CUDA core Pascal GPU, 4 GB GDDR5 on-

board memory and advanced display technologies in a low-profile form factor 

to deliver amazing graphics performance for demanding professional 

applications. Support for four 4K displays (4096x2160 @ 60Hz) with HDR color 

gives you an expansive visual workspace to see your ideas come to life in 

stunning detail.



QUADRO P620 2.0

R  Rp       2.977.000 512 2GB GDDR5 128-bit
Up to 

80 GB/s
40 W No 1 3 2

4x 4096x2160 @ 

60Hz

4x 5120x2880 @ 

60Hz

4

CUDA, 

DirectComp

ute, 

OpenCL™

Active Fan

Single Slot

Low Profile

Microsoft Windows 10 (64-bit and 

32-bit)

Microsoft Windows 8 and 8.1 (64-

bit and 32-bit)

Microsoft Windows 7 (64-bit and 

32-bit)

Linux® - Full OpenGL 

implementation, complete with 

NVIDIA and ARB extensions (64-bit 

and 32-bit)

QUADRO P620

C  Rp       2.977.000 512 2GB GDDR5 128-bit
Up to 

80 GB/s
40 W No 1 3 2

4x 4096x2160 @ 

60Hz

4x 5120x2880 @ 

60Hz

4

CUDA, 

DirectComp

ute, 

OpenCL™

Active Fan

Single Slot

Low Profile

Microsoft Windows 10 (64-bit and 

32-bit)

Microsoft Windows 8 and 8.1 (64-

bit and 32-bit)

Microsoft Windows 7 (64-bit and 

32-bit)

Linux® - Full OpenGL 

implementation, complete with 

NVIDIA and ARB extensions (64-bit 

and 32-bit)

Shader 

Model 5.1, 

OpenGL 

4.53, 

DirectX 

12.04, 

Vulkan 1.03

The NVIDIA Quadro P600 combines a 384 CUDA core Pascal GPU, large on-

board memory and advanced display technologies to deliver amazing 

performance for a range of professional workflows. 2 GB of ultrafast GPU 

memory enables the creation of complex 2D and 3D models and a flexible 

single-slot, low-profile form factor makes it compatible with even the most 

space and power-constrained chassis. Support for four 4K displays (4096x2160 

@ 60Hz) with HDR color gives you an expansive visual workspace to view your 

creations in stunning detail. Quadro cards are certified with a broad range of 

sophisticated professional applications, tested by leading workstation 

manufacturers, and backed by a global team of support specialists, giving you 

the peace of mind to focus on doing your best work.  Whether you’re 

developing revolutionary products or telling spectacularly vivid visual stories, 

Quadro gives you the performance to do it brilliantly.

Shader 

Model 5.1, 

OpenGL 

4.53, 

DirectX 

12.04, 

Vulkan 1.03

The NVIDIA Quadro P600 combines a 384 CUDA core Pascal GPU, large on-

board memory and advanced display technologies to deliver amazing 

performance for a range of professional workflows. 2 GB of ultrafast GPU 

memory enables the creation of complex 2D and 3D models and a flexible 

single-slot, low-profile form factor makes it compatible with even the most 

space and power-constrained chassis. Support for four 4K displays (4096x2160 

@ 60Hz) with HDR color gives you an expansive visual workspace to view your 

creations in stunning detail. Quadro cards are certified with a broad range of 

sophisticated professional applications, tested by leading workstation 

manufacturers, and backed by a global team of support specialists, giving you 

the peace of mind to focus on doing your best work.  Whether you’re 

developing revolutionary products or telling spectacularly vivid visual stories, 

Quadro gives you the performance to do it brilliantly.



GP-ARS32G52D5 AORUS DDR5 5200MHz 32G 2 x 16G C  Rp   5.200.000 
5200 

MHz
PC5 41600 CL40 Yes (3.0) Dual 2

AORUS Gray 

Heatspreader

GP-ARS16G44
AORUS RGB Memory DDR4 16GB (2x8GB) 

4400
R  Rp   2.347.000 

4400 

MHz
PC 35200 CL19 Yes Dual 2

AORUS Gray 

Heatspreader

GP-AR32C16S8K2SU416R AORUS RGB DDR4 3200 16GB(2X8)+DUMMY NA  Rp   2.160.000 
3200

MHz
PC 25600 CL16 YES Dual 2

RGB Silver Heat 

spreader

GP-AR36C18S8K2HU416R GBT DDR4 3600 16GB 2X8 AORUS RGB NA  Rp   1.909.000 
3200

MHz
PC 28800 CL16 YES Dual 2

RGB Silver Heat 

spreader

GP-ARS16G33 GBT DDR4 AORUS 16GB (2x8G) 3333MHz R  Rp   1.544.000 
333 

MHz
PC 26600 CL19 YES Dual 2 RGB Black Heatspreader

GP-AR32C16S8K2SU416R GBT DDR4 3200 16GB 2X8 AORUS RGB NA  Rp   2.027.000 
3200

MHz
PC 25600 CL16 YES Dual 2

RGB Silver Heat 

spreader

Effective Date : 10 Februari 2022
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Memory 

Channel

Kit 

Of #



GP-ARS16G37
GBT DDR4 3733 16GB 2x8 AORUS RGB L  Rp   2.085.000 

3733

MHz
PC4 29800 CL19 YES Dual 2

AORUS Gray 

Heatspreader

GP-DSG64G32 GBT DDR4 3200 64GD 2X32G DESIGNARE NA  Rp   6.770.000 
3200

MHz
PC 25600 CL16 YES Dual 2 Silver

GP-GR26C16S8K2HU416 GBT DDR4 2666 16GB 2X8GB NA  Rp   1.099.000 
2666

MHz
PC-21300 CL19 YES Dual 2

High efficient classic 

black heat spreaders

GP-GR26C16S8K1HU408 GBT DDR4 2666 8GB 1X8GB C  Rp       535.000 
2666

MHz
PC-21300 CL19 YES Single 1

High efficient classic 

black heat spreaders
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Product Part No. Stock MSRP Certification Modularity
CPU 4+4 

Pin

SATA 

Connector

PCI Express 

Connector

4-Pin 

Molex
Fan Warranty

AORUS GP-AP1200PM

AP1200GM R  Rp    5.965.000 80Plus Platinum Modular 16 6 2
140mm Double 

Ball Bearing
10 Years

GIGABYTE GP-P1000GM

P1000GM R  Rp    2.997.000 80Plus Gold Modular 2 8 6 3

120mm 

Hydraulic 

Bearing ( HYB ) 

fan

10 Years

AORUS P850W 80+ GOLD Modular

 P850 C  Rp    1.995.000 80 PLUS Gold Modular 2 6 6 2
1 35mm Double 

ball bearing fan 10 Years

GP-P750GM

P750 R  Rp    1.699.000 80 Plus Gold Full Modular 2 8 4 3

120mm 

Hydraulic 

Bearing(HYB)Fa

n

3 Years

GIGABYTE P550B 550W

P550B R  Rp       688.000 80 Plus Bronze Non Modular 1 6 2 4

120mm 

Hydraulic 

Bearing(HYB)Fa

n

3 Years

GIGABYTE P650B/650W/80+B

P650B R  Rp       888.000 80 Plus Bronze Non Modular 1 6 4 4

120mm 

Hydraulic 

Bearing(HYB)Fa

n

3 Years

Effective Date : 10 Februari 2022

POWER SUPPLY



Description R MSRP Capacity
Form 

Factor
Interface NAND

Seq

Reads

Seq 

Writes
Warranty Additional Features

GIGABYTE/AORUS Gen4 SSD

AORUS Gen4 7000s SSD 1TB GP-AG70S1TB NA 3.820.000Rp            1TB
M.2 2280

NVME

3D TLC 

NAND Flash
7000 

MB.s

5500MB

/s

Limited 5-

years or 

1400TBW

Trim

SMART

External DDR Cache

DDR4 2GB

AORUS Gen4 7000s SSD 2TB GP-AG70S2TB L 7.850.000Rp            2TB
M.2 2280

NVME

3D TLC 

NAND Flash
7000 

MB.s

6850 

MB/s

Limited 5-

years or 

700TBW

Trim

SMART

External DDR Cache

DDR4 1GB

GIGABYTE/AORUS  SSD RGB M.2

GBT SSD NVME GEN4X4 2TB 

(ASM2NE6)

GP-ASM2NE6200TTTD
L 6.360.000Rp            2TB M.2 2280 NVME

3D TLC NAND 

Flash
5000 

MB/s

4400 

MB/s

Limited 5-

years or 

3600TBW

Trim

SMART

Form Factor: M.2 2280

Interface: PCI-Express 4.0x4, NVMe 1.3

Total Capacity: 2000GB*

Sequential Read Speed : up to 5000 MB/s**

Sequential Write speed : up to 4400 MB/s**

Wear Leveling, Over-Provision technologies

TRIM & S.M.A.R.T supported

Fully Body Copper Heat Spreader

Warranty: Limited 5-yearsForm Factor: M.2 2280

Interface: PCI-Express 4.0x4, NVMe 1.3

Total Capacity: 2000GB*

Sequential Read Speed : up to 5000 MB/s**

Sequential Write speed : up to 4400 MB/s**

Wear Leveling, Over-Provision technologies

TRIM & S.M.A.R.T supported

Fully Body Copper Heat Spreader

Warranty: Limited 5-years

GBT SSD NVME GEN4X4 1TB 

(ASM2NE6)
GP-ASM2NE6100TTTD NA 3.330.000Rp            1TB M.2 2280 NVME

3D TLC NAND 

Flash
5000 

MB/s

4400 

MB/s

Limited 5-

years or 

1800TBW

Trim

SMART

Form Factor: M.2 2280

Interface: PCI-Express 4.0 x4, NVMe 1.3

Total Capacity: 1000GB*

Sequential Read Speed : up to 5000 MB/s**

Sequential Write speed : up to 4400 MB/s**

Wear Leveling, Over-Provision technologies

TRIM & S.M.A.R.T supported

Fully Body Copper Heat Spreader

Warranty: Limited 5-years

GIGABYTE SSD 

Effective Date : 10 Februari 2022

Model



GIGABYTE AORUS RGB M2 

256GB NVME
GP-ASM2NE2256GTTDR NA 1.085.000Rp            256GB M.2 2279 NVME NAND Flash

3100 

MB/s

1050 

MB/s
5 Years

Trim

SMART

Form Factor: M.2 2280

Interface: PCI-Express 3.0 x4, NVMe 1.3

Total Capacity: 256GB*

Warranty: Limited 5-years

Sequential Read Speed : up to 3100 MB/s**

Sequential Write speed : up to 1050 MB/s**

TRIM & S.M.A.R.T supported

AES 256 supported

GIGABYTE AORUS RGB M2 

512GB NVME
GP-ASM2NE2256GTTDR NA 1.499.000Rp            256GB M.2 2280 NVME NAND Flash

3480 

MB/s

2000 

MB/s
5 Years

Trim

SMART

Form Factor: M.2 2280

Interface: PCI-Express 3.0 x4, NVMe 1.3

Total Capacity: 512GB*

Warranty: Limited 5-years

Sequential Read Speed : up to 3480 MB/s**

Sequential Write speed : up to 2000 MB/s**

TRIM & S.M.A.R.T supported

AES 256 supported

GIGABYTE  SSD NVME 

GEN3x4 1TB
GP-GSM2NE3100TNTD R 1.880.000Rp            1TB M.2 2280 NVME NAND Flash

2500M

B/s

2100MB

/s
5 Years

Trim

SMART

Form Factor: M.2 2280

Interface: PCI-Express 3.0 x4, NVMe 1.3

Total Capacity: 1TB*

Warranty: Limited 5-year or 1600TBW

Sequential Read Speed : up to 2500 MB/s**

Sequential Write speed : up to 2100 MB/s**

HMB (Host Memory Buffer) supported

TRIM & S.M.A.R.T supported

GIGABYTE  SSD NVME 

GEN3x4 512GB
GP-GSM2NE3512GNTD R 980.000Rp               512GB M.2 2280 NVME NAND Flash

1700M

B/s

1550MB

/s
5 Years

Trim

SMART

Form Factor: M.2 2280

Interface: PCI-Express 3.0 x4, NVMe 1.3

Total Capacity: 512GB*

Warranty: Limited 5-year or 800TBW

Sequential Read Speed : up to 1700 MB/s**

Sequential Write speed : up to 1550 MB/s**

HMB (Host Memory Buffer) supported

TRIM & S.M.A.R.T supported

AORUS Gen4 SSD 2TB NO HS GP-AG42TB NA 6.350.000Rp            2TB M.2 2280 NVME
3 D TLC 

NAND Flash

5000M

B/s

4400MB

/s
5 Years

Trim

SMART

Form Factor: M.2 2280

Interface: PCI-Express 4.0x4, NVMe 1.3

Total Capacity: 2000GB*

Sequential Read Speed : up to 5000 MB/s**

Sequential Write speed : up to 4400 MB/s**

Wear Leveling, Over-Provision technologies

TRIM & S.M.A.R.T supported

Warranty: Limited 5-years

AORUS Gen4 SSD 1TB NO HS GP-AG41TB NA 3.320.000Rp            1TB M.2 2280 NVME
3 D TLC 

NAND Flash

5000M

B/s

4400MB

/s
5 Years

Trim

SMART

Form Factor: M.2 2280

Interface: PCI-Express 4.0x4, NVMe 1.3

Total Capacity: 2000GB*

Sequential Read Speed : up to 5000 MB/s**

Sequential Write speed : up to 4400 MB/s**

Wear Leveling, Over-Provision technologies

TRIM & S.M.A.R.T supported

Warranty: Limited 5-years



AORUS Gen4 SSD 500GB NO 

HS
GP-AG4500G NA 1.950.000Rp            500GB M.2 2280 NVME

3 D TLC 

NAND Flash

5000M

B/s

2500MB

/s
5 Years

Trim

SMART

Form Factor: M.2 2280

Interface: PCI-Express 4.0x4, NVMe 1.3

Total Capacity: 2000GB*

Sequential Read Speed : up to 5000 MB/s**

Sequential Write speed : up to 2500 MB/s**

Wear Leveling, Over-Provision technologies

TRIM & S.M.A.R.T supported

Warranty: Limited 5-years

GBT SSD NVME 256 M.2 PCIE 

3.0 x4
GP-GSM2NE3256GNTD R 585.000Rp               256GB M.2 2280 NVME NAND Flash

1700 

MB/s

1100 

MB/s
2 Years

Trim

SMART

Form Factor: M.2 2280

Interface: PCI-Express 3.0 x4, NVMe 1.3

Total Capacity: 256GB*

Warranty: Limited 5-year or 300TBW

Sequential Read Speed : up to 1700 MB/s**

Sequential Write speed : up to 1100 MB/s**

HMB (Host Memory Buffer) supported

TRIM & S.M.A.R.T supported

GBT SSD NVME 128 M.2 PCIE 

3.0 x4

GP-GSM2NE3128GNTD
R 388.000Rp               128GB M.2 2280 NVME NAND Flash

15500 

MB/s

550 

MB/s
2 Years

Trim

SMART

Form Factor: M.2 2280

Interface: PCI-Express 3.0 x4, NVMe 1.3

Total Capacity: 128GB*

Warranty: Limited 5-year or 110TBW

Sequential Read Speed : up to 1550 MB/s**

Sequential Write speed : up to 550 MB/s**

HMB (Host Memory Buffer) supported

TRIM & S.M.A.R.T supported

GIGABYTE  SSD NA

GIGABYTE SSD 1 TB GP-GSTFS31100TNTD C 1.590.000Rp            1TB 2.5 inch SATA III  NAND Flash
550 

MB/s 

420 

MB/s 
3 Years

Trim

Garbage 

collect

SMART

GIGABYTE SSD 480GB GP-GSTFS31480GNTD NA 781.000Rp               480GB 2.5 inch SATA III  NAND Flash
550 

MB/s 

420 

MB/s 
3 Years

Trim

Garbage 

collect

SMART

GIGABYTE SSD 256GB GP-GSTFS31256GTND NA 458.000Rp               256GB 2.5 inch SATA III  NAND Flash
520 

MB/s 

500 

MB/s 
3 Years

Trim

Garbage 

collect

SMART

GIGABYTE SSD 240GB GP-GSTFS31240GNTD R 435.000Rp               240GB 2.5 inch SATA III  NAND Flash
500 

MB/s 

420 

MB/s 
3 Years

Trim

Garbage 

collect

SMART

GIGABYTE SSD 120GB GP-GSTFS31120GNTD R 304.000Rp               120GB 2.5 inch SATA III  NAND Flash
500 

MB/s 

280 

MB/s 
3 Years

Trim

Garbage 

collect

SMART

Form Factor: 2.5-inch internal SSD

Interface: SATA 6.0Gb/s

Total Capacity: 120GB*

Warranty: Limited 3-years

Sequential Read speed : up to 350 MB/s**

Sequential Write speed : up to 280 MB/s**

TRIM & S.M.A.R.T supported



GIGABYTE AIVIA AORUS Gaming Gear

Picture R MSRP Color Dimension Material Net weight
Tilting angle of 

the seat back
Maximum load Unique Features

GBT AOR 

GAMING CHR 

AGC300 (rev 1.0)
L 4.525.000Rp      

Black + 

orange

MAX W=690mm, 

H=1235-1360mm, 

D=620mm , Back 

height 820mm,Seat 

height: 445-520mm, 

Seat depth 500mm, 

Seat width 550mm

Wear green PU 

skin / high-

density flexible 

foam / steel 

internal 

architecture / PP 

soft armrest / 

nylon feet

2 1KG 9 0-180 degrees 1 20KG

Ergonomic design - more efficient and 

comfortable

Free bonus - headrest cushion & lumbar 

cushion

Higher backrest saves neck and spine

Flexible seat back with adjustment

Special soft and adjustable armrests to 

protect the shoulders and wrist

Quality certificated by a variety of authorities

Picture R MSRP Color Connection Interface Weight Certification Macro Key Unique Features

AORUS K1/USB 

KB/USI RED SW
R 1.299.000Rp      Black wired USB 2.0 1 125(g) ±10% N/A

RGB Fusion 2.0 – 16.7M colors synchronize 

with other AORUS devices

Superior Cherry MX mechanical gaming key-

switch

On-the-fly multimedia and backlight control

All key programmable with on-board memory

Full-range anti-ghosting capability

Cable management

AORUS K7 NA 1.855.000Rp      
Black 

Silver
wired USB 2.0 848g N/A

RGB fusion - Per key 16.7M customizable 

color

Superior Cherry MX mechanical gaming key-

switch

Adjustable non-slip rubber feet stands

On-the-fly multimedia and backlight control

Full-range anti-ghosting capability

AORUS K9 NA 2.240.000Rp      Black wired USB 2.0 1180g N/A

0.03ms Debounce Time - When Speed 

Matters, Ultra Durable - 100 Million 

Keystrokes, Splash proof

Swappable Switches - Custom Gaming 

Experience

Chatterproof, Exclusive Top-quality Steel 

Springs

Full RGB Backlighting, AORUS Engine - You're 

In Control, N-Key Rollover, Floating Key Design

Braided Cable, Cable Management

Effective Date : 10 Februari 2022
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GK-FORCE K85 

Mechanical
L 960.000Rp         Black wired USB 2.0 1000g CE, FCC, BSMI, KCC N/A

16.8M customizable color lighting

Superior gaming mechanical key-switch

Full-range anti-ghosting capability

On-the-fly multimedia and backlight control

Windows lock functionality

Non-slip Rubber Feet stands

GK-FORCE K83 C 997.000Rp         Black wired USB 2.0 1000g CE, FCC, BSMI, KCC N/A

Superior CHERRY MX Mechanical Key-Switch

Full-range anti-ghosting capability

Function & Windows-lock hotkeys

Mouse

Picture R MSRP Color Connection Interface Weight
Onboard 

Memory
Resolution Tracking System Unique Features

AORUS M2 R 407.000Rp         Black Wired USB 2.0 76g 

200~6200dpi 

with 100dpi 

increments

Gaming Optical Sensor (Pixart 3327)

Light weight for professional gamer

Real 6200 DPI optical engine

50-million-click Omron switch

RGB Fusion 2.0 - synchronize with other AORUS 

devices

Ambidextrous design developed for palm and 

claw grip

Two thumb buttons on both sides.

On-the-fly DPI adjustment

AIVIA Gaming Mousepad

Picture R MSRP Color Size

AMP500 

MOUSE PAD
R 440.000Rp         Black 430*370*1.8mm

AMP900 

MOUSE PAD
R 352.000Rp         Black

(L)900*(W)360*(H)3 

mm

Picture R MSRP Color Type Connector Weight
Driver 

Diameter
Impedance Frequency Response Unique Features

AORUS H1 NA 950.000Rp         Black

Headphone : Virtual 

7.1 Channel

Microphone : 

Unidirectional

USB2.0

2 90g ± 5% 

(cable not 

included)

Headphone : 

50mm

Microphone : 

4*2mm

Headphone : 32Ω 

±15%

Microphone : 

2.2KΩ

Headphone : 20Hz~20KHz

Microphone : 100Hz~10KHz

Virtual 7.1 Channel Support

50mm Drivers

ENC Support

RGB Lighting

Comfortable Design for Extended Wearing

Bendable Microphone

In-line Audio controls

Audio software support

Product Name
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A
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Fabric

Optimized surface for precise mouse tracking

Hybrid Silicon Base Design

Heat molding edge for ultra comfort

Spill-resistant and washable 

Micro-fabric

Micro pattern ensures precise tracking

Desk-sized for maximal accommodation

Spill resistant 

High-density rubber base

AORUS Gaming Headset

Product Name

GIGABYTE Gaming Mouse

Product Name Surface



MSRP Size
Display 

View Area
Back Light 

Refresh 

Rate (Max.)

Response 

Time

Display 

Surface

True 

Resolution

Brightness 

(Max.)

Contrast 

Ratio 

Dynamic 

Contrast 
input Keterangan

AORUS FV43U-EK AORUS FV43U-EK Gaming Monitor 19.590.000Rp       
43" VA 

QLED

941.18 x 

529.42 (mm)
Direct

144Hz

120Hz for 

Console 

Game*

1ms (MPRT) Anti-Glare
3840 x 2160 

(UHD)

750 cd/m2 

(TYP), 1000 

cd/m2 (PEAK)

4000.01.00 12M:1
HDMI 2.1 x2

Display port 1.4 (DSC) x1

AORUS FI32Q-EK AORUS FI32Q Gaming Monitor 13.990.000Rp       
31.5" SS 

IPS

698.112 x 

392.688 (mm)
Edge

165Hz (OC 

170Hz)

1ms (MPRT) / 

1ms (GTG)

Non-glare 2 560 x 1440 

(QHD)

350 cd/m2 

(TYP)
1000 (TYP) 12M:1

HDMI 2.0 x2, Display 

port 1.4 x1

AORUS FI27Q-X-EK AORUS FI27Q-X Gaming Monitor 11.990.000Rp       
27” SS 

IPS

596.736 x 

335.664 (mm)
Edge 240Hz

0.3ms (MPRT) 

/ 1ms (GTG)

Non-glare 

type

2 560 x 1440 

(QHD)

400 cd/m2 

(TYP)
1000 (TYP) 12M:1

HDMI 2.0 x2, Display 

port 1.4 x1

AORUS FI27Q MONITOR AORUS FI27Q 7.990.000Rp         27"
596.736 x 

335.664 (mm)
ELED / IPS 165Hz 1ms (MPRT)

Non-glare 

type
2560 x 1440

350 cd/m2 

(TYP)
1000 (TYP) 12M:1

HDMI 2.0 x2, Display 

port 1.2 x1, Earphone 

Jack, USB port(s) x3

AORUS CV27F-EK MONITOR 27" AORUS CV27F-EK 5.870.000Rp         27"

597.888 

(H)x336.312 

(V) (mm)

ELED / VA 165Hz 1ms (MPRT)
Non-glare 

type

1920 x 1080 

(Full HD)

400 cd/m2 

(HDR.)
3000:1 (TYP) 12M:1

HDMI 2.0 x2,

Display port 1.2 x1

GIGABYTE G27FC A-EK  G27FC A Gaming Monitor 4.290.000Rp         
27" VA 

1500R

597.88 x 

336.31 (mm)
Edge type

165Hz (OC 

170Hz)
1ms (MPRT)

Non-glare 

type

1920 x 1080 

(FHD)

250 cd/m2 

(TYP)
3000.01.00 12M:1

HDMI 1.4 x2, Display 

port 1.2 x1

GIGABYTE M28U-EK M28U Gaming Monitor 9.999.000Rp         28"
631.928 x 

359.78
Edge type

144Hz

120Hz for 

Console 

Game*

1ms GTG / 2ms 

MPRT
Non-glare

3840 x 2160 

(UHD)

300 cd/m2 

(TYP)
1000.01.00 12M:1

HDMI 2.1 x2

Display port 1.4 (DSC) x1
VESA Display HDR400

GIGABYTE M32U-EK M32U Gaming Monitor 11.990.000Rp       32"
697.3056 x 

392.2344

Edge type

144Hz

120Hz for 

Console 

Game*

1ms MPRT Non-glare
3840 x 2160 

(UHD)

350 cd/m2 

(TYP)

1000:1
12M:1

HDMI 2.1 (support 4K 

144Hz 4:4:4 @ DSC 

enabled or 4K 144Hz 

4:2:0) x2

Display port 1.4 (DSC) x1

USB Type-C x1

VESA Display HDR400

GIGABYTE G32QC A-EK MONITOR 32" GIGABYTE G32QC A-EK 6.550.000Rp         32"
6 97.34*392.2

6
Edge type 1 65Hz 1 ms (MPRT)

Non-glare 

type

2 560 x 1440 

(QHD)

3 50 cd/m2 

(TYP)
3 000:1 12M:1

HDMI 2.0 x2, Display 

port 1.2 x1

93% DCI-P3 / 121% sRGB

GIGABYTE G27F-EK MONITOR 27" GIGABYTE G27F-EK 4.455.000Rp         27" 5 97.6*336.15 Edge type 144Hz 1 ms (MPRT) Non-glare
1 920 x 1080 

(Full HD)

3 00 cd/m2 

(TYP)
1000.01.00

1 2M:1 HDMI 1.4 x2, Display 

port 1.2 x1

GIGABYTE G34WQC-EK MONITOR 34" GIGABYTE G32QC-EK 7.730.000Rp         34"
7 97.22*333.7

2
Edge type 144Hz 1 ms (MPRT)

Non-glare 

type
3 440 x 1440

3 50 cd/m2 

(TYP)
3 000:1 12M:1

HDMI 2.0 x2

Display port 1.4 x2

GBT MON M27Q-EK MONITOR 34" GIGABYTE M27Q-EK 5.880.000Rp         2 7”
5 96.736 x 

335.663

Edge type
1 70Hz 0 .5ms (MPRT) Non-glare

2  560 x 1440 

(QHD)

 

3 50 cd/m2 

(TYP)

1 000:1 1 00M:1
HDMI 2.0 x2, Display 

port 1.2 x1

GBT MON G24F-EK MONITOR 24" GIGABYTE G24F-EK 2.980.000Rp         2 4”
527.04*296.4

6
Edge type

165Hz/OC 

170Hz
1ms (MPRT) Non-glare

1920 x 1080 

(FHD)

 

300 cd/m2 

(TYP)

1 000:1 1 00M:1

HDMI 2.0 x2, Display 

port 1.2 x1 (capable for 

HDR)

Effective Date : 10 Februari 2022
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Harga dan spesifikasi dapat berubah sewaktu waktu tanpa pemberitahuan terlebih dahulu

CPU Memory Storage LAN Graphics Audio

GB-BRi5H-10210 ( E ) C 8.020.000Rp     
4 6.8 mm x 

119.5 mm x 

119.5 mm

1 0th Generation 

Intel® Core™ i5 

Processor

i5-10210U 

4.2GHz, 4 core 

(TDP 15W)

2  x SO-

DIMM DDR4 

slot

2666MHz

Max. 64GB

1  x PCIe M.2 

NGFF 2230

1 x 6 Gbps SATA 

3

Gigabit 

LAN 

(Intel 

i219v)

Intel® UHD 

Graphics 620

Realte

k 

ALC25

5

Yes / Yes

3  x USB 3.2 Gen 2

1 x USB 3.2 Gen 2 

Type C

1 x Headphone / 

Mic Jack

1 x Power Button

2  x HDMI 2.0

2 x USB 3.2 Gen 2

1 x RJ45

1 x DC-In

Input: AC 100-

240V

Output: DC 19.5V

6.92A

75 x 75 and 100 x 

100 mm
Windows 10

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

GB-BRi3H-10110 L 6.480.000Rp     
4 6.8 mm x 

119.5 mm x 

119.5 mm

1 0th Generation 

Intel® Core™ i3 

Processor

i3-10110U 

4.1GHz, 2 core 

(TDP 15W)

2  x SO-

DIMM DDR4 

slot

2666MHz

Max. 64GB

1  x PCIe M.2 

NGFF 2230

1 x 6 Gbps SATA 

3

Gigabit 

LAN 

(Intel 

i219v)

Intel® UHD 

Graphics 620

Realte

k 

ALC25

5

Yes / Yes

3  x USB 3.2 Gen 2

1 x USB 3.2 Gen 2 

Type C

1 x Headphone / 

Mic Jack

1 x Power Button

2  x HDMI 2.0

2 x USB 3.2 Gen 2

1 x RJ45

1 x DC-In

Input: AC 100-

240V

Output: DC 19.5V

6.92A

75 x 75 and 100 x 

100 mm
Windows 10

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

GBT Mini PC i5 10210U-

S28G
NA 8.479.000Rp     

4 6.8 mm x 

119.5 mm x 

119.5 mm

1 0th Generation 

Intel® Core™ i5 

Processor

i5-10210U 

4.2GHz, 4 core 

(TDP 15W)

SO-DIMM 

DDR4 8GB

2666MHz
SATA 3 240GB

Gigabit 

LAN 

(Intel 

i219v)

Intel® UHD 

Graphics 620

Realte

k 

ALC25

5

Yes / Yes

3  x USB 3.2 Gen 2

1 x USB 3.2 Gen 2 

Type C

1 x Headphone / 

Mic Jack

1 x Power Button

2  x HDMI 2.0

2 x USB 3.2 Gen 2

1 x RJ45

1 x DC-In

Input: AC 100-

240V

Output: DC 19.5V

6.92A

75 x 75 and 100 x 

100 mm
Windows 10

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

GBT Mini PC i3 10110U-

S28G
NA 6.978.000Rp     

4 6.8 mm x 

119.5 mm x 

119.5 mm

1 0th Generation 

Intel® Core™ i3 

Processor

i3-10110U 

4.1GHz, 2 core 

(TDP 15W)

SO-DIMM 

DDR4 8GB

2666MHz
SATA 3 240GB

Gigabit 

LAN 

(Intel 

i219v)

Intel® UHD 

Graphics 620

Realte

k 

ALC25

5

Yes / Yes

3  x USB 3.2 Gen 2

1 x USB 3.2 Gen 2 

Type C

1 x Headphone / 

Mic Jack

1 x Power Button

2  x HDMI 2.0

2 x USB 3.2 Gen 2

1 x RJ45

1 x DC-In

Input: AC 100-

240V

Output: DC 19.5V

6.92A

75 x 75 and 100 x 

100 mm
Windows 10

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

GBT Mini PC i3 7100-S28G NA 6.590.000Rp     
46.8 x 112.6 

x 119.4 mm

Intel® Core™ i3-

7100U

2.4GHz

 1 x SO-

DIMM DDR4 

slot

2400MHz

Max. 8GB

SSD 240 GB
Yes 

(Gigabit)

Intel® HD 

Graphics 620
Yes Yes / Yes

1 x USB 3.1 type 

C

1 x USB3.1

1 x head phone 

jack with MIC

1 x HDMI (2.0)

1 x Mini 

DisplayPort (1.2)

2 x USB 3.0 

1 x RJ45

1 x DC-In

1 x Kensington 

lock slot

Input: AC 100-

240V

Output: DC 19V

3.42A

Bracket included

Supports 75 x 75 

and 100 x 100 mm

None

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

Effective Date : 06 Desember 2021
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GBT Mini PC Celeron BLCE 

4000C-S18G
3.280.000Rp     

56.22 mm x 

103 mm x 

116.52 mm

Intel® Celeron® 

Processor N4000

2.6GHz, 2 core 

(TDP 6W)

8GB SO-

DIMM DDR4 

2400

SSD 120GB

Gigabit 

LAN 

(Realtek 

RTL8111

HS)

Intel® UHD 

Graphics 600
Yes Yes / Yes

1 x Power Button

1 x USB3.0

1 x USB3.0 type-C

1 x Headphone 

Jack

1 x Microphone 

Jack

1 x HDMI(1.4b)

2 x USB 3.0

1 x RJ45

1 x VGA

 Input: AC 100-

240V

Output: DC 19V

2.1A

Bracket included

Supports 75 x 75 

and 100 x 100 mm

Only Support

WIN10 64bit

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

GB-BLCE-4000C-BWUP R 2.840.000Rp     
56.22 mm x 

103 mm x 

116.52 mm

Intel® Celeron® 

Processor N4000

2.6GHz, 2 core 

(TDP 6W)

1 x SO-

DIMM DDR4 

slot

2400MHz

Max. 8GB

1 x PCIe M.2 

NGFF 2230

1x 2.5" 

HDD/SSD, 

7.0/9.5 mm 

thick

Gigabit 

LAN 

(Realtek 

RTL8111

HS)

Intel® UHD 

Graphics 600
Yes Yes / Yes

1 x Power Button

1 x USB3.0

1 x USB3.0 type-C

1 x Headphone 

Jack

1 x Microphone 

Jack

1 x HDMI(1.4b)

2 x USB 3.0

1 x RJ45

1 x VGA

 Input: AC 100-

240V

Output: DC 19V

2.1A

Bracket included

Supports 75 x 75 

and 100 x 100 mm

Only Support

WIN10 64bit

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

GB-BKi5HA-7200-S28G NA 7.800.000Rp     
46.8 mm x 

112.6 mm x 

119.4 mm

Intel® Core™ i5-

7200U

2.5GHz / 3.1GHz

8GB (Up to 

32GB)
240GB (SSD)

Gigabit 

LAN 

(Realtek 

RTL8111

HS)

Intel® HD 

Graphics 620
Yes Yes / Yes

1 x USB 3.1 type 

C

1 x USB3.1

1 x head phone 

jack with MIC

1 x HDMI (2.0)

1 x Mini 

DisplayPort (1.2)

2 x USB 3.0

1 x RJ45

1 x DC-In

1 x Kensington 

lock slot

Input: AC 100-

240V

Output: DC 19V

3.42A

Bracket included

Supports 75 x 75 

and 100 x 100 mm

WIN10 64bit

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

GB-BSi5HA-6200-S18G NA 5.997.000Rp     
46.8 mm x 

112.6 mm x 

119.4 mm

Intel® Core™ i5-

6200U

2.3GHz / 2.8GHz 

(Skylake)

8GB (Up to 

32GB)
120GB (SSD)

Yes 

(Gigabit)

Intel® HD 

Graphics 520
Yes Yes / Yes

1 x USB 3.1 Type 

C

1 x USB 3.1 

1 x head phone 

jack with mic

1 x HDMI

1 x Mini 

DisplayPort

2 x USB 3.0

1 x RJ45

1 x DC-In

1 x Kensington 

lock slot

Input: AC 100-

240V

Output: DC 19V

3.42A

Bracket included

Supports 75 x 75 

and 100 x 100 mm

None

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

GB-BSi7HA-6500-S28G NA 9.975.000Rp     
46.8 mm x 

112.6 mm x 

119.4 mm

Intel® Core™ i7-

6500U

2.5GHz / 3.1GHz 

(Skylake)

8GB (Up to 

32GB)
240GB (SSD)

Yes 

(Gigabit)

Intel® HD 

Graphics 520
Yes Yes / Yes

1 x USB 3.1 Type 

C

1 x USB 3.1 Type 

A 

1 x head phone 

jack with mic

1 x HDMI

1 x Mini 

DisplayPort

2 x USB 3.0

1 x RJ45

1 x DC-In

1 x Kensington 

lock slot

Input: AC 100-

240V

Output: DC 19V

3.42A

Bracket included

Supports 75 x 75 

and 100 x 100 mm

None

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

GB-BXPi3-4010 (Brix 

Projector)
L 4.390.000Rp     

42.8  x 

107.6 x 

114.4 mm

4th generation 

Intel® Core™ i3-

4010U 1.7GHz

2 x SO-

DIMM 

DDR3L slots 

(DDR3 1.35V)

1333 / 1600 

MHz

Max. 16GB

1 x mSATA slot
Yes 

(Gigabit)

Intel® HD 

4400 graphics
Yes Yes / Yes

2 x USB 3.0

1 x head phone 

jack with SPDIF

1 x HDMI

1 x Mini 

DisplayPort

2 x USB 3.0

1 x RJ45

1 x DC-In

1 x Kensington 

lock slot

Input: AC 100-

240V

Output: DC 19V

3.42A

None

DLP 

Resolution WVGA 

(864 x 480)

Aspect ratio 16:9

Image size 7"-85"

Brightness 75 

ANSI lumen

Contrast Ratio 

≥900

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

GB-BXi5-4570R C 6.700.000Rp     
62 x 111.4 x 

114.4 mm

4th generation 

Intel® Core™ i5-

4570R 3.20 GHz

2 x SO-

DIMM 

DDR3L slots 

(DDR3 1.35V)

1333 / 1600 

MHz

Max. 16GB

1 x mSATA slot

1 x SATA slot

Yes 

(Gigabit)

Intel® Iris™ 

Pro graphics 

5200

Yes Yes / Yes

2 x USB 3.0

1 x head phone 

jack with SPDIF

1 x HDMI

1 x Mini 

DisplayPort

2 x USB 3.0

1 x RJ45

1 x DC-In

1 x Kensington 

lock slot

Input: AC 100-

240V

Output: DC 19V

7.1A

Bracket included

Supports 75 x 75 

and 100 x 100 mm

None

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty



GB-BKi3HA-7100 BWEU R 6.150.000Rp     
46.8 x 112.6 

x 119.4 mm

Intel® Core™ i3-

7100U

2.4GHz

2 x SO-

DIMM DDR4 

slots

2133MHz

Max. 32GB

1 x M.2 slot

1 x 2.5” 

HDD/SSD, 

7.0/9.5 mm 

thick 

Yes 

(Gigabit)

Intel® HD 

Graphics 620
Yes Yes / Yes

1 x USB 3.1 type 

C

1 x USB3.1

1 x head phone 

jack with MIC

1 x HDMI (2.0)

1 x Mini 

DisplayPort (1.2)

2 x USB 3.0 

1 x RJ45

1 x DC-In

1 x Kensington 

lock slot

Input: AC 100-

240V

Output: DC 19V

3.42A

Bracket included

Supports 75 x 75 

and 100 x 100 mm

None

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

GB-BKi5HA-7200-BWEU C 8.240.000Rp     
46.8 mm x 

112.6 mm x 

119.4 mm

Intel® Core™ i5-

7200U

2.5GHz / 3.1GHz

2x SO-DIMM 

(Up to 32GB)

1 x M.2 slot

1 x 2.5” 

HDD/SSD, 

7.0/9.5 mm 

thick

Gigabit 

LAN 

Intel® HD 

Graphics 620
Yes Yes / Yes

1 x USB 3.1 type 

C

1 x USB3.1

1 x head phone 

jack with MIC

1 x HDMI (2.0)

1 x Mini 

DisplayPort (1.2)

2 x USB 3.0

1 x RJ45

1 x DC-In

1 x Kensington 

lock slot

Input: AC 100-

240V

Output: DC 19V

3.42A

Bracket included

Supports 75 x 75 

and 100 x 100 mm

WIN10 64bit

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

GB-BSi5HA-6200-BWEU C 6.700.000Rp     
46.8 x 112.6  

 x 119.4 mm

Intel® Core™ i5-

6200U

2.3GHz / 2.8GHz

2 x SO-

DIMM DDR4 

slots

2133MHz

Max. 32GB

1 x M.2 slot

1 x 2.5” 

HDD/SSD, 

7.0/9.5 mm 

thick 

Yes 

(Gigabit)

Intel® HD 

Graphics 520
Yes Yes / Yes

1 x USB 3.1 type 

C

1 x USB3.1

1 x head phone 

jack with MIC

1 x HDMI(1.4a)

1 x Mini 

DisplayPort (1.2)

2 x USB 3.0 

1 x RJ45

1 x DC-In

1 x Kensington 

lock slot

Input: AC 100-

240V

Output: DC 19V

3.42A

Bracket included

Supports 75 x 75 

and 100 x 100 mm

None

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

GB-BNi7HG4-950 SWEU C 9.479.700Rp     
220 x 110 x 

110 mm

Intel® Core™ i7-

6700HQ

2.6GHz / 3.50 

GHz

2 x SO-

DIMM DDR4 

slots

2133 MHz

Max. 32GB

1 x M.2 slot 

(2280_storage) 

PCIe /SATA

1 x M.2 slot 

(2280_storage) 

PCIe (CPU 

directly)

Yes 

(Gigabit)

GeForce® 

GTX 950
Yes Yes / Yes

Input: AC 100-

240V

Output: DC 19.5V

9.23A

N/A None

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

GB-BNi7HG4-950-S28G NA 10.130.000Rp   
(220 mm x 

110 mm x 

110 mm)

Intel® Core™ i7-

6700HQ

2.6GHz / 3.50 

GHz

8GB

(upto 32GB)
240GB SSD

Yes 

(Gigabit)

GeForce® 

GTX 950
Yes Yes / Yes

Input: AC 100-

240V

Output: DC 19.5V

9.23A

N/A None

System 2 years 

Adaptor + Cable 6 

months

Chassis, VESA & 

Accessories No 

Warranty

1 x HDMI, 3 x Mini DisplayPort, 2 x 

USB 3.0

1 x RJ45, 1 x DC-In, 1 x Kensington 

lock slot

1 x Head phone Jack, 1 x Microphone 

Jack

2 x USB 3.1 (1 x USB type C)

1 x HDMI, 3 x Mini DisplayPort, 2 x 

USB 3.0

1 x RJ45, 1 x DC-In, 1 x Kensington 

lock slot

1 x Head phone Jack, 1 x Microphone 

Jack

2 x USB 3.1 (1 x USB type C)



Product Part No. Color Style Stock MSRP Exterior Material Interior Material Dimension
Form Factor

Type
I/O Panel Side Windows Note

GBT CHS AC700G
AORUS 

C700 GLASS
Black L  Rp    5.790.000 

Aluminum, Steel, 

Plastic, Glass
Steel, plastic, mesh

H=714 W=301 D=671 

mm

Mini ITX / Micro ATX 

/ ATX / E-ATX

USB 3.1 Gen-2 Type-

C x1

USB 3.0 x4

HDMI x1

RGB SW Button

Fan Speed Button

Audio In & Out 

(supports AC97 /HD 

Audio)

Yes (Tempered 

Glass)

GIGABYTE CHS AC300G AC300G Black R  Rp    1.730.000 Steel, Plastic, Glass Steel, plastic, mesh
L= 469 W= 211 H= 

458mm
Micro-ATX, ATX,

HDMI x1

USB 3.1 Gen2 Type-

C x1 

USB 3.0 x2

Audio In & Out 

(Supports AC97 / 

HD Audio)

Yes

GIGABYTE CHS C200G C200G Black R  Rp        720.000 Steel, Plastic, Glass Steel, plastic, mesh
H=480 W=210 D=435 

mm
mini-ITX/m-ATX/ATX

USB 3.0 *2

RGB LED Switch

Reset Button

Audio In & Out 

(Supports AC97 / 

HD Audio)

Yes Yes

Product Part No. Color Style Stock MSRP
CPU Socket 

Supported
Heat Sink Material Dimension Fan Dimensions Fan Speed

Fan Control 

Mode

Power 

Consumption

Aorus GBT ATC800 ATC800 Black NA  Rp    1.399.000 

Intel Socket 2066 , 

2011, 1366, 1156, 

1155, 1151, 1150

AMD Socket AM4, 

FM2+, FM2, FM1, 

AM3+, AM3, AM2+, 

AM2

6 x Ø6mm Copper 

Direct Heat Pipes, 

Aluminum Fins

L139 x W107 x H163 

mm
120 x 25 mm x 2pcs 600 - 2000 RPM±10% PWM 1.44 W

AORUS CPU cooler

ATC700
ATC700 Black NA  Rp    1.165.000 

Intel Socket 2066 , 

2011, 1366, 1156, 

1155, 1151, 1150

AMD Socket AM4, 

FM2+, FM2, FM1, 

AM3+, AM3, AM2+, 

AM3

3 x 10mm Heat Pipes 

/ Aluminum Fins
139 x 109 x 169 mm

 

Ø120*25mm*2PCS
500-1700 RPM±10% PWM 2.52W

Stylish RGB Light on Black Tempered 

Glass Front panel

With RGB LED Switch and 2 USB 3.0 on 

I/O Panel

Full-Size Black Tempered Glass Side Panel

PSU Shroud Design

Detachable Dust Filter

Liquid Cooling Compatible

Effective Date : 10 Februari 2022
FULL/MIDDLE TOWER CHASSIS

Product Description

AORUS Eye-catching Design

RGB Fusion 2.0

Support Motherboards up to E-ATX

Support 6pcs 2.5” and 4pcs 3.5”/2.5” 

drive bays

Up to 420mm Liquid Cooling Compatible

Support ARGB & PWM Connector Hub

With USB 3.0 x4 and USB 3.1 Gen2 Type-C 

x1 on I/O panel

Full-Size Tempered Glass Both Side Panel

Support Vertical GPU Installation

PSU Shroud Design

Full-Size 4mm Tempered Glass Side Panel

With HDMI and USB 3.1 Gen2 Type-C on 

I/O Panel

RGB Fusion 2.0 - Synchronize RGB 

Lighting with other AORUS Devices

Support Vertical and Horizontal VGA 

Installation

Liquid Cooling Compatible

PSU Shroud Design

Detachable Dust Filter

CPU AIR Cooler

Product Description



Product Part No. Color Style Stock MSRP
CPU Socket 

Supported
Material Pump Dimension

Radiator 

Dimension
Tube Length Fan Fan speed

AORUS WATERFORCE X 

360
L  Rp    3.897.000 

Intel 2066, 

2011,1366,115x,1700

AMD TR4, AM4, sTRX4

Radiator Material : 

Aluminum

Block Material : 

Copper

Pump Dimension : 82 

x 82 x 74mm
394 x 119 x 27mm

380mm
3 x 120mm ARGB 

Graphene Nano 

Lubricant

700~2500 RPM 

+/-10%

AORUS WATERFORCE X 

280
NA  Rp    3.400.000 

Intel 2066, 

2011,1366,115x,1700

AMD TR4, AM4, sTRX4

Radiator Material : 

Aluminum

Block Material : 

Copper

Pump Dimension : 82 

x 82 x 74mm
312 x 140 x 27mm

380mm
2 x 140mm ARGB 

Graphene Nano 

Lubricant

2300 RPM +/-

10%

AORUS WATERFORCE X 

240
NA  Rp    2.980.000 

Intel 2066, 

2011,1366,115x,1700

AMD TR4, AM4, sTRX4

Radiator Material : 

Aluminum

Block Material : 

Copper

Pump Dimension : 82 

x 82 x 74mm 277 x 119 x 27mm 380mm
2 x 120mm ARGB 

Graphene Nano 

Lubricant

700~2500 RPM 

+/-10%

Aorus Liquid Cooler 360 C  Rp    2.989.000 

Intel 2066, 2011-3, 

1366,115x

AMD sTRX4, TR4, AM4

Radiator Material : 

Aluminum

Block Material : 

Copper

80 x 80 x 60mm 394 x 120 x 27mm 380mm
120 x 25mm ARGB 

Fan x 3

2500 RPM +/-

10%

Aorus Liquid Cooler 280 C  Rp    2.890.000 

Intel 2066, 2011-3, 

1366,115x

AMD sTRX4, TR4, AM4

Radiator Material : 

Aluminum

Block Material : 

Copper

80 x 80 x 60mm 315 x 143 x 30mm 380mm
140 x 25mm ARGB 

Fan x 2

2300 RPM +/-

10%

AORUS WATERFORCE X 360, All-in-one 

Liquid Cooler with Circular LCD Display, 

RGB Fusion 2.0, 120mm ARGB Fans

AORUS WATERFORCE X 280, All-in-one 

Liquid Cooler with Circular LCD Display, 

RGB Fusion 2.0, 140mm ARGB Fans

AORUS WATERFORCE X 240, All-in-one 

Liquid Cooler with Circular LCD Display, 

RGB Fusion 2.0, 140mm ARGB Fans

New high performance pump efficiently 

dissipates heat from high end CPUs.

Unique 60*60mm circular full color LCD 

with dynamic AORUS logo display designs 

and custom a picture and text available.

High performance, low-noise level, dual 

ball bearing ARGB fans.

Supports RGB FUSION 2.0 

synchronization with other AORUS 

devices.

Universal design for fan & pump RPM 

control, supports all MB brands.

CPU AIO Water Cooler

Product Description


